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Electrical Installation Products & Time Switches
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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Weatherproof Wiring Accessories
Plugs and Sockets, IP56 Protected

275-15356P31313A Plug

275-12856C3131 Gang DP switched
275-11656S03131 Gang non switched

10+5+1+
Price Each

Order Code
Mftrs.
List No.13A Sockets

A range of grey polycarbonate faced accessories mounted in reinforced PVC enclo-
sures giving protection to IP56.
13A mains sockets require mains plug 275-153 to maintain IP56 rating. Plugs and
sockets of different voltages, currents and pin arrangements will not fit together.
The 13A mains plug 275-153 conforms to BS1363, has a 13A BS1362 fuse includes a
screw-on ring to maintain the plug to socket seal and has a rubberised cable gland
with polycarbonate cable grip. All conform to BS5490, BSEN60529 and have Lloyds
register of shipping approval.

275-116
H=101, W=101, D=98

275-128 H=198, W=101, D=98
(275-207 for switch only)

275-153
L=72 (from panel front)

Dia.=78

SEC197

Mounting Boxes
Flush
Zinc Plated Steel

FOR PVC GROMMETS TO FIT 20mm KNOCKOUTS SEE ORDER CODE 150-440,
PAGE 183

SEC97X

Ì 16mm deep switchbox is fitted with a PVC grommet and accepts 1, 2 or 3 gang
plate switches

Ì All boxes have a brass earth terminal fitted in the base
and steel lugs one of which
is adjustable

Ì Approved to BS4662 : 1970

2 Gang Accessory Box 
H=75, W=135

Fixing centres=120.6

107-726 878ZIC47mm deep
107-714886ZIC35mm deep
107-717 862ZIC25mm deep

2 Gang Accessory Box

107-713866ZIC35mm deep
107-716 861ZIC25mm deep

1 Gang Accessory Box

107-7153995ZIC16mm deep
20+10+1+

Price Each
Order Code

Mftrs.
List No.1 Gang Switch Box

1 Gang Accessory Box
H=75, W=75 

Fixing centres=60.3

16mm Deep Switch Box
H=72, W=72 

Fixing centres=60.3

Cable entry Accessory boxes have knockouts in base and all sides

Mounting Boxes, Surface

721-8205öK8633 Gang, 25mm deep
721-8242öK2214 ALM2 Gang, 41mm deep
721-8230öK2213 ALM1 Gang, 41mm deep

Steel Boxes with 20mm Knockouts

721-8229öK2212 ALM2 Gang, 41mm
721-8217öK2211 ALM1 Gang, 41mm

Steel Boxes without Knockouts

721-6968öK22022 Gang
721-6956öK22001 Gang

Metal Frames

721-7020öK2132WHI2 Gang, 12 Clamps
721-7018öK2131WHI1 Gang, 10 Clamps

Moulded MI cable Boxes

721-7031öK2133WHI2 Gang, 20mm
Trunking Mounting Frame

721-6932öK2153WHI3 Gang, 20mm deep
20+10+5+1+

Price EachOrder
Code

Mftrs.
List No.Mounting Box

20mm Mounting Frame
H=87, W=87 

Fixing centres=60.3 

987-463K2025WHI38mm deep
Dual 2 1 Gang Box

987-451.K2172WHI40mm deep
987-440.K2142WHI30mm deep

2 Gang Accessory Box

987-438.K2031WHI40mm deep
987-426.K2140WHI30mm deep

1 Gang Accessory Box

987-414.K2160WHI16mm deep
1 Gang Switch Box

987-402K2134WHI
50+30+20+10+1+1 gang,

20mm deep

Price Each
Order Code

Mftrs.
List No.

Mounting Frame

Dual 2 1 Gang 38mm Box 
H=86, W=172 

Fixing centres=2 60.3

30mm Box 
H=87, W=87 (2 gang=148) 

Fixing centres=60.3 
(2 gang=120.6)

Ì 20mm mounting frame is intended for mounting on trunking
Ì 16mm switch box accepts 1, 2 and 3 gang plateswitches
Ì 30mm deep boxes are for surface mounting 1 and 2 gang power accessories
Ì 38mm deep box will accept any two flush accessories which are 86mm square with

60.3mm fixing centres
Ì 40mm deep 2 gang box is required for surface mounting of the 45A DP

plateswitch, the RCCB protected 13A entry socket outlet and other accessories
where extra wiring space is required

Ì Approved to BS5733: 1979

Housing Urea Formaldehyde (white)
SEC98X

Dry Lining Boxes, Flush

108-365QFB2WHI2 gang
108-364QFB1WHI1 gang

20+10+1+
Price Each

Order Code
Mftrs.

List No.

108-364 Dry Lining Box Cut-out:  H=75, W=75 (1 gang), D=35,
W=136 (2 gang), Fixing centres=60.3 (1 gang), 120.6 (2 gang)

Housing PVC

Ì Accommodates partition
thicknesses between 6mm
and 16mm

Ì Automatic clamp device on
cable entry

Ì All round flange for flush fit
Ì Approved to BS4662 where applicable

SEC123X

Continued


