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Fasteners & Fixings
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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

H142X

593-540.9.52"No.6

593-5399.52"No.4

Countersunk

593-515136"
593-503.9.52"No.8

593-497251"
593-473163"
593-461.136"
593-450.9.52"No.6

593-448197"
593-436163"
593-424136"
593-4129.52"
593-4008w"
593-394.6È"No.4

Pan Head

100+50+25+10+5+1+mminches
Price Per BoxLength

Order Code

100 Per Box

Woodscrews
Twinstart, Countersunk Head, Supadriv™ - 'Supascrews"
Steel, Bright Zinc Plated and Clear Passivated

149-790.26" 64
149-789.2" 51
149-788.16" 38
149-787.1" 25

No.10 (4.8 Dia.)

149-786.2" 51
149-785.16" 38
149-784.15" 32
149-783.1" 25
149-782.7" 19

No.8 (4.2 Dia.)

149-781.16" 38
149-780.15" 32
149-779.1" 25
149-778.7" 19

No.6 (3.5 Dia.)

1+ 5+ 25+ 50+ 100+ 250+Order Codeinches mm
Price Per BoxLength

100 Per Box

Ì Twice the feed rate of a conventional woodscrew
Ì Parallel thread shank reduces the risk of strip-

ping
Ì Suitable for hardwoods, softwoods, block-

boards and fibreboards.
H32X

Kit – Wood Screw, Twinstart
Bright Zinc Plated and Clear Passivated

H146X

Ì Supplied in 18 division plastic box with clear plastic
lid

No.8 1¥"(44.5mm) CSK Head, pozi35
No.10 1Æ"(38.1mm) Round Head, pozi50No.8 1Æ"(38.1mm) CSK Head, pozi100
No.8 1Æ"(38.1mm) Round Head, pozi50No.8 1È"(31.8mm) CSK Head, pozi150
No.8 Æ"(12.7mm) Round Head, pozi100No.8 1"(25.4mm) CSK Head, pozi100
No.6 ¥"(19.1mm) Round Head, pozi100No.8 ¥"(19.1mm) CSK Head, pozi100
No.10 2"(50.8mm) CSK Head, pozi25No.6 ¥"(19.1mm) CSK Head, pozi100
No.10 1Æ"(38.1mm) CSK Head, pozi30No.4 ¥"(19.1mm) CSK Head, pozi200
No.10 1È"(31.8mm) CSK Head, pozi30No.4 Æ"(12.7mm) CSK Head, pozi200

QtyQty
Kit contains: (red insert)

598-677

50+25+10+5+1+
Price Each

Order Code

Masonry Fixing
Wall Plugs/Masonry Drill Bit Set
Colour Coded

Wall Plugs

Masonry Drill Bit Set

H108X

Wall Plugs
Ì Tapered high density polyethylene
Ì Ideal for use with parallel threaded

woodscrews
Ì Anti-rotation ribs and four way split
Ì Colour coded

Ì Supplied in a box of 100, 10 per strip
Masonry Drill Bit Set
Ì Set of four carbide tipped
Ì Colour coded to match the relevant

wall plugs.

-10.0120Blue
-7.0100Brown
-5.5100Red 278-579
-5.085Yellow

Masonry Drill Bit Set

278-567No 12, 1410.044Blue
278-555No 10, 127.040Brown
278-543No 6, 8, 105.534Red
278-531No 6, 85.022Yellow

Wall Plugs

Order CodeSuitable ScrewsDrill SizeLengthColour Code

278-579.
4 Per Set
Masonry Drill Bit Set 

278-567Blue
278-555Brown
278-543Red
278-531Yellow

Wall Plugs

100+50+25+10+5+1+Order CodeColour Code
Price Per Pack100 Per Pack

}

Sleeve Anchor Bolt – Dynabolt Plus
Zinc-Plated

705-617525M8
705-616325M6

Countersunk Head

705-615150
705-614015M12
705-613850
705-612620
705-611415M10
705-610235
705-609610M8
705-608430
705-607210M6

250+100+50+10+
Price Each

Order Code
Max. Material

ThicknessHex. Head

Order Multiple=10

705-6175DP10075F4525M810
705-6163DP08060F4025M68

Countersunk

705-6151DP16110H6050M1216
705-6140DP16070H6015M1216
705-6138DP12105H5550M1012
705-6126DP12075H5520M1012
705-6114DP12065H5515M1012
705-6102DP10080H4535M810
705-6096DP10055H4510M810
705-6084DP08070H4030M68
705-6072DP08045H4010M68

Hex. Bolt

Order Code
Mftrs.

List No.
Min. Hole

Depth
Fastens Material

Up ToThread Size
Anchor Hole

Ø

Ì Suitable for concrete, brickwork and dense con-
crete

Ì When tightened, bolt forces sleeves to expand
against surrounding material, ensuring firm grip

Ì Also available with countersunk head
Ì Thin-walled sleeve anchor

FAS28

Hex Nut – Dynabolt
Zinc-Plated

Ì Suitable for concrete, brickwork and dense con-
crete blocks

Ì When tightened, the bolt is drawn with the tapered
base through the sleeve, expanding it against sur-
rounding material to ensure a firm grip

Ì Thin-walled sleeve anchor
Ì Integral nut and washer

705-842155
705-841015M12
705-840850
705-839120M10
705-838020
705-837810M8
705-836655
705-835430
705-83428M6
705-83305M4.5

250+100+50+10+
Price Each

Order Code
Max. Material

Thickness

Order Multiple=10

705-8421DP161106015M1216
705-8410DP160655515M1216
705-8408DP121005550M1012
705-8391DP120705520M1012
705-8380DP100754520M810
705-8378DP100504510M810
705-8366DP080904055M68
705-8354DP08654030M68
705-8342DP0840408M68
705-8330DP0640255M4.56

Order CodeMftrs. List No.
Min. Hole

Depth
Fastens Material

Up ToThread Size
Anchor Hole

Ø

FAS29

continued


