Fuses Circuit Breakers & Consumer Units

Order Multiple = 10 Price Each

Rating Order Code 10+ 100+ 500+ 1000+ 3000+

500mA .159-141

1A .159-153

2A .159-165

2.5A .159-177

3.15A .159-189

4A 159-190

5A .159-207

6.3A .159-219

8A .159-220

10A .159-232

12.5A .159-244

16A .159-256

20A .159-268

25A .159-270

32A .159-281
Antisurge (T) Ceramic )
MCFO08C Series mUItIcomp

@ Manufactured to meet UL and CSA Best
!-_ n time/current characteristics
" @ UL and CSA approved (CSA up to
10A only)

Voltage Rating 250V ac Breaking capacity @ 250V ac

Upto 3A = 100A, 4Ato 20A = 400A

Mftrs. List No. MCFO8C + Rating
FUS313

Order Multiple=10 Price Each

Rating  Order Code 10+ 100+ 500+ 1K+ 3K+
62mA 975-631
100mA  975-643
300mA  975-655
500mA  975-667
700mA  975-679
1A 975-680
1.5A 975-692
2A 975-709
2.5A 975-710
4A 975-722
5A 975-734
6.25A 975-746
7A 975-758
10A 975-760
15A 975-771
20A 975-783

Antisurge (T) HRC Ceramic
TDC459 Series

Bussmann |

Voltage rating (Vn) 250V ac
Breaking capacity ~ 1500A @ Vn, Cos & =0.710 0.8
Mftrs. List No. TDC459 + Rating

FUS20X

Order Multiple=10 Price Each
Rating Order Code 10+ 100+ 500+ 1000+
1A 535-059
1.25A 968-778
1.6A 968-780
2A 535-060
2.5A 968-791
3.15A 535-072
4A 968-808
5A 535-084
6.3A 968-810
8A 968-821
10A 535-096

Antisurge (T) Glass — Spring Element
TDC11 Series

Bussmann_

250V ac
10 In @ Vn
TDC11 + Rating

Voltage rating (Vn)
Breaking capacity
Mftrs. List No.

FUS21X

Rating @ 250V 16A SEMKO & VDE Breakdown vgltqge. >2kV
Order Multiple=10 Price Each 20A UL & CSA Max power dissipation  4W
Rating Order Code 10+ 100+ 500+ 1000+ Mitrs. List No. FX0417
150mA 539-971 A0
250mA .539-983 Price Each
gggmﬁ gigggg Order Code 1+ 50+ 100+ 250+ 500+
m .540-| ) N

750mA '540-018 Screwdriver release 535-953
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Order Multiple=10 Price Each

Rating OrderCode 10+ 100+ 500+ 1000+
850mA 540-020

1A 540-031

1.25A 540-043

15A 540-055

2A ..540-067

250 540-079

3A 540-080

5A 540-092
Antisurge (T) Glass multicomp

MCF02G Series
@ UL Approved (12.5mA to 8A) Best
@ UL Recognised (10A) value
@ CSA Approved (up to 6.5A)

250V to >6.25A = 32V
125mA to 500mA  35A @ 250V

Voltage rating
Breaking capacity

750mA to 3A 100A @ 250V

4A 10 6.25A 200A @ 250V

8Ato 10A 300A@ 32V
Mftrs. List No. MCF02G + Rating

FUS292

Order Multiple=10 Price Each

Current Rating  Order Code 10+ 100+ 500+ 1000+ 3000+
125mA 798-903
300mA 798-915
400mA 798-927
500mA 798-939
800mA 798-940
1A 798-952
1.6A 798-964
2A 798-976
2.25A 798-988
3A 798-990
4A 799-002
5A 799-014
6.25A 799-026
8A 799-038
10A 799-040

Antisurge (T) Glass — Plated Wire
TDC436 Series

|

Bussmann |

250V ac
50A @ Vn

Voltage rating (Vn)
Breaking capacity

Mftrs. List No. TDC436 + Rating
FUS22X
Order Multiple=10 Price Each
Rating Order Code 10+ 100+ 500+ 1000+
800mA 540-109
1A 540-110
1.25A 540-122
1.6A 540-134
2A 540-146
2.5A 540-158
3.15A 540-160
4A 540-171
5A 540-183
6.3A 540-195

31.71 x 6.35mm (114" x %),
Size ‘0’ Panel Fuseholders
20A - Touchproof”

BULGIN

Electrical + Electronic Components

@ Low profile panel
mounting Touchproof® fuseholder to IEC 127/6
category PC2

@ Screw cap, screwdriver release

@ 6.3mm fast-on tags

L (Overall) = 58, Dia. (Bezel) = 19.1

Depth behind panel = 54.9, Panel cut-out =16

Panel thickness =110 8
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