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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Fuseholder

Splashproof
L=25.4, H=32, W=11.2

Lead length=100

Mftrs. List No. 150-260=287-143, 445-008=499-614, 15550320ZXU=302-9220

499-61420A
Splashproof

287-14330A
302-922020A

250+100+50+25+1+
Price Each

Order CodeStandard

Standard
L=28.5, H=28, W=9.5

Lead length=100

Maximum ratings 30A @ 32V, 20A @ 32V
Operating temperature -35°C to +100°C

In-line fuseholders suitable for use with automotive blade type fuses.

FUS239

PCB Fuseholders — ATO and Mini Blade Fuses  

H=12.9, W=17.3, D=7.6

PCB Drilling

H=7.6, W=17.3, D=12.9

Maximum rating 15A @ 32V

927-788Horizontal
927-776Vertical

Mini Blade Fuseholder

581-525Vertical
ATO Fuseholder

250+100+50+25+1+
Price Each

Order Code

H=22.0         W=21.8, D=9.0       Lead Pitch=9.3 

Pin Dia.=2.5mm

Interlocking PCB Mount ATO Fuseholder which can be stacked end on or side on.
Horizontal and vertical mounting Mini Blade PCB fuseholders 

FUS202

MAXI Fuse – Slow Blow

302-9300299060TN000Blue321530060
302-9293299050TN000Red321130050
302-9281299040TN000Amber32845040
302-9270299030TN000Green32407030
302-9268299020TN000Yellow32110020

Order CodeMftrs List No.
Colour 
Code

Voltage 
Rating (V)

Pre-arcing
I2t (A2s)

Current 
Rating (A)

302-930060A
302-929350A
302-928140A
302-927030A
302-926820A

100+50+10+1+Order CodeRating
Price Each

Ì Higher current rating than MINI fuse
Ì Popular in automotive applications
Ì Colour coded
Ì UL recognised

Body H=21.6 W=29.2 D=8.9
Blade L=12.7 W=8.1 D=0.8

FUS357

MEGA Fuse – Fast Acting
Ì High current circuit protection
Ì Ideal for battery and UPS systems

Voltage rating 32V Mini. Melt. I2t 20400

302-9311200A
100+50+25+1+Order CodeRating

Price Each10 Per Pack

Mftrs. List No. 298+rating
FUS345

MEGA Fuseholder

302-932302981001Z
100+50+25+1+Order CodeMftrs.List No.

Price Each1 Per Pack

Ì Glass filled thermoplastic body with tethered
cover

Ì Choice of 6 cable entry locations

Fixing centres 101.6 @ 6.35 Dia.
Note: Dimensions include cover

H=38,
W=87.2,
D=38.5

Maximum ratings 250A @ 32V
Operating temperature -40°C to +125°C

FUS344

Fork Lift Truck

Mftrs. List No. 90-058-05 + Rating

L (overall)=82, L (body)=32, W=22, H=10,
Fixing centres=60, Lug spacing=11

607-733500A
607-721355A
607-710325A
607-708250A
607-691200A
607-680160A
607-678100A
607-66680A
607-65450A

100+20+1+
Price Each

Order CodeRating

0.2-2s0.8-10s≤1hr≥1hrAll
4In2.5In1.8In1.5InIn

CharacteristicsTime Current
Max. working voltage 80Vdc

A range of heavy duty
80V fuses to DIN43560/1specially
designed for battery powered industrial
trucks e.g fork lift etc. strong ceramic case
incorporates shatterproof glass inspection
window and 60mm spacing integral lugs
for direct stud mounting.

FUS204X

Free Same Day Delivery

For orders received before 12.30pm
we provide free same day delivery.

No Minimum Order Value

Order whatever quantities you require from
our catalogue and you won’t be penalised

with a minimum order value.


