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Fuses Circuit Breakers & Consumer Units
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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

2 and 4 Module Enclosures

261-324
4 module standard

enclosure

261-312
2 module splashproof

enclosure

225 110105160250Splashproof4261-336
82.5+140 to cntr74121188Standard4261-324

140 6067110160Splashproof2261-312
1067676149Standard2261-300
FCDWHStyle

Dimensions
ModulesOrder Codes

261-3365744s4 module (splashproof)
261-3245504s4 module (standard)
261-3125702s2 module (splashproof)
261-3005502s2 module (standard)

10+5+1+Order CodeMftrs. List No.Enclosure
Price Each

Ì Complete with DIN rail & earth termi-
nals

Ì Accommodate MCB’s, RCD’s RCBO’s &
Switch Disconnectors

Ì 2 module insulated enclosures to IP30
to IP44

Ì 4 module metal enclosure to IP30
Ì 4 module insulated enclosure to IP44

FUS223X

MCB’s

H=81, W=18, D=73
Cable capacity: 25mm2 (6A to 20A)

35mm2  (32A to 50A)

261-4885950s150A MCB
261-4765945s145A MCB
261-4645940s140A MCB
261-4525932s132A MCB
261-4405920s120A MCB
261-4395916s116A MCB
261-4275910s110A MCB
261-4155906s16A MCB

10+5+1+Order Code
Price EachMftrs.

List No.
Module
Width

Overcurrent & Short Circuit Fault Protection
Ì All products DIN rail mounting & suitable for OEM

applications
Ì 6-50A ratings, type B with 6kA breaking capacity
Ì Manufactured to BSEN 60898
Ì All products, 1 pole, 1 module
Ì Comply with IEE 16th Edition Wiring Regulations &

On-Site Guide

FUS226X

RCBO’s
Ì Overcurrent With Earth Leakage Fault

Protection
Ì All products DIN rail mounting & suitable for OEM

applications
Ì 16A & 32A ratings at 30mA to BSEN 61009
Ì All products 1 pole, 2 module, type B with 6kA break-

ing capacity
Ì Comply with IEE 16th Edition Wiring Regulations &

On-Site Guide

FUS225X

261-520.6348s232A RCBO
261-506.6344s216A RCBO

10+5+1+
Price Each

Order Code
Mftrs.

List No.
Module
Width

261-520
H=81, W=36, D=73, Cable capacity: line 25mm2 neutral 10mm2

Accessories
Ì MCB blank to protect unused ways in Sentry consumer units 2 &4 mod-

ule enclosures.
Ì Split load cabling kit to allow configuration of split load arrangements in Sentry TM

consumer units
Ì Busbar with 20 MCB ways & one main incomer finger

FUS222X

261-5555563sSplit load kit
261-5435590sBusbar
261-5315544sMCB blank

10+5+1+Order Code
Price EachMftrs.

List No.

MCB Accessories

542-868

542-880

608-210

608-221

‡ Subject to design change
†542-880BS-FAZStrip of 5

Insulating Shrouds

†608-221BK25-SL-FAZ25mm2 terminal (long pin)
†608-210BK25-S-FAZ25mm2 terminal (standard pin)

 †608-208B3/12-S-FAZTriple pole 12 way busbar
†608-191B3/6-S-FAZTriple pole 6 way busbar
†608-180B2/12-S-FAZDouble pole 12 way busbar
†608-178B2/6-S-FAZDouble pole 6 way busbar
†608-166B1/12-S-FAZSingle pole 12 way busbar
†608-154B1/6-S-FAZSingle pole 6 way busbar
†608-142B1/2-S-FAZSingle pole 2 way busbar

Pin Type – Top Entry

†542-878BK35FAZ35mm2 terminal
†542-866BK25FAZ25mm2 terminal
†542-854B3/12FAZTriple pole 12 way busbar
†542-842B3/6FAZTriple pole 6 way busbar
†542-830B2/12FAZDouble pole 12 way busbar
†542-829B2/6FAZDouble pole 6 way busbar
†542-817B1/12FAZSingle pole 12 way busbar
†542-805B1/6FAZSingle pole 6 way busbar
†542-799B1/2FAZSingle pole 2 way busbar

50+10+1+Fork Type-Bottom Entry
Price Each

Order Code
Mftrs.
List No.

542-878

Accessories for use with DIN rail mounting MCBs. Insulated copper busbars for com-
moning up banks of MCBs. Unused busbar ways should NOT be cut off, but insulated
using busbar shrouds Order Code, 524-880.

Max. total busbar current @ 40°C Single pole 70A
Double pole 120A
Triple pole 120A

FUS251X

608-142

608-166

608-154

542-799

Call for Latest Pricing

Products on this page may be subject to
price changes in line with market trends.
Call us for an update on (65) 788 0200.
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