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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Pygmy Lamps
Ì Clear 240V Pygmy lamps available in bayo-

net cap (B/C), small bayonet cap (SBC) and
small edison screw (SES) cap types 

Ì Suitable for use in control cabinets, panels and as
replacement lamps in household appliances

649-454.31851SES25W
649-430.31841BC25W
649-429.31836SES15W
649-417.31831SBC15W

..649-405.31826BC15W
50+25+10+1+

Price Each
Order Code

Mftrs.
List No.

Cap
Type

Lamp
Rating

SEC271X

Daylight Filament Lamps
Daylight Simulation

SEC510

353-5897D1113160W SES
353-5885D1113560W SBC

.353-5873D1113040W SES
353-5861D1113440W SBC

Candle Lamp

353-5850D1110540W ES
Golf Ball Lamp

353-5848D11122100W ES R80
.353-5836D1112160W ES R80

353-5824D1112060W ES R63
Spotlight Lamp

353-5812D1111740W ES
353-5800D1110740W BC
353-5794D1111360W ES
353-5782D1110360W BC
353-5770D1111275WES
353-5769D1110275W BC
353-5757D11111100W ES
353-5745D11101100W BC

Standard Lamp

100+50+25+10+5+1+
Price EachOrder

Code
Mftrs.

List No.Type

Ì Daylight simulation reduces eye strain and results in less glare and per-
fect colour matching qualities

Ì Ideal for any long term viewing applications
Ì Can replace most conventional lamps

Low Voltage Tungsten Halogen Lighting
Dichroic Lamps Open Face and Enclosed

SEC139X

L=44.5 max., Dia=51 max.

593-618EYC200038°flood75WEnclosed
593-606EXN150038°flood50WEnclosed
586-572EXZ300024°narrow flood50WEnclosed
586-560EXT915013°spot50WEnclosed
586-559BAB46036°flood20WEnclosed
586-547ESX330012°spot20WEnclosed
586-535EYC200038°flood75WOpen
586-523EXN150038°flood50WOpen
586-511EXZ300024°narrow flood50WOpen
586-500EXT915013°spot50WOpen
586-493BAB46036°flood20WOpen

Order CodeAnsi Code
Luminous
Output CdBeam AngleBeam TypeWattageLamp Style

Ì Excellent colour rendition
Ì Ideal for accent lighting
Ì Suitable for all interior display applica-

tions especially heat sensitive displays
Ì Open face and enclosed versions avail-

able
Ì Enclosed version protects the reflector

and filament bulb from pollutants and
finger prints

Operating voltage 12V Average life 2000hrs
Colour temperature 3000K Lamp cap type GX5.3

.593-61875W flood
593-60650W flood
586-57250W narrow flood
586-56050W spot
586-55920W flood
586-54720W spot

Enclosed

586-53575W flood
586-52350W flood
586-51150W narrow flood
586-50050W spot
586-49320W flood

50+25+10+1+
Price Each

Order CodeOpen Faced

Mains Voltage Tungsten Halogen Lighting
Osram Halopar
Low Voltage Tungsten Halogen

317-8468floodE27 screw cap75WDichroic reflectorHALOPAR 30
317-8456spotE27 screw cap75WDichroic reflectorHALOPAR 30
317-8444floodE27 screw cap75WAluminised reflectorHALOPAR 30
317-8432spotE27 screw cap75WAluminised reflectorHALOPAR 30
317-8420floodE27 screw cap50WDichroic reflectorHALOPAR 20
317-8419spotE27 screw cap50WDichroic reflectorHALOPAR 20
317-8407floodE27 screw cap50WAluminised reflectorHALOPAR 20
317-8390spotE27 screw cap50WAluminised reflectorHALOPAR 20
317-8389spotgz10 base50WDichroic reflectorHALOPAR 16
317-8377floodgz10 base50WAluminsed reflectorHALOPAR 16

Order Code

317-8468P307FD
317-8456P307SD
317-8444P307FA
317-8432P307SA
317-8420P205FD
317-8419P205SD
317-8407P205FA
317-8390P205SA
317-8389P165FD
317-8377P165FA

30+10+1+Order Code
Price EachMftrs.

List No.

Ì Overcoming the need for transformers, the Halopar reflector lamps offer the advan-
tages of tungsten halogen light but operate directly from the mains supply

Ì Available in aluminised reflector or dichoric reflector
Ì Available in spot or flood beam angles
Ì Halopar 16 only available in flood and only with a GZ10 base

SEC147

Call for Latest Pricing

Products on this page may be subject to
price changes in line with market trends.
Call us for an update on (65) 788 0200.

Fixed Prices

We aim to maintain all prices in this book
for the lifetime of this issue.


