
34

10
41

Farnell June 2001 Book 1 CYAN MAGENTA YELLOW BLACK Page 1041

1041

Motors, Drives & Linear Motion
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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

147-875

50+25+10+5+1+
Price Each

Order Code

A-Max™ Program

FM61

A range of high quality, state of the art dc motors offering major advantages over tradi-
tional ironless dc motors including:-

Ì Reduced diameter commutator employing more segments for longer life
Ì Precision made rolled steel motor housing for high strength
Ì Matching planetary or spur gearheads
Ì Roll action spring on graphite brush version and 3 fingered wiper design on pre-

cious metal brush versions result in consistent pressure over entire lifetime
Ì Elimination of C-Clip groove on shaft results in higher torsional stability and greater

cross-sectional strength
Ì Impact resistant glass fibre -  reinforced plastic end caps resist temperatures up to

+125°C and dampens noise
Ì CE approved

6 and 12 Vdc, 16mm Diameter
With Planetary Gearheads

MAXON MOTOR

FM63

909-6221621:1
909-610370:1
909-60984:1
909-59219:1

Planetary Gearhead 

909-58012V
909-5796V

Motor Without Gearbox

100+50+25+10+5+1+Order Code
Price Each

Planetary Gearhead
Body : Dia = 16 

Shaft : L = 8, Dia = 3 

Motor without Gearbox Fitted
Body : L = 25.4, Dia = 16
Shaft : L = 6.1, Dia =1.5

909-62211032555.34503001621:1 4.44.6
909-61011032451.7375250370:1 1920
909-60911032348.130020084:18589
909-59211032244.522515019:1379392

CodeList No.Motor Fitted Constant/ PeakReduction Ratio12V6V
OrderMftrs.Length with Torque (mNm)GearheadGearhead Fitted (RPM)

Motor Speed with
Planetary Gearhead (Plastic Gears)

909-5801078223.122W720012V
909-5791086513.62W75336V

CodeTorque(mNm)PowerSpeed (RPM) Voltage
Order  Mftrs.

List No.
StallMotor

6, 12 and 24 Vdc, 22mm Diameter
With Spur and Planetary Gearheads

MAXON MOTOR

Gearheads are supplied with pinion, adaptor flange (Planetary) and fixing screws for
easy mounting to the motor

Spur Gearhead 
Body : Dia =24 

Shaft : L = 6.2, Dia = 3 

Planetary Gearhead 
Body : Dia = 22

Shaft : L = 9.1, Dia = 3

Motor without Gearbox Fitted
Body : L = 31.9, Dia = 22.

Shaft : L = 6.5, Dia = 2

FM64

909-6951621:1
909-683370:1
909-67184:1
909-66019:1

Planetary Gearhead (High Torque)

909-762325:1
909-750 200:1 
909-749130:1
909-73764:1
909-72532:1
909-71320:1
909-7017:1

Spur Gearhead 

909-65824V
909-64612V
909-6346V 

Motor Without Gearbox

100+50+25+10+5+1+Order Code 
Price Each

909-69511034184.51600 1000 1621:1 44.14.1
909-68311034077.7 1600 1000 370:1  171818
909-67111033970.9 1200 800 84:1 777979
909-66011033864.1 80050019:1 340364364

Planetary Gearhead (High Torque)

909-762110486 53.1150100325:1202020
909-75011048553.1150100200:1323333
909-749110484 49.3 150100130:1505151
909-737110483 49.315010064:1101103103
909-725110482 49.315010032:1202205205
909-713110481 49.315010020:1330335335
909-701110480 45.6 1501007:1907923923

CodeList No.Motor Fitted Constant/ PeakReduction Ratio24V12V6V
OrderMftrs.Length with Torque (mNm)GearheadGearhead Fitted (RPM)

Motor Speed with
Spur  Gearhead

909-65811012714.305W653324V
909-64611012415.065W664612V
909-63411011915.405W 66466V 

CodeTorque(mNm)PowerSpeed (RPM) Voltage
Order  Mftrs.

List No.
StallMotor

12 and 24 Vdc, 32mm Diameter
With Planetary Gearheads

FM62

909-890246:1
909-889111:1
909-87766:1
909-86518:1
909-8534.8:1

Planetary Gearhead (Metal Gears)

909-78624V
909-77412V

Motor Without Gearbox

100+50+25+10+5+1+Order Code 
Price Each

Motor without
Gearhead Fitted

Body : L = 60, Dia = 32.
Shaft : L = 9.5, Dia = 4w

909-890 110375 109.8 6750 4500 246:1 23 18 
909-889 110372 103.1 6750 4500 111:1 5240 
909-877 110370 103.1 6750 4500 66:1  8767 
909-865 110366 96.4 3380 2250 18:1 324249
909-853 110364 86.50 1130 750 4.8:1 1204927

CodeList No.Motor Fitted Constant/ PeakReduction Ratio24V12V
OrderMftrs.Length with Torque (mNm)GearheadGearhead Fitted (RPM)

Motor Speed with
Planetary Gearhead (Metal Gears)

909-78613888112015W578024V
909-77413887890.415W445012V

CodeTorque(mNm)PowerSpeed (RPM) Voltage
Order  Mftrs.

List No.
StallMotor

Planetary Gearhead 
(Metal Gears)

Body : Dia = 32
Shaft : L = 17, Dia = 6
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