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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

FOR EUROPEAN EQUIVALENTS SEE PAGE 1400
SOL014

416-824 to 416-848
903-899 to 903-917
416-745 to 416-812

200+100+25+1+Order Code
Price Each

Surface Mount

A comprehensive range of desoldering tips to cope with most surface mount pack-
ages. Soldering iron adaptors are required to enable the SMD tips to be used with
irons which take either PT ET and LT series soldering bits.

SOL125

SMT8 0.197 0.157 0.066 SO8 

SMT1825 0.180 0.250 0.065 1825 

0.118 0.098 0.043SOT143
SMT890.181 0.167 0.063SOT89Small 

Outline 
Transistor 

0.138 0.081 diaSOD87Melf 
SMT800.138 0.063 diaSOD80

Chips
0.180 0.120 0.0651812

SMT18080.180 0.080 0.0651808
0.180 0.050 0.0651805

SMT15050.150 0.050 0.0651505
0.120 0.100 0.0651210

SMT12060.120 0.060 0.0601206
SMT10050.100 0.050 0.0501005

0.080 0.050 0.0500805
SMT08050.070 0.050 0.0400705

0.050 0.050 0.0400505
0.050 0.040 0.0400504 SMT0504
0.040 0.050 0.0400405

( L W H )designComponent style Configuration 
Mftrs.

List No.
Component size (Inches)Component

321-226954441799LT Series
417-063SMTA7.TCP Series
417-051SMTA.DS701

EC2000, EC2002, EC2100,
Iron Adaptors

417-038SMT8.
417-026SMT89.
417-002SMT80.
416-990SMT1825.
416-988SMT1808.
416-976SMT1505.
416-964SMT1206.
416-952SMT1005.
416-940SMT0805.
416-939SMT0504.Tips

200+100+25+1+Order Code
Price EachMftrs.

List No.

MT1500 Microtouch™ Precision Soldering Station

855-261Euro MT1500
765-077UK MT1500

6+3+1+
Price Each

Order Code
Mftrs.
List No.

6Vac, 12Vac, 24Vac, depending on tip choiceSoldering bit voltage
200°C - 450°CTemperature range
130 wattsPower consumption
230VacMains voltage

Ì Automatic identification of power range
Ì ESD safe
Ì Designed for use in demanding soldering applications
Ì 3 types of operation; touch, continuous and idle
Ì Touch is intended for use with SMDs
Ì Continuous is suitable for working with high heat requirements
Ì Idle allows unit to remain at a fixed low temperature until used  and helps to ensure

a longer service life for the soldering tip

Ì Temperature controlled,
adjustable from 200°C to
450°C

Ì Digital temperature read out
Ì Tip has low thermal mass so reaches required

soldering temperature quickly and accurately
Ì Heating element and temperature sensor are

located in soldering tip
Ì Sprung desoldering tip allows removal of sur-

face mount packages
Ì 4 power ranges dependent on soldering/ desol-

dering tip used (10,30,60,120W)

SOL207

Desolder Tips for MT1500
SMD

765-960MT1206120W7.10.615.7
765-958MT1205120W7.10.620.8
765-946MT61760W7.00.610.4

SIP

765-934MT1211120W3.29.515.7
765-922MT1207120W3.29.013.2
765-910MT62160W2.35.14.6

SOIC

765-909MT1204120W3.612.715.2
765-892MT1202120W3.810.410.4
765-880MT1212120W3.88.513.7
765-879MT1208F120W6.024.524.5
765-867MT1203F120W0.617.317.3

PLCC
Price EachOrder Code

Mftrs.
List No.

Power
(watts)HeightWidthLength

Ì Sprung loaded for removal of surface mount package after desoldering
Ì Tips available for removal of PLCC, SOIC, SIP surface mount packages

SOL203

Soldering Tips for MT1500
SOL204

765-855MT20410W25.40.6
Non-Wet

855-315MT61660W14.20.8
765-843MT60760W14.70.5

Bevel

765-831MT60360W15.30.5
855-297MT30330W8.10.4

Conical Bent

765-820MT61060W8.95.0
765-818MT60260W9.92.5
765-806MT30130W5.02.0
765-790MT60160W9.81.8
765-788MT21110W25.40.3
765-776MT21210W25.40.1

Chisel

765-764MT61560W9.90.8
765-752MT60960W15.30.6
971-704MT30225W5.080.5
765-740MT20210W250.8

Conical

Price EachOrder Code
Mftrs.

List No.
Power
(watts)LengthWidth
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