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Soldering 

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Ersa Soldering/De-Soldering Tips — continued

Solder Tips Ersadur

SOL310

Solder tips suitable for the Ersa stations below

874-644Micro-MELF422 SD
874-632MELF422 MD
874-620PLCC 68422 QD2
874-619PLCC 52422 QD4
874-607PLCC 44422 QD3
874-590SOIC 28422 QD1
874-589SOIC 24422 FD2
874-577SOIC 20422 FD4
874-565SOIC 16422 FD1
874-553SOIC 8422 ED

SMD Unit 60A - Pincette 40

874-541Blade Fine Pitch212 MS
874-530Long Chisel 1.8mm212 KD
874-528Chisel 1.8mm212 ED
874-516Chisel 1.0mm212 CD
874-504Round 0.4mm212 BD
874-498Round 0.2mm212 SD

SMD-Unit 60A - Micro Tool

874-930Blade Fine Pitch612
874-929Chisel 3.2mm612 ED
874-917Chisel 2.4mm612 KD
874-905Chisel 1.6mm612 AD
874-899Round 1.0mm612 BD
874-887round 0.8mm612 UD

Digital 60A, MicroCon 60iA

874-875Bezel two sides 35° 8mm832 MD
874-863Bezel 35° 17mm832 LD
874-851Bezel 45° 14mm832 GD

Digital 60A, Analog 80A, MiCon60iA

874-840Blade PLCC832
874-838Blade Fine Pitch832
874-826chisel  5.0mm832 VD
874-814chisel  3.2mm832 ED
874-802long chisel. 2.2mm832 KD
874-796Chisel 2.2mm832 CD
874-784round 1.0mm832 BD
874-772round  0.8mm832 SD
874-760round 0.4mm832 UD

Twin 80A - Ergonomic Tool
Analog 60, 60A, 80A, Digital 80A

10+5+1+Code 
Price EachOrderMftrs. List

No.

Multicore Soldering Station

Ì Accurate precision soldering
Ì Easily replaceable soldering tips
Ì Flexible soldering iron connection cord
Ì LED function display

Ì Power supply with safety transformer
according to VDE 0700

Ì Optimum temperature adjustment by
means of potentiometer

SOL235

Technical data:
Output 30W
Primary voltage 230V 50/60 Hz

Secondary voltage 12V
Regulation range approx. 200–450°C infinate

Soldering Station – Model 300

128-958
Iron with Euro Schuko Plug

128-971Chisel tip (2)
128-960Fine Point tip (2)
128-934Station

10+5+1+Iron with UK Plug

Price EachOrder Code

Antex Plumbing Iron
Pipemaster

Head temperature120 Watts 520°C

149-078–22mm heads (pair)
106-634–15mm heads (pair)
629-157EuroPipemaster
629-145UKPipemaster

10+5+1+
Price Each

Order CodePlug Type

Power consumption

Ì Safe and efficient method to solder capillary joints
Ì No gas or naked flames
Ì Works like a standard soldering iron
Ì Prevents damage to surrounding areas when used in confined areas
Ì Supplied with 15mm heads, a safety stand and suitable mains plug

SOL075
Input 230V ac

Antex Soldering Irons and Power Supplies
Fixed Temperature
Models M, C, CS & XS

FOR REPLACEMENT TIPS SEE PAGE 1381
FOR SUITABLE 24V ac POWER SUPPLY SEE 282-728

629-066XS25-230EEUROPVC230V ac
610-203XS25-230UKPVC230V ac
610-215XS25-115UKPVC115V ac
610-227XS25-24-PVC24V ac
629-110CS18S-EEUROSilicone230V ac
610-173CS18SUKSilicone230V ac
629-054CS18-EEUROPVC230V ac
610-161CS18UKPVC230V ac
610-197CS18S-Silicone24V ac
610-185CS18-PVC24V ac
629-108C230-EEUROPVC230V ac
629-091C230UKPVC230V ac
629-080M230-EEUROPVC230V ac
629-078M230UKPVC230V ac

5+1+Order CodeCableVoltage
Price EachMftrs.

List No.
Plug
Type

230230230230ac
115---ac
2424--ac
----Input voltage options dc

PVCPVC or
Silicone rubber

PVCPVCCable material
17151414Diameter
1101057272Handle length
83787575Tip-to-handle length
193183147147Overall length
7988No. of bit options
51110082010Tip type (fitted)

420°C390°C370°C370°COperating tip temperature
25181512Power (watts)
XSCSCMModel

Ì Complete range of thermally balanced soldering irons to meet production line and
laboratory requirements

Ì Polycarbonate handles
Ì Conforms to BS3456 section 2.14
Ì All mains irons are fitted with suitable plugs
Ì 24V versions are fitted with mini 3 pin plug for connection to Antex power supplies,

see Page 1417
Ì Fitted with 1.8m, 3 core, PVC insulated cable
Ì CS irons are available with silicone rubber cables fitted with a mini 3 pin plug

SOL182


