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Soldering 

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Antex Soldering Iron Tips
Ì All replacement tips are iron and chrome plated (except 108-518)
Ì Offer longer life than standard iron and bright nickel tips

SOL107

418-7661103ÌÌÌÌÌ1/46.0

418-75452Ì3/164.7

418-7301102ÌÌÌÌÌ3/164.7

418-729104ÌÌ3/164.7

418-717103ÌÌ5/324.0

418-70554Ì1/83.0

418-69951Ì1/83.0

418-6871101ÌÌÌÌÌ1/83.0

418-675821ÌÌ1/83.0

418-651202ÌÌ3/322.3

418-640102ÌÌ3/322.3

418-63853Ì3/322.3

418-62650Ì3/322.3

418-6141100ÌÌ ÌÌÌ3/322.3

418-602820ÌÌ3/322.3

418-5961106ÌÌÌÌÌ3/641

418-584106ÌÌ3/641

418-57255Ì1/400.5

418-5601105.ÌÌÌÌ1/400.5

418-55910ÌÌ1/400.5

108-5181107ÌÌÌÌ Ì1/2500.1

CodeList No.5DSCCSSMGinmmTip Style
OrderMftrs.4SCTTXC&

2XTSSC
AXC

Approved compatibilityDia
Iron type.Tip

All Order Codes

20+10+1+
Price Each

Surface Mount Kit
Ì Comprehensive kit

comprising 12 desoldering tips
Ì Designed to fit most surface mount

component outlines (see below)
Ì Suitable for CS, TCS, XSD, XSTC, TC50

and SD50 irons

108-520DKIT-12
20+10+1+Mftrs. List No.

Price Each
Order Code

D-PAK

Small Outline
IC

SO14/16SO8
Transistors

SOT23/ 143/ 89
MELF SOD

80/87

Chips 1206/
1210/1812/

0805

H=17 (excl. tips), W=65, D=119

SOL147

Antex Soldering Stations
660 TC

629-005–TC50 50 watt
629-017–TC25 25 watt

Replacement Irons
629-030EURO660TCE
610-136UK660TC

Stations
10+5+1+Order Code

Price Each
Plug Type

Mftrs.
List No.

Ì Temperature controlled soldering station 65° to 450°C
Ì Thumbwheel potentiometer setting
Ì ‘Power On’ and ‘Power to Iron’ indication
Ì Supplied with TC50, 50 watt soldering iron and ST6 bench holder
Ì Can be used with optional TC25 25 watt soldering iron
Ì Available with UK and European plug fittings
Ì Uses 1100 series tips

SOL184

690 SD
Static Dissipative

628-992–SD50  50 watt
Replacement Iron

629-029EURO690-SDE
610-124UK690-SD

Stations
10+5+1+Order Code

Price Each
Plug Type

Mftrs.
List No.

Ì Temperature controlled soldering sta-
tion 65° to 450°C

Ì Static dissipative
Ì Digital readout with choice of many

languages
Ì Multi-programmable with 2 memory

settings
Ì Lockable settings with PIN security

Ì °C or °F readout
Ì Dial in bit selection for accurate offset
Ì Diagnostics
Ì Supplied with SD50 50 watt static dis-

sipative soldering iron and ST6 bench
holder

Ì Available with UK and European plug
fittings

SOL183

Free Same Day Delivery

For orders received before 12.30pm
we provide free same day delivery.

Major International
Brands

All the leading brand names from over
1,000 major international manufacturers.


