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Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Illuminated Push Button Switches — continued

Vandal Resistant - IP66
50 mA @ 24V dc

33.15324-8926ScrewGreen
33.15324-8914ScrewRed
33.15324-8902TabGreen
33.15324-8896TabRed

Ring Illumination

33.15324-8884ScrewGreen
33.15324-8872ScrewRed
33.15324-8860TabGreen
33.15324-8859TabRed

Dot Illumination

250+100+25+1+
Price EachOrder

Code
Colour
Illumination

L=27.2, Bezel=22 dia, Panel cut-out = 19.2

Contacts SPNO
Switch rating 50 mA, 24 Vdc
LED 2Vdc, 20 mA ( a series resistor must be connected by the user)
Contact resistance <100mΩ
Insulation resistance 1000MΩ
Temperature range -30°C to +70°C

FOR MATCHING NON ILLUMINATED SWITCHES SEE PAGE 1496

SW381

Mftrs. List No. MP1001/28/RD=324-8859, MP1001/28/GN=324-8860, 
MP1001/TERM/RD=324-8872, MP1001/TERM/GN=324-8884, 
MP1002/28/RD=324-8896, MP1002/28/GN=324-8902, 
MP1002/TERM/RD=324-8914, MP1002/TERM/GN=324-8926

Ì Marine grade stainless steel body
Ì Front panel sealed to IP66
Ì Dot and ring, red or green illumination available
Ì Bright daylight LEDs
Ì Tactile feel
Ì Choice of screw or 2.8mm tab termination

Mains Illuminated
16 (4) A  250V ac

Ì Snap-in double pole ON/OFF latching, mains
rated

Ì Either red or green illumination, black body
Ì Approved to BEAB, VDE, SEV, SEMKO,

DEMKO, NEMKO, KEMA, SETI, UTE, OVE, UL
and CSA

SW146

Body L=44.0 (34.7 behind panel),  Dia=28.0 max,
Tab=6.35 0.8,  Panel cut-out=25.1 dia, 
Panel thickness=0.8 min. to 5.0 max.

Mftrs. List No. C7053AFBLACK/RED=150-381, C7053AFBLACK/GREEN=150-382

150-382Green
150-381

500+250+100+50+1+
Price Each

Order Code

Red

Rotary Switches
SPDT Sealed – Surface Mount
100mA @ 24V

540-547 540-559

Mftrs List No. 7813J-001-023E=540-547, 7814J-001-023E=540-559

540-5594mm square
540-5473mm square

250+100+25+1+Order CodePackage size
Price Each

Ì Compatible with all surface mount manufacturing processes
Ì Sealed construction allows immersion cleaning of the PCB
Ì Break-before-make (non-shorting) contacts
Ì Choice of 3mm or 4mm square package
Ì Supplied on 12mm embossed tape

SW220

Current rating 100mA max Voltage rating 24V
Contact resistance 2Ω max Insulation resistance 100MΩ
Insulation resistance 100MΩ @ 500V dc Dielectric strength 250V ac
Rotational life 2000 cycles Operating temperature -55°C to 125°C

Miniature Waterproof
0.4W @ 20V ac

/ALCOSWITCH

958-761.43
958-750.62
958-748.121

250+100+25+1+
Price Each

Order CodePositionsPoles

Panel cut-outPCB drilling plan
Body dia=12.5, Shaft L=19, Shaft dia=3.2,

H (above board)=8

Ì Miniature size, 12.5mm dia., suitable for portable and compact
equipment

Ì Moulded-in terminals and mounting bush ‘O’ ring give perfect
seal against ingress of flux and water

Contact resistance <100mΩ (2V dc @ 200mA) Water proofing 1m depth for 30mins
Insulation resistance 100MΩ @ 500V ac Contacts Gold plate over

nickel/non-shorting

Mftrs. List No. MRJE1-12FN=958-748, MRJE2-6FN=958-750, MRJE3-4FN=958-761
SW67

Miniature Sealed - 56 Series
200mA @ 115V ac or 30V dc

Contact resistance 100mΩ (max) Contact material Gold over silver
Insulation resistance 10,000MΩ

Mftrs List Nos:    56SD30-01-1-AJN=986-264            56SD30-01-2-AJN=986-276,
56SDP30-01-1-AJN=986-288          56SDP30-01-2-AJN=986-290 
56SD36-01-1-AJN=986-306            56SD36-01-2-AJN=986-318
56SDP36-01-1-AJN=986-320          56SDP-01-2-AJN=986-331
56SD30-01-1-AJS=986-343            5656SD30-01-2-AJS=986-355
56SDP30-01-1-AJS=986-367          56SDP30-01-2-AJS=986-379
56SD36-01-1-AJS=986-380            56SD36-01-2-AJS=986-392
56SDP36-01-1-AJS=986-409          56SDP36-01-2-AJS=986-410

Ì Miniature size - ideal for portable and compact equipment
Ì PCB or solder terminations
Ì Adjustable stop facility
Ì Shaft and panel sealed to IP67
Ì Shorting and non shorting types available

Rear View

Body: Depth behind panel=12.9 (Solder),
12.37 (PCB)
Dia=12.7,
Bush thread=5-28 UNF-2A

Spindle: L=9.53, Dia=3.18

30° Indexing 36° Indexing


