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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

301-99494000100100000
718-68340004747000
718-67140003333000
718-66040002222000
718-65840001515000
301-993740001010000
301-992540006.86800
301-991340004.74700
301-990140003.33300
301-989540002.22200
301-988340001.51500
301-987140001.01000
301-986040000.68680
301-985840000.47470
301-984640000.33330
301-983440000.22220

10000+1000+100+10+Order CodeReel QtynFpF
Price Each50 Volt d.c. X7R, 0805 Case Size

Order Multiple=10

1206 Case Size

335-2092ö30002.22200
335-2080ö30001.51500
335-2079ö40001.01000

10000+1000+100+10+Order CodeReel QtyµFnF
Price Each10 Volt d.c. X7R, 1206 Case Size

Order Multiple=10

† Available until stocks are exhausted
644-3534000220220000
644-3414000180180000
644-3304000150150000
644-3284000120120000
644-3164000100100000

†644-30440008282000
†644-29840006868000

10000+1000+100+10+Order CodeReel QtynFpF
Price Each25 Volt d.c. X7R, 1206 Case Size

Order Multiple=10

318-8966300010001000000
644-2864000680680000
644-2744000470470000
644-2624000330330000
644-2504000220220000

10000+1000+100+10+Order CodeReel QtynFpF
Price Each16 Volt d.c. X7R, 1206 Case Size

Order Multiple=10

318-905330004.74700
318-904130003.93900
318-903030003.33300
318-902830002.72700
318-901630002.22200
318-899140001.51500
318-897840001.01000

10000+1000+100+10+Order CodeReel QtyµFnF
Price Each16 Volt d.c.Y5V, 1206 Case Size

Order Multiple=10

318-895420001010000
318-893020006.86800

10000+1000+100+10+Order CodeReel QtyµFnF
Price Each10 Volt d.c. Y5V, 1206 Case Size

Order Multiple=10

718-62240003.33300
718-61030002.72700
718-60930002.22200
718-59230001.81800
718-58040001.51500
718-57940001.21200

10000+1000+100+10+Order CodeReel QtynFpF
Price Each50 Volt d.c. NPO, 1206 Case Size

Order Multiple=10

718-6464000100100000
718-63440006868000

10000+1000+100+10+Order CodeReel QtynFpF
Price Each50 Volt d.c. X7R, 1206 Case Size

Order Multiple=10

CAP152E

491-23840000.1100
491-22640000.0110

10000+1000+100+10+Order CodeReel QtynFpF
Price Each500 Volt d.c. NPO, 1206 Case Size

Order Multiple=10

491-21430002222000
491-20240001010000
491-196400011000

10000+1000+100+10+Order CodeReel QtynFpF
Price Each200 Volt d.c. X7R, 1206 Case Size

Order Multiple=10

491-18430000.47470
491-17240000.1100
491-16040000.0110

10000+1000+100+10+Order CodeReel QtynFpF
Price Each200 Volt d.c. NPO, 1206 Case Size

Order Multiple=10

0612 - Nickel Barrier
Low Inductance - 2R Series

CAP273

Ì Low inductance multilayer ceramic chip
capacitors

Ì For high frequency applications
Ì 0612 case size
Ì Nickel barrier terminations
Ì Conform to IEC 60384-10

L=1.6±0.2, W=3.2±0.2, H=0.85±0.1
Supplied on 8mm embossed tape (reel=4k pcs).

335-1816100100000
335-18048282000
335-17986868000
335-17865656000
335-17744747000
335-17623939000
335-17503333000
335-17492727000
335-17372222000
335-17251818000
335-17131515000
335-17011212000
335-16951010000

50 Volt d.c. X7R

4000+1000+100+50+10+Order CodenFpF
Price EachOrder Multiple=10

Performance characteristics X7R
Operating temperature -55°C to +125°C
Tolerance ±10%
Equivalent series inductance (ESL) 500pH
Dielectric strength 2.5VR for 1 minute

N.B. For ease of selection, capacitance value is listed in both pF and nF.

Surface Mount – Nickel Barrier
High Voltage – CG Series

335-1853ö30000.33330
335-1841ö30000.22220
335-1830ö30000.18180
335-1828ö30000.12120

10000+1000+100+1+Order CodeReel QtynFpF
Price Each1000 Volt d.c. NPO, 1206 Cse Size

N.B. For ease of selection, capacitance value is listed in both pF and nF

1206 Case Size

1206 Case Size L=3.2 ± 0.15, W=1.6 ± 0.15, H=1.3 max, P=0.75 max
1808 Case Size L=4.5 ± 0.2, W=2.0 ± 0.2, H=1.3 max, P=0.75 max
1812 Case Size L=4.5 ± 0.2, W=3.2 ± 0.2, H=0.51 to 1.3, P=0.25 to 0.75

Performance characteristics NPO
Operating temperature -55°C to +125°C
Tolerance ±5%
Insulation resistance 100,000MΩ
Dielectric strength for 1 minute 2VR (1000V), 1.2VR (3000V)

Ì High voltage multilayer ceramic chip
capacitors

Ì High capacitance per unit volume
Ì 1206, 1808 and 1812 case sizes
Ì Nickel barrier terminations
Ì Conform to IEC 384-10
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