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Capacitors

Semiconductors and Passives

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

CAP41

304-3601.0
304-359.0.68
304-347.0.47
304-3350.33
304-323.0.22
304-3110.15
304-300.0.1
304-2930.068
304-281.0.047
304-2700.033
304-268.0.022
304-2560.015
304-244.0.01

3000+1000+100+5+Order CodeµF
Price Each400 Volt d.c.

Order Multiple=5

304-3602222 368 5510527.90.811 30 23 10001.0
304-3592222 368 5568427.90.88.530 20.56800.68
304-3472222 368 5547422.90.8826 20 4700.47
304-3352222 368 5533422.90.86.526 18.53300.33
304-3232222 368 5522422.90.85.526 17.52200.22
304-3112222 368 5515415.20.8717.516 1500.15
304-3002222 368 5510415.20.8617.515 1000.1
304-2932222 368 5568315.20.8617.515 680.068
304-2812222 368 5547315.20.8517.514 470.047
304-2702222 368 5533310.20.64.512.512.5330.033
304-2682222 368 5522310.20.6412.512 220.022
304-2562222 368 5515310.20.6412.512 150.015
304-2442222 368 5510310.20.6412.512 100.01

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions400 Volt d.c. (220 Volt a.c.)

Polyester — Continued
2222 Series 368 Series – continued

2222 468 Series
Formerly 468 Series

Ì Metallised PETP film capacitors
Ì Hard epoxy coated
Ì Crimped and cropped leads for direct PCB mounting

N.B. For ease of selection, capacitance value is listed in both µF and nF.

100 Volt d.c. (63 Volt a.c.)

250 Volt d.c. (160 Volt a.c.)

Operating temperature -40°C to +85°C Climatic category (IEC68) 55/100/56
Basic specification IEC384-2, long life grade Tolerance ±10%

966-3932222 468 1647522.50.814.526.025.547004.7
966-3812222 468 1633522.50.811.526.023.533003.3
966-3702222 468 1622522.50.89.526.021.022002.2
966-3682222 468 1615522.50.87.526.519.515001.5
966-3562222 468 1610515.00.87.517.519.510001.0
966-3442222 468 1668415.00.87.017.516.56800.68
966-3322222 468 1647415.00.86.017.515.04700.47

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

966-3932222 468 1647522.50.814.526.025.547004.7
966-3812222 468 1633522.50.811.526.023.533003.3
966-3702222 468 1622522.50.89.526.021.022002.2
966-3682222 468 1615522.50.87.526.519.515001.5
966-3562222 468 1610515.00.87.517.519.510001.0
966-3442222 468 1668415.00.87.017.516.56800.68
966-3322222 468 1647415.00.86.017.515.04700.47

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

966-32010
966-3196.8
966-3074.7

1. 966-2903.3
1.966-2892.2

966-2771.5
3000+1000+500+100+1+Order CodeµF

Price Each100 Volt d.c.

966-32010
966-3196.8
966-3074.7
966-2903.3
966-2892.2
966-2771.5

3000+1000+500+100+1+Order CodeµF
Price Each100 Volt d.c.

966-3202222 468 0410622.50.810.026.022.51000010
966-3192222 468 0468522.50.88.026.021.068006.8
966-3072222 468 0447522.50.86.526.019.547004.7
966-2902222 468 0433515.00.88.017.517.533003.3
966-2892222 468 0422515.00.86.517.516.022002.2
966-2772222 468 0415515.00.85.517.515.015001.5

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

966-3202222 468 0410622.50.810.026.022.51000010
966-3192222 468 0468522.50.88.026.021.068006.8
966-3072222 468 0447522.50.86.526.019.547004.7
966-2902222 468 0433515.00.88.017.517.533003.3
966-2892222 468 0422515.00.86.517.516.022002.2
966-2772222 468 0415515.00.85.517.515.015001.5

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

Lead length=3.5

966-3934.7
966-3813.3
966-3702.2
966-3681.5

0966-3561.0
966-3440.68
966-3320.47

3000+1000+500+100+50+1+Order CodeµF
Price Each250 Volt d.c.

966-3934.7
966-3813.3
966-3702.2
966-3681.5
966-3561.0
966-3440.68
966-3320.47

3000+1000+500+100+50+1+Order CodeµF
Price Each250 Volt d.c.

400 Volt d.c. (200 Volt a.c.)

630 Volt d.c. (250 Volt a.c.)

CAP218

966-4722222 468 2822527.50.813.530.024.522002.2
966-4602222 468 2815527.50.810.530.022.515001.5
966-4592222 468 2810522.50.89.526.021.010001.0
966-4472222 468 2868422.50.87.526.019.56800.68
966-4352222 468 2847415.00.87.517.520.04700.47
966-4232222 468 2833415.00.87.517.516.53300.33
966-4112222 468 2822515.00.86.017.515.02200.22
966-4002222 468 2815415.00.85.017.514.01500.15

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

966-4722222 468 2822527.50.813.530.024.522002.2
966-4602222 468 2815527.50.810.530.022.515001.5
966-4592222 468 2810522.50.89.526.021.010001.0
966-4472222 468 2868422.50.87.526.019.56800.68
966-4352222 468 2847415.00.87.517.520.04700.47
966-4232222 468 2833415.00.87.517.516.53300.33
966-4112222 468 2822515.00.86.017.515.02200.22
966-4002222 468 2815415.00.85.017.514.01500.15

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia.

Dimensions

966-4722.2
966-4601.5
966-4591.0
966-4470.68

0.966-4350.47
966-4230.33
966-4110.22
966-4000.15

3000+1000+500+100+50+1+Order CodeµF
Price Each400 Volt d.c.

966-4722.2
966-4601.5
966-4591.0
966-4470.68
966-4350.47
966-4230.33
966-4110.22
966-4000.15

3000+1000+500+100+50+1+Order CodeµF
Price Each400 Volt d.c.

966-5400.68
966-5380.47
966-5260.33
966-5140.22
966-5020.15
966-4960.1
966-4840.068

3000+1000+500+100+50+1+Order CodeµF
Price Each630 Volt d.c.

966-5400.68
966-5380.47
966-5260.33
966-5140.22
966-5020.15
966-4960.1
966-4840.068

3000+1000+500+100+50+1+Order CodeµF
Price Each630 Volt d.c.

966-5402222 468 4068422.50.814.526.023.56800.68
966-5382222 468 4047422.50.811.526.022.04700.47
966-5262222 468 4033422.50.89.526.020.53300.33
966-5142222 468 4022422.50.87.526.019.02200.22
966-5022222 468 4015415.00.87.517.519.01500.15
966-4962222 468 4010415.00.87.517.515.51000.1
966-4842222 468 4068315.00.86.017.514.5680.068

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia

Dimensions

966-5402222 468 4068422.50.814.526.023.56800.68
966-5382222 468 4047422.50.811.526.022.04700.47
966-5262222 468 4033422.50.89.526.020.53300.33
966-5142222 468 4022422.50.87.526.019.02200.22
966-5022222 468 4015415.00.87.517.519.01500.15
966-4962222 468 4010415.00.87.517.515.51000.1
966-4842222 468 4068315.00.86.017.514.5680.068

DWHnFµF Order Code
Mftrs.

List No.
Lead
Pitch

Lead
Dia

Dimensions

2222 372, 373 Series
Formerly 372, 373 Series

100 Volt d.c. (63 Volt a.c.)

Operating temperature -55°C to +100°C Climatic category (IEC68) 55/100/56
Insulation resistance 30000MΩ Tolerance ±10%
Grade Grade 1 (long life) Power factor 0.01

NB: For ease of selection, capacitance value is listed in both µF and nF

108-8006.8
108-7994.7
108-7983.3
108-7972.2
108-7961.5
108-7951.0
108-7940.68
108-7930.47
108-7920.33
108-7910.22
108-7900.15
108-7890.1

5000+3000+1000+100+5+Order CodeµF
Price Each100 Volt d.c.

Order Multiple=5

108-8002222 373 2168527.511 31 21 68006.8
108-7992222 373 9003227.5931 19 47004.7
108-7982222 373 2133522.58.526 18 33003.3
108-7972222 373 9000222.5726 16.522002.2
108-7962222 373 9001222.5726 16.515001.5
108-7952222 373 2110515 617.512 10001.0
108-7942222 373 2168415 517.511 6800.68
108-7932222 373 2147415 517.511 4700.47
108-7922222 373 2133415 517.511 3300.33
108-7912222 372 2122410 412.592200.22
108-7902222 372 2115410 412.591500.15
108-7892222 372 2110410 412.591000.1

Order CodeMftrs. List No.Lead PitchDWHnFµF
Dimensions

2222 372 Series 2222 373 Series
Lead length=4, Lead dia.=0.6 Lead length=5 Lead dia.=0.8

Ì Metallised polyester capacitors
Ì Flame retardant and solvent resistant case
Ì Replaces 344 series


