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Capacitors

Semiconductors and Passives

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Aluminium Electrolytic – Radial — Continued
2222 136 Series – Very low Impedance 105°C
Formerly 136 Series

CAP44

334-9585220
334-9573100
334-956147

100 Volt d.c.

580-820470
580-818220
580-806100
580-79047

63 Volt d.c.

580-7881000
580-776470
334-9550100

50 Volt d.c.

580-7642200
334-95481000
580-752220

35 Volt d.c.

580-7403300
580-7391000
334-9536470

25 Volt d.c.

580-7274700
329-68662200
580-715470

16 Volt d.c.

580-7032200
580-6971000

10 Volt d.c.

3000+1000+100+1+Order CodeµF
Price Each

334-95852222 136 692217.50.816250.0810.511300220
334-95732222 136 6910150.612.5200.151.1800100
334-95612222 136 6947950.610160.322.445047

100 Volt d.c.

580-8202222 136 684717.50.816250.0550.341500470
580-8182222 136 6822150.612.5200.110.72870220
580-8062222 136 6810150.610160.191.6580100
580-7902222 136 6847950.610120.33.438047

63 Volt d.c.

580-7882222 136 611027.50.816310.030.1622001000
580-7762222 136 6147150.612.5250.0440.341500470
334-95502222 136 6110150.610120.21.6480100

50 Volt d.c.

580-7642222 136 602227.50.816350.0220.126002200
334-95482222 136 601027.50.816200.0380.1917001000
580-7522222 136 6022150.610160.0840.87830220

35 Volt d.c.

580-7402222 136 663327.50.816350.0220.08726003300
580-7392222 136 6610250.612.5250.0340.2217001000
334-95362222 136 6647150.610200.0620.471000470

25 Volt d.c.

580-7272222 136 654727.50.816350.0220.07526004700
329-68662222 136 652227.50.816200.0380.1316002200
580-7152222 136 6547150.610160.0840.54830470

16 Volt d.c.

580-7032222 136 6422250.612.5250.0340.1517002200
580-6972222 136 6410250.610200.0620.310001000

10 Volt d.c.

DIa.H
Order
Code

Mftrs.
List No.

Lead
Pitch

Lead
Dia.

DimensionsImped-
ance (Ω)

ESR
(Ω)

Ripple
(mA)µF

Operating temperature -55°C to +105°C Useful life @ 105°C ≥ 4000hrs
Tolerance ±20% Ripple current measured at 100kHz @ 20°C
Climatic category (IEC68) 55/105/56 ESR measured at 120Hz @ 20°C
DC leakage current 0.01CV (µA) Impedance measured at 100kHz @ 20°C

Ì High performance radial electrolytic capacitors
Ì Very low impedance and ESR
Ì High ripple current capabilities
Ì Suitable for high frequency industrial applications,

SMPS, DC/DC converters
Lead Length=5
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ö

ö

ö

ö
ö
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ZL Series – Ultra Low Impedance
– High Ripple 105°C

Ì 40% Lower impedance than conventional low
impedance electrolytics

Ì High ripple and low impedance offers
component reduction or miniaturisation
opportunities

Tolerance ±20% Operating temperature -40°C to +105°C
Leakage 0.01 CV or 3µA Ripple current measured at 105°C @100kHz
current (max) whichever is greater

769-7943300
769-7692200
769-7571500
769-1501000
769-149680
769-125470
769-113470
769-101330

1000+500+100+50+1+Order CodeµF
Price Each16 Volt d.c.

769-79416ZL3300M12.5X355.00.812.535.00.01534003300
769-76916ZL2200M12.5X255.00.612.525.00.01827702200
769-75716ZL1500M12.5X205.00.612.520.00.02123601500
769-15016ZL1000M10X205.00.610.020.00.02318201000
769-14916ZL680M10X165.00.610.016.00.0381430680
769-12516ZL470M10X12.55.00.610.012.50.0531030470
769-11316ZL470M8X163.50.68.016.00.056995470
769-10116ZL330M8X11.53.50.68.011.50.072760330

Dia.H
DimensionsRipple

(mA)µF Order CodeMftrs. List No.
Lead
Pitch

Lead
Dia.

Impedance
(Ω Max @ 20°C

100kHz)

16 Volt dc

768-0666800
768-0545600
768-0304700
768-0052200
767-3601500
767-3351000

1000+500+100+50+1+Order CodeµF
Price Each6.3 Volt d.c.

768-0666.3ZL6800M16X257.50.816.025.00.01634606800
768-0546.3ZL5600M16X207.50.816.020.00.01831405600
768-0306.3ZL4700M12.5X305.00.612.530.00.01632904700
768-0056.3ZL2200M10X235.00.610.023.00.02221502200
767-3606.3ZL1500M10X205.00.610.020.00.02318201500
767-3356.3ZL1000M10X12.55.00.610.012.50.05310301000

Dia.H
DimensionsRipple

(mA)µF Order CodeMftrs. List No.
Lead
Pitch

Lead
Dia.

Impedance
(Ω Max @ 20°C

100kHz)

6.3 Volt dc

769-0604700
769-0953300
769-0832200
769-0711500
768-4061000
768-108680
768-091470
768-080220
768-078100

1000+500+100+50+1+Order CodeµF
Price Each10 Volt d.c.

769-06010ZL4700M12.5X355.00.812.535.00.01534004700
769-09510ZL3300M12.5X255.00.612.525.00.01827703300
769-08310ZL2200M12.5X205.00.612.520.00.02123602200
769-07110ZL1500M10X235.00.610.023.00.02221501500
768-40610ZL1000M8X203.50.68.020.00.04112501000
768-10810ZL680M8X163.50.68.016.00.056995680
768-09110ZL470M8X11.53.50.68.011.50.072760470
768-08010ZL220M6.3X112.50.56.311.00.13405220
768-07810ZL100M5X112.00.55.011.00.30250100

Dia.H
DimensionsRipple

(mA)µF Order CodeMftrs. List No.
Lead
Pitch

Lead
Dia.

Impedance
(Ω Max @ 20°C

100kHz)

10 Volt dc

CAP233

777-24925ZL2200M12.5X355.00.812.535.00.01534002200
777-21325ZL1500M12.5X255.00.612.525.00.01827701500
777-20125ZL1000M12.5X205.00.612.520.00.02123601000
777-18325ZL680M10X205.00.610.020.00.0231820680
775-94025ZL470M10X165.00.610.016.00.0381430470
774-08025ZL470M8X203.50.68.020.00.0411250470
772-46025ZL220M8X11.53.50.68.011.50.072760220
772-45825ZL100M6.3X112.50.56.311.00.13405100
771-73925ZL47M5X112.00.55.011.00.3025047

Dia.H
DimensionsRipple

(mA)µF Order CodeMftrs. List No.
Lead
Pitch

Lead
Dia.

Impedance
(Ω Max @ 20°C

100kHz)

25 Volt dc

777-2492200
777-2131500
777-2011000
777-183680
775-940470
774-080470
772-460220
772-458100
771-73947

1000+500+100+50+1+Order CodeµF
Price Each25 Volt d.c.


