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High Ohmic/High Voltage Metal Glaze Leaded Resistors
[lFeatures
— Coat-Insulated Metal Glazed Fixed Resistors (RoHS compliant)
—Higher working voltage
—High pulse loading capability
—Resistance to high Temp/Humidity
—Highly stable performance and highly reliable
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HlDimensions Unit: mm
Type L D H d
MGR0623 6.310.5 2.310.3 28+2.0 0.55+0.03
MGR0932 9.0+0.5 3.2+0.5 26+2.0 0.65+0.03
MGR1145 11.5¢1.0 4.5+0.5 35+2.0 0.78+0.03
MGR1550 15.5+1.0 5.0£0.5 32+2.0 0.78+0.03
MGR1760 17.5+1.0 6.0+0.5 3512.0 0.7810.03
lPart Numbering
| MGR | | 0932 ] I F ] LT ] L F ] [ u ] | 1004 | L s ]
[ [ [ [ [ [ [ [
Product Dimensions Resistance Packaging TCR Power Resistance Special
Type (LxD) Tolerance Code (PPM/"C) Rating
0623: 6.3x2.3 F: 1% A: Ammo F: +200 V: 1/4W 1003: 100KQ S: Silicone Resin
0932: 9.0x3.2 G: 2% T: Taping Reel I: 500 U: 1/2W 1004: 1MQ E: Epoxy Resin
1145: 11.5x4.5 J: £5% T:1W 1007: 1GQ
1550: 15.5x5.0 S: 2W
1760: 17.5x6.0 R: 3W
D: 5W
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lStandard Electrical Specifications
Operating Dielectric 5
ltem | Power Temp. Ran Haxd Max. | \ithstanding Voltage Resistance Range TCR
Rating emp. hange | Working | Overload i B (PPM/C) Measured
5 Silicone | Epoxy | Voltage Voltage ilicone poxy S
Type at70°C | Resin | Resin ’ % | TResin | Resin | 1% | 2% | 5%
DC1600V | DG2000V 100KQ~10MQ +200
0623 | 1AW AcCt1s0v | Actsoov | 400V So0v 11MO-1GQ +500
0932 | 12w DC3500V | 4000V | 500V 700V Lt 200 bcioov
55~ | 55~ = 100K<R<1M
1145 w | 225 | 155 |ooasoov| sooov | soov | tooov 100K0~10MQ 200 | O
°C °C 11MQ~1GQ +500 DC1000V
1550 | 2w DC7000V | 14000V | 700V | 1200V 10068 10MD £200 1Ms<R
1760 | 3w DC12000v| 16000V | 1000V | 1200V L 2
HHigh Power Rating Electrical Specifications
Operating Dielectric X
Item Povyer Tomp. Range Ma)f. Max. Withstanding Voltage Resistance Range TCR
Rating : Working | Overload = = (PPM/°C) Measured
. | Silicone | Epoxy | Voltage | Voltage ilicone poxy e
Type at70°C | ‘Resin | Resin = g Resin Resin 1% 2% 5%
0623 | 1/2W DC1700v | 2500v | 400V 500V Lt =
0932 1w DC4000V | 4500V | 500V 700V Lt 201 pctoov
55~ | 55~ SOKO—TOuE 20— 100KsR<1M
1145 | 2w | 225 | 155 |DC5000v | 10000v | 500V | 1000V S =
c c T00KQ~10MQ zo00 | 51000V
1550 | 3w DC10000v| 14000v | 700V | 1200V a1 200 1M<R
1760 | 5w DC13000v| 18000V | 1000V | 1200V 1y L i

Operating Voltage=,/ (P*R) or Max. operating voltage listed above, whichever is lower.
Overload Voltage=2.5*,/ (P*R) or Max. overload voltage listed above, whichever is lower.
Value Range for standard resistance, below or over this resistance on request.

M Special TCR: 100ppm & 50ppm can design is depending on client request.

HSilicone Resin coating color : Brown (Flame-Proof)

Epoxy Resin coating color : Light Blue

www.viking.com.tw

For detail questions, contact : sales@viking.com.tw

2

Edition : REV.A6
Revision: 4-May-2022



[MGR Series]

I Environmental Characteristics
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Item

Requirement

Test Method

Temperature Coefficient(T.C.R)

As Spec

Resistance value at room +25°C temperature and room
temperature+125°C

Short Time Overload

+(1.0%+0.05Q)

JIS-C-5201-1 5.5

RCWV*2.5 or Max. overload voltage whichever is lower for 5 seconds

MIL-STD-202F Method 302

Insulation Resistance +10,000MQ Over 500+50V DC During 1 min V-Block method
o MIL-STD-202F Method 108A
Endurance *(3.0%+0.05Q) 70+2°C, RCWV for 1000 hrs with 1.5 hrs “ON” and 0.5 hrs “OFF”
MIL-STD-202F Method 103B
Humidity +(5.0%+0.05Q) 40+2°C, 90~95% R.H., for 1000 hrs (for epoxy resin)
with 1.5 hrs “ON” and 0.5 hrs “OFF”
Dielectric Withstanding Voltage By Type MIL-STD-202F Method 301

In V-Block for 1 minute

Intermittent Overload

+(1.0%+0.05Q)

JIS-C-5201-1 5.8
4 times RCWYV for 10000 cycles with 1sec “ON” and 25 sec “OFF”

Resistance To Soldering Heat

+(1.0%+0.05Q)

260°C+5°C for 2+1 seconds

Terminal Strength

Tensile: = 2.5kg

Direct Load for 10 sec.
In the direction off the terminal leads

Resistance to Solvent

No abnormality in
coatings and markings

IPA for 5+0.5 Min. with ultrasonic

Anti Surge characteristics

Discharge Test : 0.01uf capacitor Discharge Pulse 10 time.
(1 pulse / 5sec. max)

o S —
10KO SW 2332 O
+(10%+0.05Q ) it
(D bc == C=001uF §Rx
Source
Type 0623 0932/ 1145/ 1550 1760
Voltage 3KV 10KV 15KV

RCWYV/(Rated continuous working voltage)= /" (P*R) or Max. Operating voltage whichever is lower.
HlStorage Temperature: 15~28°C; Humidity < 80%RH
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B Taping/Packing Specifications
1. Standard Type (Reel & Ammo)

Packing Methods Reel Packing
— A . 22°30' (16x) ~
~— Bl —| B2 ®
0.8max —1| <= ‘ T
—1=- 51 15
I S | 305
I 1= 25—
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(1) RESISTOR
(2) BANDOLIER
(3) PAPER

i 0.5 Ny
— | =—— U.omax | ! 300mm leader at (4) FLANGE
— | | <+—06%£0.5mm beginning (5) CYLINDER
Ammo Packing
B —
A
N
Unit: mm
. Packing Methods Reel Packing Ammo Packing
ackaging
B1-B2 Across
Type A Max S Flange (A) Qty A B C Qty
241/- 1.2 + + "
0623 52+17-0 5+0.3 72 5,000 79+2 100£3 257%5 5,000
26+0.5/-0 1.0 52+2 109+3 25245
0932 52+1/-0 1.2 5+0.3 72 2,500 7912 58+3 25745 1,000
73+1/-0 + + +
1145 i 1.5 5+0.3 95 2,000 103£2 8213 262+5 1,000
52+1/-0 81+2 85+3 25645
73+1/-0 10312 9613 26515
1550 1.5 10+0.8 95 1,000 1,000
52+1/-0 82+2 10843 25845
1760 73+1/-0 1.5 10+0.8 95 1,000 10312 8213 26215 500
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BMarking & Resistance Tolerance

Istban 2nd band 3rd band 4th band
1st digit 2nd digit Multiplier Tolerance

s
! ] al
Isthand Xndhband 3rdbamd 4thband Sthhand
1stdigit 2nd digit 3nd digit Multiplier Tolerance

Color Digit Multiplier Tolerance
Without - - - -
Silver - 10 +10% K
Gold - 10" +5.0% J
Black 0 10° - i
Brown 1 10’ +1.0% F
Red 2 10° +2.0% G
Orange 3 10° - -
4 10° : :
5 10° - -
Blue 6 10° - j
Violet 7 107 - -
Grey 8 108 - _
White 9 10° - -

15.0%
+2.0% |E-24/10|11 (12|13 |15]|16[18(20|22]|24|27(30(33|36|39(43(47|51]|56|62(68|75]|82]9.1
+1.0%
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