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IEC Free Plugs Rewireable Free Plug 16A EIEEHLIETER
Rewireable Free 'Moat’ Plugs E.SCHURTER ELECTMONIC EOMPONENTS

BLECTHONIE ASUPONENTS @ IEC 320 C20 power take off rewireable con-
nector with internal screw grip cable clamp-
ing and strain relief

@ Approvals VDE, SEMKO, SEV

Current Rating  16A

@ IEC320 straight and right angle
power take off
@ Connectors rewireable with in-

ternal screw termination, screw Voltage 250Vac
grip cable clamping and strain
relief.
~ H=21.5, W=68. @ Approved to VDE, CSA, SEV
(inc strain relief), D=47 and UL Recognised 219745
Current Rating 10A @ 250V ac Housing Black nowl, UL94V-0 Miftrs. Order Price Each
Temperature Range -40°C to +65°C ggglt:(at;. g.rgsnsq,a)lzhckel plated List. No Code 14 50+ 100+ 250+ +
Mits. ListNos:  4732.0000 = 112-5791  R47330000 = 112-5798 TR AN a iy ey sl i == 7
219712
Order Price Each
Code 1+ 50+ 100+ 250+ + + IEC Outlets HULGI" 8
Straight ~ 112-5791@® 216.00 185.00 155.00 130.00 - - == Flange and Snap Fit Fixin | | =
Right Angle 112-5798® 232.00 198.00 166.00 139.00 - - == g p g B g
_ o3
Rewireable Free 'Moat’ Plugs IB}HULGI N 5
Black and White =
O
o
1
()]
—
O
. - B
Flange Fix Snap Fit P
=
865-333
865-321 _ - — O
H=22.6, W=29,0=78.6 H=226, W=7121 - _'-l @)

(inc. grommet) (inc grommet), D=51.7

@ [EC straight and right angle connector ~ @ Approvals: SEMKO, IMQ, CSA, VDE,

@ Internal screw termination and UL Recognised | |
Current Rating 10A @ 250Vac Housing Nylon, UL94V-0 .
Temperature Range -40°C to +70°C Contacts Brass, Nickel plated Panel cut-out 1.5mm panel thickness
Cable Dia. 7.6mm max. Flange Fix for snap-fit
Mtrs. List No: EiggggSE = 22223; Eﬁgggg/SE = ggg';%g Panel mounting mains outlets available with flange fixing or a snap-in version for quick and
: - : - . simple installation. Designed for power take-off applications and complying with EN60.320/
ﬁigggg@gm _ gggggg Eﬁgggg%\gm _ ggg;ggg 2/2. Approved to VDE, CSA, IMQ, SEMKO and UL Recognised. A rear insulation boot is
' 249540 available for improved safety, Order Code 151-743, SEE PAGE 464
Price Each Contact Rating 10A @ 250Vac Contacts Brass, Tin plated
Temperature Range -40°C to +70°C Terminations 6.35x0.8 fast-on
Order Code 1+ 50+ 100+ 250+ ar Housing Nylon to UL94V-0
Black Mitrs. List No: PX0675/63 = 313-701 PX0695/15/63 = 151-742
Straight 865-321A% 212.00 189.00 184.00 143.00 - - PX0675/63/WH = 428-5092  PX0783/15/63 = 561-277
Straight 999-7270@ 212.00 189.00 184.00 143.00 - - 249541
R!ght Angle 865-333A1 256.00 231.00 226.00 126.00 - - Price Each
:;?];LAngle 999-7288@ 256.00 231.00 226.00 126.00 - - Order Code 1+ 50+ 100+ 950+
Straight 428-5079A% 212.00 189.00 184.00 14300 - - Flange fix - Black 313-701@ 12600 11300 10500  83.00
: _ Flange fix - White 428-5992@  87.00 80.00 77.00 73.00
Straight 999-7342@ 212.00 189.00 184.00 143.00 )
; _ Snap-fit - Black 151-742@ 81.00 73.00 68.00 48.00
Right Angle 428-5980AF 256.00 231.00 226.00 126.00 Shutt fit - Black 561-277@ 13900 12800 10400 8500
Right Angle 999-7350@  256.00 231.00 226.00 126.00 - - utter shap-1it - Blac : : : : :

- Rewireable side entry power take-off plug with
internal screw terminations and strain relief.
Unique hexagon centre plug module allows
choice of four cable positions. CSA Approved
and UL Recognised.

Mftrs. List No.  PX0685

Rewireable Multi-Entry Free Plug Ilr“B_er ULGIN Flange and Snap Fit Fixing Ilr“B_er ULGIN

Panel cut-out

1 Limited stock - RoHS replacement available

) Flange fixing Snap-fit ! )
H=75 (inc sleeve), W=38.1, D=18.6 1.5mm panel thickness for snap-fit
(beyond panel) Panel mounting mains outlets available with flange fixing or a snap-in version for quick and
Contact Rating 10A @ 250V ac Housing Black Nylon, UL94V-0 simple installation. Designed for power take-off applications and complying with EN60.320/
Contact Resistance <10mQ Sleeve Black PVC 2/2. Approved to VDE, UL, CSA, IMQ, SEMKO. A rear insulation boot is available for improved
Insulation Resistance >10°MQ Contacts Brass, Nickel plated safety, Order Code 151-743, SEE PAGE 464
Temperature range -40°C to +70°C Cable dia. 7.6 max. ’ !
219698 Contact Rating 10A @ 250Vac Contacts Brass, Tin plated
) Temperature Range -40°C to +70°C Terminations 6.35x0.8 fast-on
Order Price Each Housing Nylon to UL94V-0
4ZBC;:;A¢ 2510+00 2224(;0 1170: gO 126520 :J-O ® Now available In white
: ’ ’ ’ ’ Mitrs. List No: PX0675/63 = 313-701  PX0783/15/63 = 561-277 =
999-7067@  250.00 226.00 178.00 153.00 PX0695/15/63 = 151742 PX0B75/63MH = 428-5992 3
2021 B S
s E
Order Price Each 38
Code 1+ 50+ 100+ 250+ + Esg
Flange Fixing 313-701® 126.00 113.00 105.00 83.00 - - oz
Snap-fit 151-742@  81.00 73.00 68.00 48.00 - - o <«
Shutter snap-fit ~ 561-277@ 139.00 128.00  104.00 85.00 - - (7))
Flange fixing white 428-5992@  87.00 80.00 77.00 73.00 - - :
v
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| C=CYAN M =Magenta B = Black/THAI



