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C = CYAN M = Magenta Y = Yellow B = Black/THAI

279Relays & Solenoids

300,000 products, stocked and ready to despatch 279

8A/12A/16A Vertical - RP Series

8A/10A/16A Vertical - 40 Series

L=29, W=12.6, H=25.5

10A

3.5mm

DC type

SPCO 12A

AC type

Contact arrangment DPCO/3PCO/4PCO Contact material Silver Nickel
Contact rating DPCO and 3PCO: 10A @ 250V ac Coil consumption 1.5VA, 1W

4PCO: 5A @ 250V ac Coil operating range 80 - 110%

Latching

5512-8230-0000=116-9249 5513-8230-0000=116-9252 5514-8230-0000=116-9255
5512-9012-0000=116-9250 5513-9012-0000=116-9253 5514-9012-0000=116-9256
5512-9024-0000=116-9251 5513-9024-0000=116-9254 5514-9024-0000=116-9258

Ì SPNO/SPCO or DPCO contacts
Ì Flux-tight or IP67 sealed version

L=29.0, W=12.4, H=25.0 PCB hol dia.=1.5

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +

DPCO, 10A - 5512 Series
230V ac - 116-9249● 458.00 433.00 – – – – – –
12V dc 140 116-9250● 447.00 403.00 358.00 290.00 – –
24V dc 600 116-9251● 394.00 354.00 315.00 256.00 – –
3PCO, 10A - 5513 Series
230V ac - 116-9252● 512.00 459.00 408.00 332.00 – –
12V dc 140 116-9253● 474.00 426.00 379.00 309.00 – –
24V dc 600 116-9254● 474.00 426.00 379.00 309.00 – –
4PCO, 7A - 5514 Series
230V ac - 116-9255● 512.00 459.00 408.00 332.00 – –
12V dc 140 116-9256● 474.00 426.00 379.00 309.00 – –
24V dc 600 116-9258● 479.00 430.00 382.00 312.00 – –

Ì 4kV/8mm coil-contact isolation
Ì Vent hole which can be pierced after as-

sembly

Ì SPCO and DPCO contacts
Ì Low cost power relays with a 4kV-8mm isolation be-

tween coil and contacts
Ì Flux proof terminals facilitate flow soldering (44.62

series)
Ì Dustproof IP40/RTI (40 series)
Ì UL Recognised

Contact arrangement SPNO/SPCO/DPCO Contact Material Silver Cadmium oxide
Contact Rating SPNO, 16A@250Vac Operate/ Release 8ms/2ms

SPCO,12A@250Vac Temperature Range -40°C to +70°C
SPCO,16A@250Vac
DPCO,8A@250Vac

7A/10A Minature - 5512, 5513, 5514 Series

16A

207050

Ì Direct PCB mounting version of the Finder 55 Series miniature power relay
Ì Approved to VDE, CSA, SEMKO, SEV and IMQ,UL Recognised

5mm

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +

SPNO - 16A - RP33 Series
12V dc 270 388-178 209.00 176.00 156.00 143.00 – –
24V dc 1100 388-180 209.00 176.00 156.00 143.00 – –

SPCO - 12A - RP41 Series
12V dc 270 388-191 210.00 177.00 156.00 136.00 – –
24V dc 1100 388-221 210.00 177.00 156.00 144.00 – –

SPCO - 12A, Sealed- RP81 Series
12V dc 270 388-270 210.00 188.00 177.00 157.00 – –
24V dc 1100 388-282 210.00 188.00 177.00 157.00 – –

SPCO - 16A - RP31 Series
12V dc 270 388-294 219.00 186.00 165.00 152.00 – –
24V dc 1100 388-300 219.00 186.00 165.00 152.00 – –

SPCO - 16A Sealed - RP71 Series
12V dc 270 388-312 219.00 197.00 186.00 165.00 – –
24V dc 1100 388-324 219.00 197.00 186.00 165.00 – –

DPCO - 8A - RP42 Series
12V dc 270 388-336 237.00 203.00 177.00 164.00 – –
24V dc 1100 388-348 237.00 203.00 177.00 154.00 – –

DPCO-8A -Sealed RP82 Series
12V dc 270 117-5011● 237.00 213.00 203.00 168.00 – –
24V dc 1100 119-7647● 237.00 213.00 203.00 168.00 – –

207096

DPCO

3PCO

VDE, BEAB, CSA, SEV, NF, IMQ, SEMKO, DEMKO approved
(VDE, CSA, & IMQ, 44.62 Series)

4PCO

8A/10A

L=27.7, W=20.7, H=35.8
Terminals=1.2 0.5

5mm

Mftrs. List No.

3PCO

Contact arrangment SPCO/DPCO
Contact rating SPCO 10A @ 240V ac,30V dc Coil consumption dc Std./Sensitive 650/500 mW

16A @ 240V ac,30V dc Coil consumption ac 1.2VA
DPCO 8A @ 240V ac,30V dc Operate/Release 10ms/7ms

Contact material 10A @ 240V ac,30V dc Coil operating range 80 - 150%
10A/8A Silver Nickel Temperature range -20°C to + 70°C
16A Silver Cadmium oxide

*note: latching versons require≥50% reverse polarity to reset
222076

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +

SPCO, 10A - 40.31 Series
24V ac 320 116-9152● 234.00 210.00 187.00 151.00 – –
110V ac 6900 116-9155● 308.00 277.00 246.00 200.00 – –
240V ac 31500 116-9156● 388.00 351.00 312.00 254.00 – –
6V dc 55 116-9157● 188.00 170.00 151.00 122.00 – –
12V dc 300 116-9158● 187.00 168.00 150.00 121.00 – –
24V dc 1200 116-9159● 187.00 168.00 150.00 121.00 – –
48V dc 3500 116-9160● 244.00 219.00 195.00 159.00 – –
SPCO, 16A - 40.61 Series
24V ac 320 116-9161● 262.00 232.00 194.00 158.00 – –
110V ac 6900 116-9162● 394.00 350.00 258.00 210.00 – –
240V ac 31500 116-9163● 499.00 434.00 323.00 263.00 – –
6V dc 55 116-9164● 199.00 179.00 160.00 129.00 – –
12V dc 300 116-9165● 199.00 179.00 160.00 129.00 – –
24V dc 1200 116-9167● 199.00 179.00 160.00 129.00 – –
48V dc 3500 116-9168● 281.00 247.00 208.00 169.00 – –
DPCO, 8A - 40.52 Series
24V ac 320 116-9169● 254.00 231.00 217.00 171.00 – –
110V ac 6900 116-9170● 287.00 275.00 261.00 215.00 – –
240V ac 31500 116-9171● 426.00 386.00 343.00 279.00 – –
6V dc 55 116-9172● 227.00 204.00 183.00 148.00 – –
12V dc 300 116-9173● 227.00 204.00 183.00 148.00 – –
24V dc 1200 116-9174● 227.00 204.00 183.00 148.00 – –
48V dc 3500 116-9175● 303.00 269.00 224.00 182.00 – –
DPCO, 10A - 44.62 Series
6V dc 75 116-9303● 315.00 284.00 253.00 205.00 – –
12V dc 300 116-9304● 315.00 284.00 253.00 205.00 – –
24V dc 1200 116-9305● 315.00 284.00 253.00 205.00 – –


