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Price Each
Order Code 10+ 50+ 100+ 1K+ +
Values OR01 to 0R068  18.00 15.00 12.00 10.00 - -
Values OR1 to 0R68  10.00 8.00 7.00 6.00 - -

LRC12P - 0.25 Watt +1% (0805 Case Size)

5000 per Reel

Stocked in the following OHMIC Values:

OR01 = 806-7643
0R015 = 806-7651
0R022 = 806-7660

0R033 = 806-7678 OR1
0R047 = 806-7686
0R068 = 806-7694

0R15
0R22 = 806-7724

806-7708
= 806-7716

OR33 = 806-7732
0R47 = 806-7740
OR68  806-7759

Price Each
Order Code 10+ 50+ 100+ 1K+ +
Values OR01 to 0R068  22.00 18.00 15.00 13.00 - -
Values OR1 to 0R68  13.00 10.00 8.00 7.00 - -

LRCO2P - 0.5 Watt +1% (1206 Case Size)

5000 per Reel

Stocked in the following OHMIC Values:

Resistors, Potentiometers & Thermistors

470R = 111-7433 10K = 111-7419 220K = 111-7429

1K = 111-7418 22K = 111-7428 470K = 111-7436

2K2 = 111-7426 47K = 111-7435 M = 111-7421
4K7 = 111-7434 100K = 111-7420

423716
Price Per Reel
Order Code Reel Quantity 1+ 3+

All Values® 4000 10,344.00  9,310.00
Double Sided Chip Resistors Tr electromics
DSC Series rm

@ Two parallel resistance elementsin a
single chip

l @ Excellent pulse withstand perform- !
ance
@ Laser trimmed up to 0.5% toler-
ance
@ Enhanced working voltage
@ Enhanced power rating

OR01 = 806-7520
0R015 = 806-7538
0R022 = 806-7546

0R033 = 806-7554
0R047 = 806-7562
0R068 = 806-7570

OR1 = 806-7589
0R15 = 806-7597
0R22 = 806-7600

OR33 = 806-7619
0R47 = 806-7627
OR68 = 806-7635

Stocked in the following OHMIC Values:

Order Code 10+
Values 0.01R to 0.068R  16.00
Values 0.1Rto 0.68R  13.00

PRC111 Series - 0.5 Watt 1%

-

N

Voltage rating

200V a.c./d.c.

Power rating @ 70°C 0.5W

Operating temperature

Stocked in the following OHMIC values:

OR = 923-5523
1R = 923-5531
1R5 = 923-5540
2R2 = 923-5558
3R3 = 923-5566
4R7 = 923-5574

6R8 = 923-5582
10R = 923-5590
22R = 923-5604
47R = 923-5612
100R = 923-5620
220R = 923-5639

@ Surface mount power chip
@ (0.5 Watt heat dissipation
@ Compact 2010 case size

L=5W=2.5H=0.55
Supplied on tape (reel = 4K pcs)

369994

Price Each
50+ 100+ 1K+ +
16.00 11.00 9.00 ==
10.00 8.00 7.00 ==
Phicomp
Resistance tolerance +1%
Climatic category (IEC60068) 55/125/56

-55°C to + 125°C

470R = 923-5647
1K = 923-5655
2K2 = 923-5663
4K7 = 923-5671
10K = 923-5680
22K = 923-5698

47K = 923-5701
100K = 923-5710
220K = 923-5728
470K = 923-5736

1M = 923-5744

1M5 = 923-5752

2M2 = 923-5760
3M3 = 923-5779
4AM7 = 923-5787
6M8 = 923-5795
10M = 923-5809

207368

Price Each
Order Code 10+ 100+ 1K+ 4K+
All Values ® 21.00 14.00 13.00 10.00
PRC221 Series - 1 Watt 5% Phicomp

@ Surface mount power chip

@ 1 Watt heat dissipation

@ Compact 2512 case size

Power rating @ 70°C 1w

Resistance tolerance +5%

Climatic category (IEC60068) 55/125/56

Voltage rating 200V a.c./d.c.

Operating temperature -55°C to + 125°C

L=6.4 W=3.1 H=0.55
Supplied on tape (reel = 4K pcs)

Stocked in the following OHMIC values:

OR = 923-5825
1R = 923-5833
1R5 = 923-5841
2R2 = 923-5850
3R3 = 923-5868
4R7 = 923-5876

6R8 = 923-5884
10R = 923-5892
22R = 923-5906
47R = 923-5914
100R = 923-5922
220R = 923-5930

Order Code
All Values ®

PRC221 Series - Full Reels

470R = 923-5949
1K = 923-5957
2K2 = 923-5965
4K7 = 923-5973
10K = 923-5981

10+
14.00

S

@ Surface mount power chip supplied on full reels

Stocked in the following OHMIC values:

22K = 923-5990
47K = 923-6007
100K = 923-6015
220K = 923-6023
470K = 923-6031

1M = 923-6040
1M5 = 923-6058
2M2 = 923-6066
4AM7 = 923-6074
10M = 923-6082

207367

Price Each
100+ 1K+ 4K+
10.00 8.00 6.00
Phicomp

22R
47R
100R
220R

o

<

111-7431
111-7438
111-7417
111-7425

Case  Power Rating Tolerance  Temperature Operating Length  Width Depth
Size @ 70°C Coefficient temperature
1206 0.33W 5% 100ppm/°C -55°C to 155°C 3.2 16 07
2010 0.75W 5% 100ppm/°C -55°C to 155°C 5.1 25 08
2512 1.5W 5% 100ppm/°C -55°C t0 155°C 6.5 32 08
Stocked in the following OHMIC Values:
1206 Cases
10R = 111-4644 150R = 111-4652 1K5 = 111-4659 15K = 111-4665
15R = 111-4646 220R = 111-4653 2K2 = 111-4660 22K = 111-4666
22R = 111-4647 330R = 111-4654 3K3 = 111-4661 33K = 111-4667
33R = 111-4648 470R = 111-4655 4K7 = 111-4662 47K = 111-4668
47R = 111-4649 680R = 111-4656 6K8 = 111-4663 68K = 111-4671
68R = 111-4650 1K = 111-4658 10K = 111-4664 100K = 111-4672
100R = 111-4651
Price Each
Order Code 10+ 100+ 500+ 1K+ +
All Values ® 92.00 79.00 63.00 45.00 ==
2010 Cases
10R = 111-4673 150R = 111-4680 1K5 = 111-4687 15K = 111-4693
15R = 111-4674 220R = 111-4681 2K2 = 111-4688 22K = 111-4695
22R = 111-4675 330R = 111-4683 3K3 = 111-4689 33K = 111-4696
33R = 111-4676 470R = 111-4684 4K7 = 111-4690 47K = 111-4697
47R = 111-4677 680R = 111-4685 6K8 = 111-4691 68K = 111-4698
68R = 111-4678 1K = 111-4686 10K = 111-4692 100K = 111-4699
100R = 111-4679
Price Each
Order Code 10+ 100+ 500+ 1K+ +
All Values ® 110.00 87.00 71.00 52.00 ==
2512 Cases

Stocked in the following OHMIC Values:

10R = 111-4701 150R = 111-4708 1K5 = 111-4715 15K = 111-4721
15R = 111-4702 220R = 111-4709 2K2 = 111-4716 22K = 111-4722
22R = 111-4703 330R = 111-4710 3K3 = 111-4717 33K = 111-4723
33R = 111-4704 470R = 111-4711 4K7 = 111-4718 47K = 111-4725
47R = 111-4705 680R = 111-4713 6K8 = 111-4719 68K = 111-4726
68R = 111-4706 1K = 111-4714 10K = 111-4720 100K = 111-4727
100R = 111-4707
Price Each
Order Code 10+ 100+ 500+ 1K+ +
All Values ® 107.00 84.00 68.00 49.00 - -

PRC201 Series — 1 Watt +5% & 1%
1218 Case Size

@ Surface mount power chip
@ 1 watt heat dissipation

Phicomp
@ Applications include Audio, Hi-Fi
and Power Supplies

Power rating @ 70°C 1w

i Temperature coefficient 10R =+200ppm/°C
\ 15R to 1M = +200ppm/°C
L=4.6,W=3.05,H=0.55
Supplied on 8mm tape (reel=5K pcs)

+5% Tolerance

Stocked in the following OHMIC values:
OR = 325-7903 4R7 = 923-6333
OR = 923-5817 6R8 = 335-2407
1R = 335-2353 6R8 = 923-6341
1R = 923-6295 10R = 507-805
1R5 = 335-2365 10R = 923-9898
1R5 = 923-6309 15R = 507-817

Voltage rating 200V
Maximum overload voltage 600V
Operating temperature -55°C to + 155°C

33R = 923-9928 330R = 507-891 3K3 = 507-957
47R = 507-842  330R = 923-9987 3K3 = 924-0047
47R = 923-9936 470R = 923-9995 4K7 = 507-969
68R = 507-854  680R = 507-910  4K7 = 924-0055
68R = 923-9944 G680R = 924-0004 6K8 = 507-970
100R = 507-866 1K = 924-0012 6K8 = 924-0063
2R2 = 923-6317 15R = 923-9901 100R = 923-9952  1K5 = 507-933 10K = 924-0071
3R3 = 335-2389 22R = 507-829 150R = 923-9960  1K5 = 924-0020 15K = 924-0080
3R3 = 923-6325 22R = 923-9910 220R = 507-880 2K2 = 507-945 22K = 508-007
4R7 = 335-2390 33R = 507-830 220R = 923-9979  2K2 = 924-0039 22K = 924-0098

300,000 products, stocked and ready to despatch

0R = 111-7442 3R3 = 111-7432
1R = 111-7422 4R7 = 111-7437
1RS = 111-7424 6R8 = 111-7441
2R2 = 111-7430 10R = 111-7423

B = Black/THAI

C =CYAN M = Magenta
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=~J Resistors, Potentiometers & Thermistors

b

A Non-compliant
1 Limited stock - RoHS replacement available

® Compliant

RoHS
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