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Connectors – Signal & Data
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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

41.9157.968
30.4846.550
15.2431.226

DB
Dimension (mm)No.of

Ways

617-775HFR068RA29JS168
617-763HFR050RA29JS150
617-751HFR026RA29JS126

1000+500+100+50+1+
Price Each

Order CodeMftrs. List No.
No. of
Ways

Ì Ideal for new generation of portable communicating equipment
Ì Complies with industry standard of SCSI2/3 IPI-2, RS232-E
Ì High temperature plastic housing for reflow soldering techniques
Ì Plastic housing allows the routing of surface pcb tracks
Ì Approvals: UL and CSA

Current rating 1A dc Housing Black thermoplastic UL94V-O
Insulation resistance >1000 Megohms Contacts Copper alloy, gold over nickel plating
Dielectric strength >1000Vdc (sea level) Terminals Tin/lead plated
Temperature rating -55°C to +125°C

CS323

Straight PCB Sockets, 26, 50 and 68 Way

41.9157.968
30.4846.550
15.2431.226

DB
Dimension (mm)

No. of Ways

892-427HFR068ST29JS168
892-415HFR050ST29JS150
892-403HFR026ST29JS126

1000+500+100+50+1+
Price EachOrder

CodeMftrs. List No.
No. of
Ways

Ì With pcb retention latch, also provides grounding facility
Ì Low profile height (3.81mm) for maximum space saving
Ì Approvals: UL and CSA

CS444

26 and 50 Way
PCB drilling patterns

68 Way

90° PCB Sockets, 50 and 68 Way

Tin plating over nickelTails25mΩ max.Contact resistance
1000MΩ min.Insulation resistance

Phosphor bronze, gold over nickel
plating

Contact500VacDielectric withstand voltage
Black glass-filled polyester UL94V-0Housing30VVoltage rating
-55° to 105°CTemperature1.0ACurrent rating

3.1846.1357.9141.9163.8868
3.1834.7046.4830.4852.4550

PDCBA
Dimensions (mm)No. of

Ways

Ì Shielded version without
latches

Ì Snap in board lock

CS335

673-43215-87-620068
673-42015-87-604050

1000+500+250+100+1+
Price EachOrder

Code
Mftrs.

List No.
No. of
Ways

90° PCB Socket 50 Way
Amplimite 1.27mm (0.05")

487-788787190-550
250+100+1+

Price Each
Order Code

Mftrs.
List No.

No. of
Ways

2-56 threadedMounting holes
Phosphor bronze, plated gold on mating end, tin-lead on termination endContacts
Steel plated bright tin over copperShell
Black thermoplastic UL94V-OHousing

Ì High density D type interface with
1.27 2.54 (0.05" 0.1") contact 
centre spacing

Ì Excellent EMI/RFI shielding
Ì Compatible with SCSI2, EIA RS232,

IPI-2 and HIPPI standards

CS511

PCB Sockets 50 and 68 Way 

Tin plating over nickelTails 25mΩ max.Contact resistance
1000MΩ minInsulation resistance

Phosphor bronze, gold over nickel
plating

Contacts 500VacDielectric withstand voltage
Black glass-filled polyester UL94V-0Housing 30VVoltage rating
-55° to 105°CTemperature1.0ACurrent rating

673-41915-87-031168
673-40715-87-030950

1000+500+250+100+1+
Price EachOrder

Code
Mftrs.

List No.
No. of
Ways

Ì High density, vertical p.c.b. mounting 50 and 68 way sockets
Ì Conforms to ANSI specification for SCSI,2
Ì Unshielded without latches

CS336

Amplimite

Ì Use with 26,50 and 68 way cable plugs
Ì Available with straight and angled cable

exits
Ì Squeeze to spring latches
Ì Each kit contains

1 each upper and lower backshells and
strain relief 

2 each spring latches and 2-56 screws

487-776749204-268
487-764749202-250
487-752749609-126

Angled Exit

487-740749193-250
487-739749608-126

Straight Exit

250+100+1+
Price Each

Order Code
Mftrs.

List No.
No. of
Ways

Steel plated tin-lead over nickelStrain relief staple
Stainless SteelSpring Latch
Zinc plated nickel over copperBackshell

CS512

IBM Cabling System
IBM® Data Connector

IBM Ref. No. 8310574'

CS243

206-325..

100+50+10+1+Order Code
Price Each

IBM® approved four position data connec-
tor for use in IEEE802.5 token ring
networks. The connector will mate with
another connector of its type and an
integral grounding shield maintains the
overall shield of the cable. Shorting bars
allow ring continuity to be preserved if a
device is unplugged. No special tools are
required for installation and assembly
instructions are supplied.


