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Control Gear, Switch Gear & DIN Rails

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

DIN Rail Terminals

CTL058

32mm asymmetric 35mm symmetric

Feed Through – Asymmetric

Space saver DK4 type

275-244059006Buff654.059.527A4.04.0DK4Q
105-425035546Buff650.057.027A4.04.0DK4
105-421012838Blue6.54051.536A6.04.0SAK4
105-420027968Blue636.546.527A4.04.0SAK2.5
105-408019326Buff84051.547A10.06.0SAK6N
105-407012836Buff6.54051.536A6.04.0SAK4
105-406027966Buff636.546.527A4.02.5SAK2.5
488-471952032Buff636.546.527A4.02.5SAK2.5*

Order CodeColourPitchWidthSolidStrandedType
Mftrs.

List No.
Height
in Rail

Current
Rating

Cable Size (mm2)

*488-471 has centre knockout fitted.
275-244.27ADK4Q
105-42527ADK4

Space Saver Buff Housing

105-421.36ASAK4
105-420.27ASAK2.5

Standard Blue Housing

105-408.47ASAK6N
.105-407.36ASAK4

105-406.27ASAK2.5
488-47127ASAK2.5*

Standard Buff Housing

500+100+10+
Price Each

Order Code
Current
RatingType

Order Multiple=10

The terminals are designed so that all kinds of conductor, single, solid or fine stranded
can be connected without special preparation. Approvals include CSA, UL, BASEEFA,
NEMKO, DEMKO, SEV, CEGB and LLOYDS.

Standard SAK Type Space Saver DK4 Type
Voltage rating 750V 440V
Housing Buff or Blue polyamide 6.6 Buff polyamide 6.6
Contacts (Clamps) Steel, Yellow chromate over zinc plating

(Current links) Steel, tin-lead plating

CT0L59

Standard SAK type

Isolating, Fused
and Earth – Asymmetric

The fused terminal has a vertical fuse holder moulded in a light brown melamine hous-
ing . The fuse is accessed from the top of the terminal via a screw cap. Approvals
include CSA, UL and VDE.

The isolating terminal is used where there is a need to remove the supply voltage from
a circuit. The buff polyamide 6.6 housing is rated up to 440V. Approvals include CSA,
UL, VDE, SEV and CEGB.

The earth terminal is fully enclosed in a yellow/green Polyamide 6.6 housing.
Approvals include CSA, UL, VDE, BASEEFA, NEMKO, DEMKO, SEMKO and SEV.

Isolating SAKR type
Fused SAKS3 type Earth EK type

105-4240354568.040.051.536A6.04.0—
105-4230474366.036.548.527A4.02.5—

Earth – EK Type

105-42802489213.05461.010A, 440V10.010.01È" È"
105-42702111213.05461.013A, 250V10.010.01 " È "

Fused – SAKS3 Type

105-4260412166.54254.5 (open)10A4.04.0—
Isolating – SAKR Type

Order CodePitchWidthSolidStranded
Mftrs.

List No.
Height
in Rail

Current
Rating

Cable Size (mm2)Fuse
size

.. 105-424.36A
105-423.27A

Earth – EK Type

..105-4281È" È", 10A @ 440V

...105-427.1" È", 13A @ 250V
Fused – SAKS3 Type

 105-426.10A, 440V
Isolating – SAKR Type

500+100+10+5+Order CodeRating
Price EachOrder Multiple=5

CTL061

Feed Through – Symmetric

Standard SAK type

238-36327DK4Q/35
Space Saver Buff Housing

.238-32636SAK4/35
238-31427SAK2.5/35

Standard Blue Housing

.238-302145SAK35N/35
238-29687SAK16/35
238-28465SAK10/35
238-27247SAK6/35
238-26036SAK4/35

. 238-25927SAK2.5/35
Standard Buff Housing

500+100+50+10+Order CodeType
Price EachCurrent

Rating (A)

Order Multiple=10

Steel tin-lead platingSteel tin-lead plating(Current links)
Steel yellow chromate over zinc platingContacts (clamps)

Polyamide 6.6 BuffPolyamide 6.6 Buff or BlueHousings
440V750VVoltage rating

Space Saver DK4 TypeStandard SAK Type

238-363059016Buff65460.52744DK4Q/35
238-326044368Blue6.545443664SAK4/35
238-314038048Blue645402742.5SAK2.5/35
238-302060826Buff1658601455035SAK35N/35
238-296038066Buff125050871616SAK16/35
238-284044376Buff104544651610SAK10/35
238-272038056Buff8454447106SAK6/35
238-260044366Buff6.545443664SAK4/35
238-259038046Buff645402742.5SAK2.5/35

ColourPitchWidthSolidStrandedType
Order
Code

Mftrs.
List No.

Height
in Rail

Cable Size (mm2)
Current
Rating

(A)

Approvals include CSA, UL, BASEEFA, NEMKO, DEMKO, SEV, CEGB and LLOYDS.

CTL141

Space Saver DK4Q type

Isolating, Fused and Earth – Symmetric

Fused KSK/35

Isolating SAKR/35

Isolating DKT4/35

Fused ASK1

Earth EK2.5 & 4/35∑ Earth EK16/35

Isolating terminals have a buff polyamide 6.6 housing rated up to 440V. Approvals
include CSA, UL, VDE, SEV and CEGB.

Fused terminals. The ASK1 has a buff polyamide housing rated up to 500V. Approvals
include CSA, UL, VDE. KSK1&2/35 and KSK3/35 have light brown melamine housing
rated up to 250 and 440V respectively.
Earth terminals. EK2.5/3.5 and EK4/35 are fully enclosed in a yellow/green polyamide
6.6 housing. The EK16/35 is a plated steel construction with no housing. Approvals
include CSA, UL, VDE, BASEEFA, NEMKO, DEMKO, SEMKO and SEV.


