Machine Safety & Limit Switches

Chapters on directives, legislation and harmonised European
standards are followed by sections covering assessment and
reduction of risk, plus the choice of protective measures avail-
able for machinery. Safety related control systems, monitoring
devices, programmable systems and interlocking variants are among other key topics.
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SPECIALISTS IN MACHINERY SAFETY

Order Code
677-644

Price Each

Limit Switches

‘IMP’ — Miniature

iu o

@ Positive acting forced disconnec- Guardimaster
tion contacts SPECIALISTS IN MACHINERY SAFETY

@ Glass reinforced plastic housing to IP30

@ Small size enables use in confined spaces

1N/C Safety, 1N/O Auxilliary
2A @250V ac, 5A @ 100V ac
10 10

-20°C to +70°C

Contact arrangement
Contact rating
Mechanical operations
Operating temperature

Note: Mounting is via 2 M3 captive nuts through the top, or by
removing them, via 2 M4 screws through the front

H=37,W=245D=23

CTL269

Mftrs. Price Each
List No.  Order Code 1+ 10+ 25+ 50+
18001 .519-200
Safety Action, Sub-Miniature
‘Comhiy2’ 8?’ BERNSTEIN

Body H =34 (excluding head), W =26, D =21

@ Slow make/break or Snap-action positive drive NC contacts
@® 1NO, 1NC or 2NC contacts

@ Suitable for limit or safety applications

@ Hinged snap-shut lid

Fixing centres = 15mm

Housing Thermoplastic (UL94-V0)  Max voltage 250Vac
Operating temp -30°C to +80°C Thermal current Iy 10A
Mechanical life 3 10°switch operations Approvals UL, CSA, BG
Max inrush current 1EC 947-5-1, AC 15, DC 13
CTL320
Price Each

Plunger Order Code 1+ 5+ 10+ 50+

1NC, 1NO Slow make/break  320-4674

2NC Slow make/break 320-4686

2NO Slow make/break 320-4698

1NC, 1NO Snap action 320-4704

2NC Snap action 320-4716

Adjustable Plunger

1NC, 1NO Slow make/break  320-4728

2NC Slow make/break 320-4730

2NO Slow make/break 320-4741

1NC, 1NO Snap action 320-4753

2NC Snap action 320-4765

Roller Plunger

1NC, 1NO Slow make/break  306-0056

2NC Slow make/break 306-0081

2NO Slow make/break 306-0070

1NGC, 1NO Snap action 306-0068

2NC Snap action 320-4819

Adjustable Button

1NC, 1NO Slow make/break  320-4820

2NC Slow make/break 320-4832

2NO Slow make/break 320-4844

1NC, 1NO Snap action 320-4856

2NC Snap action 320-4868
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Metal Snap Action Miniature - Type 14CE

Honeywell
5A @ 250V ac or 30V dc

918-210 918-192
Body H =44.3 (excl plunger), W = 40, D = 16, Fixing centres = 25
Operating position = 15.7 (178-490), 28.5 (178-491, 178-492)

@ SPDT snap action switching @ Pre-wired with 1 metre cable
@ Strong diecast aluminium housing, protection to IP65

@ Sealed version prevents contaminents from impeding plunger movement.
@ Slide rotaty version has auxiliary actuators available for versatility.

Electrical life 60,000 ops Operating temperature 0°C to +70°C
Mechanical life 5,000,000 ops
CTL270
Mftrs. Price Each
List No.  Order Code 1+ 5+ 10+
Pin plunger 14CE1-1  .178-490
In-line roller plunger 14CE2-1  .178-491
Cross roller plunger 14CE3-1  .178-492
Sealed pin plunger 14CE18-1  918-209
Sealed cross roller plunger 14CE31-1  918-210
Side rotary 14CE16-1 .918-167
Auxiliary Actuators for 918-167
Roller lever 6PA78-4  .918-179
Adjustable roller lever 6PA44-4  .918-180
Adjustable rod lever 6PA43-4  .918-192
Metal Positive Break Miniature — Type 24CE Honeywe“

5A @ 250V ac or 30V dc

@ Positive break safety type

@ Two circuit double break switches with break-before
make contacts

@ Strong diecast aluminium housing, protected to IP66

@ Pre-wired with 2 metres 5-core cable

Electrical life 150,000 ops
Mechanical life 5,000,000 ops
Operating temperature 0°C to +80°C

Body H =49.3 (excl. plunger), W=40,D =16
Fixing centres = 25, Operating position = 28.5
CTL271

Mftrs. Price Each
List No.  Order Code 1+ 5+ 10+
In-line roller plunger 24CE2-S2  .178-493
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