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Machine Safety & Limit Switches
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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Contact rating 10A standard/100mA (max) Low energy
Mechanical life Up to 15 million operations
Operating temperature -25°C to +85°C
Conduit entry PG13.5
Electrical according to EN60947-5-1, AC15, DC13

Ì High quality miniature Global Limit Switches conforming to
EN50047

Ì Birfurcated silver snap-action contacts suitable for high energy
switching

Ì Low energy gold contact version - ideal for PLC interface 1µA to 100mA switching
Ì Two circuits (1NO+1NC) with positive opening on the NC contacts suitable for

safety applications according to IEC947-5-1-3
Ì Actuator heads are adjustable in 90° increments through 360°
Ì Choice of housings:-

All metal (zinc diecast)
Double insulated thermoplastic (glass filled polyester) with metal actuators

Ì UL and CSA approvals
Ì Sealed to IP66

CTL273
Note: Coiled spring actuator is not suitable for safety applications

CTL273A

986-598.GLDB07CRoller plunger
986-586.GLDB07BPin plunger
986-574.GLDB07A2BAdj. roller lever
986-562.GLDB07A1BRoller lever

Double Insulated Body (Thermoplastic) - Low Energy

560-420. GLDB-01E7BCoil spring
560-418. GLDB-01DRoller arm
560-406. GLDB-01CRoller plunger
560-390. GLDB-01BPin plunger
674-473GLDB-01A5B

Offset roller
lever

674-461.GLDB-01A4JAdj. rod lever
560-388. GLDB-01A2BAdj. roller lever
560-376. GLDB-01A1BRoller lever

Double Insulated Body (Thermoplastic) - Standard

986-550.GLCB07CRoller plunger
986-549.GLCB07BPin plunger
986-537.GLCB07A2BAdj. roller lever
986-525.GLCB07A1BRoller lever

Metal Body - Low Energy

674-552.GLCB-01E7BCoil spring
674-540.GLCB-01DRoller arm
674-539.GLCB-01CRoller plunger
674-527.GLCB-01BPin plunger
674-515GLCB-01A5B

Offset roller
lever

674-503.GLCB-01A4JAdj. rod lever
674-497.GLCB-01A2BAdj. roller lever
674-485.GLCB-01A1BRoller lever

20+10+5+1+Metal Body - Standard
Price Each

Order Code
Mftrs.List No.

Safety Type, Three Conduit Entry – Type GLS
10A Thermal (Ith) (IEC947-5-1)
/Low Energy 100mA @ 50V

Body : H (to fixing centres)=60, W=65, D=30
Fixing centres=20-22 or 40-42 (2 4.3 Ø)

674-643
674-576 674-588

674-590

674-606
674-618 674-620

674-631

Ì Positive opening on NC contacts suitable for safety applications according to
IEC947-5-1-3

Ì Actuator heads adjustable in 90° increments through 360°
Ì UL and CSA approvals
Ì Sealed to IP66

Ì High quality Global Limit Switches in all-metal housings with three conduit entry
Ì Mounting compatible with EN50047 miniature body style
Ì Bifurcated silver snap-action contacts suitable for high energy switching
Ì Low energy gold contact version - ideal for PLC interface 1µA to 100mA 
Ì 2 circuit (1NO+1NC) and 4 circuit (2NO+2NC) types available

CTL274

674-667GLEB-24CRoller plunger
674-655.GLEB-24A2BAdj. roller lever
674-643.GLEB-24A1BRoller lever

Four Circuit (DPDT) - Standard

986-677.GLEB07CRoller plunger
986-665.GLEB07BPin plunger
986-653.GLEB07A2BAdj. roller lever
986-641.GLEB07A1BRoller lever

Two Circuit (SPDT) - Low Energy

674-631.GLEB-01E7BCoil spring
674-620.GLEB-01DRoller arm
674-618.GLEB-01CRoller plunger
674-606.GLEB-01BPin plunger
674-590GLEB-01A5BOffset roller lever
674-588.GLEB-01A4JAdj. rod lever
674-576.GLEB-01A2BAdj. roller lever
674-564.GLEB-01A1BRoller lever

20+10+5+1+Two Circuit (SPDT) - Standard
Price Each

Order Code
Mftrs.List No.

Specifications and operating characteristics are identical to those of the Honeywell GLS EN50047
body style.
Conduit entry : 3 PG13.5 (2 IP66 hole blanks supplied)
Note: Coiled spring actuator is not suitable for safety applications

CTL274A

ATO Limit Switch
Modular Heads

320-3918H-AT0
320-3906V-AT0
320-3890R-AT0
320-3888WR-AT0
320-3876AR-AT0
320-3864F-AT0
320-3852ZS-AT0
320-3840ZRS-AT0
320-3839RS-AT0

Operating Heads

320-3827AT0-11-S-I
320-3815AT0-02-1-I
320-3803AT0-20-1-I
320-3773AT0-11-2-I
320-3761AT0-11-1-I

10+5+1+
Price Each

Order CodeSwitch Bodies

H-AT0*Actuating rod operating head
V-AT0Adjustable roller lever operating head
R-AT0Roller lever operating head

WR-AT0Angled roller lever operating head
AR-AT0Roller lever operating head
F-AT0*Spring-rod  actuator  operating head
ZS-AT0Centre fixing (M18) plunger operating head

ZRS-AT0Centre fixing (M18) roller plunger operating head
RS-AT0Roller plunger operating head

Operating Heads

AT0-11-S-11NO, 1NC snap-action switch body
AT0-02-1-I2NC switch body
AT0-20-1-I2NO switch body
AT0-11-2-I1NO, 1NC early make, late break switch body
AT0-11-1I1NO, 1NC switch body

Mftrs. List No.Switch Bodies

Ì Totally modular system, switch bodies
with 9 different heads

Ì Standard and snap action types
Ì Suitable for use in safety circuits
Ì EN50047 standard dimensions
Ì IP65 insulated bodies
Ì Quick release wiring covers
Ì UL and CSA approved
Ì 4 9 0° rotation of operating heads
Conduit entry PG 13.5
Contact rating AC15 24V 10A/230V 6A/400V

4A/500V 2A DC13 24V 10A/110V
1A/220V 0.5A

Temperature 
range -25°C to +70°C
Standards 
& Approvals IEC (EN60) 947-5-1, IEC204,

DIN19 240, EN50 047, 
UL (File No E29184), 
CSA (File No. E46552)

CTL323
*=Not suitable for safety applications
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