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Pneumatics & Hydraulics

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Compact Cylinders — continued
Compact Cylinder Piston Rod Clevis

700-2658QM/57063/2580, 100
700-2634QM/57040/2563
700-2610QM/57025/2550
700-3638QM/57020/2532, 40
700-3626QM/57016/2525
706-4871QM/92020/2520
700-0467QM/8010/2516
706-4858QM/57008/2512

50+20+10+4+1+
Price Each

Order CodeMftrs. List No.

To suit
cylinder
bore
(mm)

Piston Rod Clevis

Ì Piston rod cle-
visies designed for use with Norgren compact
cylinders

Ì Use cylinder bore to select the correct unit
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Round Line Cylinders
Roundline Cylinders 20mm to 63mm bore

XC + stroke
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Roundline Cylinders
Double Acting Magnetic 20 to 63mm Bore

Ì Very
compact – approximately
one third shorter than the
basic length of a corresponding ISO /
VDMA cylinder

Ì Standard magnetic piston provides a
wide range of control options

Ì Comprehensive range of standard
stroke lengths

Bore Ø 20 25 32 40 50 63
A 14 16 22 23 23 30
ØB/Ø BA 16 18 22 30 28 35
BF 12 12 15 15 – –
BG – – – – 12 12
BG1 – – – – 8 9.5
BE M16 1.5 M18 1.5 M22 1.5 M30 1.5 – –
Ø CD h9 6 8 8 10 – –
Ø D 22 26.5 33.5 41.5 52.5 65.5
Ø D 1 21.5 26.5 33.5 41.5
EE Rc1/8 Rc1/8 Rc1/8 Rc1/8 Rc1/4 Rc1/4
FB – – – – M6 M8
EW 12 14 16 20 – –
G 15.5 15.5 17.5 18 22 22
G1 8 8 5.5 5.5 – –
KK M8 M10 1.25 M10 1.25 M12 1.25 M12 1.25 M16 1.5
L – – – – 12 14
LB 7 9 7 5 – –
L12 5 5 5 6 7 7
Ø MM h9 8 10 12 14 16 20
MR 6 8 8 10 – –
PL 9 9 9 10 13 13
RT – – – – M10 1  M12 1.5
RT1 – – – – 13 15
SW 7 9 10 12 13 17
TC – – – – 49 62
TG – – – – 28.5 35.5
VA/VD 3 3 3 3 2 2
WF 15.5 16.5 23 24 13 13
XC 75.5 78.5 93 96 97 99
XC1 61 62 74 78.5 – –
XC2 68.5 69.5 86 91 – –
XH – – – – 26 26
XL – – – – 84 86
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Ø50, 63 Bore Dimesions

Ø20, 25, 32, 40 Bore Dimesions

For none standard stroke length cylinders, please call Value Added Services 
on 0113 279 9589

700-1861RT/57263/M/808063
700-1850RT/57263/M/505063
700-1848RT/57250/M/808050
700-1836RT/57250/M/505050
700-1824RT/57240/M/505040
700-1812RT/57240/M/252540
700-1800RT/57232/M/505032
700-1794RT/57232/M/252532
700-1782RT/57225/M/505025
700-1770RT/57225/M/252525
700-1769RT/57220/M/808020
700-1757RT/57220/M/505020
700-1745RT/57220/M/252520

20+10+4+1+(mm)(mm)
Price Each

Order CodeMftrs. List No.
StrokeBore

Medium Compressed air, filtered,
lubricated or non-lubricated.

Pressure 1 – 10 bar
Ambient temperature –10 °C to +80°C
Port size 20, 25, 32, and 40mm bore G 1⁄8"
Port size 50 and 63mm bore G 1⁄4"
Piston Rod Stainless steel
Barrel Stainless steel
End covers Aluminium
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Roundline Magnetic Switch

700-1988QM/33/063/2263Switch Mounting
700-1976QM/33/050/2250Switch Mounting
700-1964QM/33/032/2232Switch Mounting
700-1952QM/45/225/2225Switch Mounting
700-1940QM/45/220/2220Switch Mounting
707-5820QM/34/236 to 63Magnetic Switch
700-1927QM/45/RAP/2V20 to 25Magnetic Switch

10+4+1+
Price EachOrder

CodeMftrs. List No.

To suit
cylinder

bore (mm)Type
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ac/dc Magnetic Switch

Switch Mounting

Ì To IP66 with integral cable

QM/34 10-30V dc 1AMax. Temperature Function LED
Current -20° C to +80° C N/O

QM/45 10-30V ac / dc 500 mA Temperature Function Cable length
Current -20° C to +80° C N/O 2m

Roundline Cylinder Locknuts

700-2968M/P1501/91Lock Nut63
700-2956M/P1501/90Lock Nut40, 50
700-0625M/P1501/89Lock Nut25, 32
700-0613M/P1501/60Lock Nut20
700-2920M/P29254Nose Nut40
700-2919M/P13615Nose Nut32
700-2907M/P13607Nose Nut25
700-2890M/P13834Nose Nut20

20+10+4+1+
Price Each

Order CodeMftrs. List No.Type

To suit
cylinder
bore mm

Ì For selection cross-refer to the bore of the cylinder
Ì The Nose Nut is used with the foot mountings and screws onto the body of the

cylinder
Ì The Lock Nuts screw onto the piston of the cylinder and are used to secure piston

rod accessories.
Bore Ø 20 25 32 40 50 63
KV1 13 17 17 19 19 24
KW1 4 5 5 6 6 8
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Major International
Brands

All the leading brand names from over
1,000 major international manufacturers.


