

LINDSTROM introduce a micro-adjustable torque screwdriver with an easy-to-use window scale and precise, positive locking, pullout adjustment knob for setting changes. Three models are offered that cover a torque range of 8 Ncm to 450 Ncm with an accuracy of $+/-6 \%$.

- Cam-over torque limiting clutch for repeatable accuracy
- Pullout adjustment knob locks securely back into place
- Stainless steel $1 / 4^{\prime \prime}$ Hex driver allows use of all standard drive bits (Phillips, Torx, etc.)
- Spring-loaded high-security bit holder for convenience and safety
- Light in weight yet rugged in construction for years of use
- Comfortable shape and non-slip grip
- ESD safe
- Supplied in protective and reusable packaging

| Mftrs. List No. MA500-1 MA500-2 MA500-3 | $\begin{aligned} & \text { Torque Range } \\ & 8-80 \\ & 40-200 \\ & 90-450 \end{aligned}$ |  | Weight 237 g 237 g 237 g |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | Mftrs. List No. | Order Code |  | Price Each |  |  |  |  |
| Range ( Ncm ) |  |  |  | 1+ |  | $5+$ | $10+$ |  |
| 8-80 | PS500-1 | 352- | 4218 |  |  |  |  |  |
| 40-200 | PS500-2 | 352- | 4220 |  |  |  |  |  |
| 90-450 | PS500-3 | 352- | 4231 |  |  |  |  |  |

## Torque Screwdrivers



- A range of specialist tools designed to give accurately set and repeatable levels of torque
- All models have standard $1 / 4$ " hex drive sockets
- Can be pre-set to any torque value within their range


Quickset ideal for production purposes where a number
of fasteners need to be secured to a consistent level

- Dial indicating suitable for production work when a wide range of torque values need to be obtained
- Minor and Standard available in colour choice to enable one operator to work with two pre-set torque values
- For calibration analyser see page 1514


Torque Wrench


- $1 / 2$ " square drive with reversible ratchet head, calibrated in Nm and Mkg, settings etched on barrel.
- Micrometer type sleeve ensures accurate setting of torque, individually calibrated with Certificate of Calibration. Manufactured to DIN3122.
- Housed in strong storage case with 120 mm extension and $3 / 8$ " adaptor
- Range : $28-210 \mathrm{Nm} / 2.9-21.4 \mathrm{Mkg}, 600 \mathrm{~mm}$ long, weight 1.8 Kg

| Mftrs. | Price Each |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: |
| Part No. | Order Code | 1+ | 6+ | 12+ | 24+ |
| 4463 | 327-9870 |  |  |  |  |

Professional Click Type Torque Wrench Model 5


Click Type Torque Wrench
Models 60 to 330
5) nrhar


