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Semiconductors – Discretes
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SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

22A

663-530.SKB26/123801200
663-529SKB26/08250800

100+25+1+
Price Each

Order Code
Mftrs.

List No.VRMSVRRM

H=10, W=28.8, D=28.8

Ì Isolated metal base plate
Ì Wire leads for pcb's
Ì High surge current capability
Ì M5 fixing hole

IO=22A dc @ TC=50°C IFSM=370A @ Tvj=25°C
SD245

25A/35A/40A/50A
Glass Passivated

GBPC50…MC40050
GBPC40…MC40040
GBPC35…GS/MC40035
GBPC25…GS/FCH30025
GBPC12…GS20012
SeriesMftr.Ifsm A

Io @ 55°C
A

† Available until stocks are exhausted
573-073 †GBPC5006420600
573-061 †GBPC5002140200

50A Series

573-048 †GBPC40107001000
573-036GBPC4006420600
573-024GBPC4002140200

40A Series

573-000.GBPC3510 (FCH)7001000
572-998.GBPC3506 (MC)420600
234-151.GBPC3506 (GS)420600
740-299GBPC3504 (MC)280400
572-986.GBPC3502 (MC)140200
234-140GBPC3502 (GS)140200
572-974.GBPC35005 (MC)3550

35A Series

572-962.GBPC2510 (FCH)7001000
210-961GBPC2510 (GS)7001000
210-950.GBPC2508 (GS)560800
572-950.GBPC2506 (FCH)420600
210-948GBPC2506 (GS)420600
740-287.GBPC2504 (FCH)280400
210-936GBPC2504 (GS)280400
572-949.GBPC2502 (FCH)140200
210-924GBPC2502 (GS)140200
210-912GBPC2501 (GS)70100
572-937.GBPC25005 (FCH)3550
210-900GBPC25005 (GS)3550

25A Series

433-317GBPC1208560800
433-299GBPC1204280400
433-287GBPC1202140200
433-275GBPC120053550

12A Series

1K+100+25+1+
Price Each

Order Code
Mftrs.
List No.

Max ac
Input

VoltageVRRM

NOTE: On devices above 2.7 amps, the maximum values of IO dc quoted are based on the assumption
that the device is mounted on a chassis or some form of heatsink.

The glass passivation process offers improvements to reliability at high operating tem-
peratures, moisture resistance capability and overall durability. Temperature range
-50°C to +150°C, UL approved.

SD225

Body H=7.62 (GS), 11.1 (MC), W=28.8, D=28.8
Mounting hole=5.6 dia., Terminals=6.3 0.8

30A/50A

663-554SKB50/08A3B80050
663-542SKB30/08A1A80030

100+25+1+
Price Each

Order CodeMftrs. List No.PackageVRRM (V)IO (A)

A : H=24, W=45, D=45 B : H=30, W=71, D=60

Ì Isolated metal case
Ì High surge current
Ì M4 2 mounting points
Ì UL recognised

IO=30A dc @ TC=94°C IFSM=370A @ Tvj=25°C
SD246

60A

195.30 217.20 241.29 372-079.SKB60121200
164.55 183.00 203.55 372-067.SKB6008800
100+25+1+

Price Each

Order Code
Mftrs.

List No.VRRM

IO=67A dc max @ Tc=85°C
IFSM=1000A @ Tvj=25°C

Current ratings (IO) @ 45°C for the following heatsinks:
175-647=30A, 175-648=35A, 170-753=55A

SD134

H=34, W=65, D=48
Mounting holes=5.3,
Fixing Centres=49

70A

SD219
H=30 (excl terminals), W=72, D=42

541-813.SKB7208800
100+25+1+

Price Each

Order Code
Mftrs. 

List No.VRRM

IO=70A dc max @ TC=101°C
IFSM=750A

105A to 125A

SD480

H=31 (excl. terminals), W=67, D=50
Mounting holes=5.5, fixing centres=50

315-3710VBO125-12N07
305-3295VBO105-12N07

10+5+1+
Price Each

Order CodeMftrs. List No.

VBO125-12N071800851254001200
VBO105-12N071500851054001200
Mftrs. List No.

IFSM
A

Tc
C

Id (av)
A

Vrms
V

Vrrm
V @

Three Phase Bridge Rectifiers
20A/25A/35A

26MT Series
IO=25A dc max @ Tc=55°C
IFSM=330A

SKD Series
IO=20A dc max @ Tc=73°C
IFSM=320A

36MT Series
IO=35A dc max @ Tc=60°C
IFSM=400A

SD110

707-697.36MT120IR120035
707-68536MT60IR60035
707-673.26MT120IR120025
707-66126MT60IR60025
372-092.SKD2512SKN120020
372-080.SKD2508SKN80020

100+25+1+
Price Each

Order Code
Mftrs.
List No.Mftr.

VRRM
VIO A

H=10, W=28.5, D=28.5
Mounting hole=5.2 dia,

Terminals=6.3 0.8

30A

IO=30A @ TC=100°C IFSM=370A @ Tvj=25°C
SD249

663-566.SKD31/121200
663-438.SKD31/08800

100+25+1+
Price Each

Order Code
Mftrs.

List No.VRRM (V)

Ì Isolated metal base plate
Ì Fast-on terminals, solder tips
Ì High surge current rating
Ì Suitable for wave soldering
Ì M5 2 mounting points

H=23.5, W=63, D=32

Continued


