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Special Application

[
Belden

Special Audio, Communication, and Instrumentation Cables

Low Triboelectric Noise Coaxial Cables

; : i | Insulation . | No.of . ; Nominal
o | Trade No. ; Standard | Std. l(strgzld?ng)‘ & Nominat | Nominal | Shields & ' Nom. Attenuation
escription | UL NEC ,  Lengths  Unit ipBIRCR core 0 | OO0 1 “matenar SRR R
UL AWM Style |C(UL) CECI- —— - e Lbs R | Nom. (o of T TR,
Type | 1. e | DCR. | Inch | mm i Inch } mm . pCR (0hms). prop. | pFift. pFim | MHZ |300'tt 100 m.
i 1 i ! e i i 1 | i
m 9239 | 100| 305| 8 206(7x34) I;olly- 101|257 Tinned | 50 [62% | 38 [125 | —| —[ —
20| 324] 42) Oban| oniae S8 roduct Deserplon: B3 e
60°C covered | .048 | 1.22 45,9Q/km | covered steel conductor, polyethylene
RG-174/U Type steel 90% shield | insulation, conductive layer, tinned copper
S mv peak 97.00/M’ coverage braid shield. Black PVC jacket. Not recom-
to peak max. 318.20/km mended for RF use.
9223 | 100| 305| 29|22(7x30) Poly- [.195| 4.95|Duobond®| 50 | 6% | 37 {122 | — [ —] —
M 500| 152.4 | 13.6 {.030 tinned| ethylene il
1000| 3048} 25.6 | copper +95% | Product Description: Tinned copper
10.8Q/M | 112 ] 2.84 tinned | conductor, conductive layer, polyethylene
80°C 35.4Q/km copper | insulation. Duobond Il tinned copper braid
RG-58/V Type braid | shield. Black PVC jacket. Not recommended
9 mv peak 4.1Q/M° | for RF use. Passes VW-1 Vertical Wire
to peak max. 13.5Q/km | Flame Test. -
100%
shield
coverage
% 9224 |U-500-1524| 40| 22(solid) | Poly- |.242]| 615 Bare [ 75 |65% | 22 | 72| — [ — [ —
1000| 304.8| 37.7 0020.';) :::e ethyiene ﬁm Product Description: Bare copper
75°C covered | .146 | 3.71 26.60/km | covered steel conductor, polyethylene
RG-39/U Type steel 93% shield| insulation, conductive iayer, bare copper
5 mv peak braid shield. Black PVC jacket. Not recom-
to peak max. mended for RF use.
32 ohm Miniature Coax
Epp——— | 8700 | 250 762 .7|28(solia) Poly- [.054]137| Bare | 32 |e6%|s52[181.1] 1] 25 82
NEC CMH .013 propylene copper - 10| 7.7| 253
105°C CEC CMH tinned braid | Black PVC jacket. 50| 17.2| 56.4
copper | .023| .58 90% shield| Passes VW-1 Vertical 100 | 245| 80.4
68.5Q/M coverage | Wire Flame Test. 200| 34811142
224.7Q/km 30.0C/M’ 400 | 50.0{164.0
98.4Q/km 700 | 66.0216.0
900 | 75.0|246.0
1000 | 79.0 | 259.2




