Sensitivity

Frequency Response
Mounted Base Resonance
Isolation

Transverse Sensitivity
Electrical Noise

Current Range

Bias Voltage

Case Material

Standard Cable
Higher Temperature Cable

Weight
Sealing

Options

‘ MOMNITRAN LTD
o MIN/1100CM fup-23Mm Dla

37 S/N 1234

Armoured Coble

100 mV/g + 10% Nominal at 80 Hz

2Hz to 8 kHz +/- 10% (3 dB at 0.8 Hz)

18 kHz (nominal)
Base isolated

Less than 5%

0.1 mg max

0.5 mA to 8 mA

8 voits DC nominal

Stainless steel

5 metres of integral stainless steel overbraided PVC

temp min-25°C, max 80°C

5 metres of integral stainless steel overbraided PTFE

temp min-25°C, max 140°C @ 4mA
110 gms (nominal)

P67

Connector see $S0166, Other Cable Lengths,

Intrinsic Safety, Higher Temperature Cable

L[, 25mm A/F (ﬁ"[“i’ri] MTN/1100CMI

ORDER CODE MOUNTING
PART No
MONTRAN LTD
'y v MTN/1100C % "UNF (Femalc)
MTN/1100CM MI10 x 10mm (Male)
MTN/1100CM8 M8 x 8mm (Malc)
% "UNF x 6mm (Male)
Quick Fit Mount

7 MTN/1100CQ
Quick Fit Mount

Insert the letter "H" before the letter "C" in the part No
when ordering if you require the higher temperature PTFE cable.

Al mossirements in miimeres $S0165/B

mm‘hbmrm
SPOCIHCAION without prior Nolice .

LMONITRAN LTDswem

Monitor House, Hazlemnere Road,

Penn, Bucks. HP10 8AD, UK.

for further details contact: Telephons: +44 (0) 1494 816569. Fax: +44 (3;0 ;494 812256

monitran.co.uk
Web Site: www.monitran.co.uk




