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(Multi-Contact

2 4 mm Connecting Plugs

@ 4 mm connecting plugs, furnished with our proven Multilam.
Rigid @ 4 mm socket at rear for accepting spring-loaded
@ 4 mm plugs. Plug spacing: 14 mm.
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Design

with rigid @ 4 mm socket at rear

hard-drawn copper alloy, | hard-drawn copper alloy,
nickel-plated B gold-plated
insulated & 4 mm connecting plug

hard-drawn copper alioy,
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Gl 02 Y ,
- Type KS4-14L/N _ KS4-14L/A _KS4-14LA/N KS4-14LA/A
Rated current __32A 32A 32A 32A
| Insulation _ ! ABS ~____ABS PA | PA
Operating temperature | -10°C ... +70°C -10°C ... +70°C -40°C ... +80°C -40°C ... +80°C
Metal parts, plating brass, nickel-plated brass, gold-plated brass, nickel-plated brass, gold-plated
with Multilam, with Multilam, with Multilam, with Multilam,

hard-drawn copper al

__nickel-plated

insulated @ 4 mm connecting plug
with rigid @ 4 mm safety socket at rear

| Plug spacihg - 14 mm 14 mm
ZAZ ZAZ
TStanqard colours* grey 7 Vbiacﬁk:g | ) black
Order No. 20.1005-28 20.1010-21 20.1020-21

gold-plated N

—

loy,

- Application example:
- testing device for automotive
electrical systems

*Colour code | 20

green-yellow

21
black

23
blue

25
green l

24 ,
| yellow |

22 ’
red

26
violet

|

28 | 29
grey | white

27
brown

30 | 33

orange | transparent
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