Temp. Controlled Soldering Station
Accessories

DURATOOL

Specifications:

Power Supply Voltage

Electric Iron Power

Equipment Power Supply Fuse
Regulating Scope of Temperature
Temperature Display

Display Precision
Circumstance Humidity

Atmospheric Pressure

Shell Size (W x H x D)
Weight

Part Number Table

Features:

e This welding machine is an ideal welding tool for an amateur, fancier,
school, car of electronics and for maintaining the service, producing with
laboratory.

e |t has the precise function of regulating temperature, 1 degree or 10
degrees per grade can be regulated through the temperature regulating
button.

e When operation breakdown taken place, warnings will appear through
screen display and sound.

: 230 Volt (220 to 240 Volt)/50Hz

. 48 Watt.

: T1 A/250 Volt (50 x 20mm Glass Pipe).
: 150° to 450°C.

: 2 X 31/2 Grades LCD Display

Display Scope : 150° to 450°C.

: 5%.
: +5°C to +40°C

Relative Humidity : <85% (Not in Humidification).

: 600 to 1000HPa.
: 195 x 87 x 155mm (Without Electric Iron).
: About 2000 Grams.

Note Voltage Supply Part Number
(V)
- 110 to 130 D00675
ESD 220 to 240 D00676
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Soldering Iron

. RoHS . Body Lead Length| Supply AC
Description Compliant Body Diameter | Length Length (m) Voltage Part Number
Replacement Soldering Iron Yes 20 198 125 1.1m 24V ac D00663
. Dimensions : Millimetres
Element For Soldering Iron

Description RoHS Compliant Part Number
Heating Element, for Iron, 88 to 201A Yes D00664
Sponges
Description Length External Width Part Number
Replacement Sponge, PK5 71mm 41mm D0065
Sponges
Description Tip Type Tip Length Tip Size Length Part Number
TIP, Soldering, Pointed, 0.5mm Pointed 0.5mm D00666
TIP, Soldering, Pointed, 0.3mm Pointed 0.3mm D00667
TIP, Soldering, Angled, 3mm Chisel (45°) 17mm 3.0mm 65 mm D00668
TIP, Soldering, Flat, 2.0mm Screwdriver 2.0mm D00669
TIP, Soldering, Bevel, 0.5mm Chisel (45°) 0.5mm D00670

Dimensions : Millimetres
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Notes:

International Sales Offices:

Tel No:

Tel No:

Tel No:

Tel No:

Tel No:

Tel No:

Fax No:

Tel No:
Fax No:

Fax No:

Fax No:

Fax No:

Fax No:

Fax No:

++ 61 2 9645 8888
++ 61 2 9644 7898

++ 43 662 2180 680
++ 43 662 2180 670

++ 32 3475 2810
++ 32 3227 3648

++ 55 11 4066 9400
++ 55 11 4066 9410

++86 10 6238 5152
++86 10 6238 5022

++ 45 44 53 66 44
++ 45 44 53 66 06

++ 358 9 560 7780
++ 358 9 345 5411

[jj =l - | By

Tel No:

Fax No:

Tel No:

Fax No:

Tel No:

Fax No:

Tel No:

Fax No:

Tel No:

Fax No:

Tel No:
Fax No:

Tel No:
Fax No:

++ 358 9 560 7780
++ 358 9 345 5411

Tel No:

++ 33 474 68 99 99
++ 33474 68 99 90

Tel No:

++ 4989 61 39 39 39
++ 4989 613 59 01

Tel No:

++ 852 2268 9888 Tel No:

++ 852 2268 9899

++ 35318309277
++ 353 1 830 9016

Tel No:

++ 39 02 93 995 200
++ 39 02 93 995 300

Tel No:
Fax No:

Tel No:
Fax No:

++ 60 3 7873 8000
++ 60 3 7873 7000

Fax No:

Fax No:

Fax No:

Fax No:

Fax No:

++ 31 30 241 7373
++ 31 30 241 7333

++ 64 9 357 0646
++ 64 9 357 0656

++ 45 44 53 66 66
++ 45 44 53 66 02

++ 34 93 475 8804
++ 34 93 474 5288

++ 65 6788 0200
++ 65 6788 0300

++ 34 93 475 8805
++ 34 93 474 5107

++ 46 8 730 50 00
++ 46 8 83 52 62

Tel No:
Fax No:

Tel No:
Fax No:

++411204 6464
++ 411204 64 54

++ 44 8701 200 200
++ 44 8701 200 201

++ 44 8450 510 150
++ 44 8450 510 130

++ 44 8701 202 530
++ 44 8701 202 531

Tel No:  ++ 44 8701 200 208
Fax No: ++ 44 8701 200 209

B+

For enquiries from all other markets

http://www.farnellinone.com
http://www.buckhickmaninone.com

http://www.cpc.co.uk

Disclaimer This data sheet and its contents (the “Information”) belong to the Premier Farnell Group (the "Group") or are licensed to it. No licence is granted for the use of it other than for information purposes
in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change without notice and replaces all data sheets previously supplied.
The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, any error in or omission from it or for any use made of it. Users of this data
sheet should check for themselves the Information and the suitability of the products for their purpose and not make any assumptions based on information included or omitted. Liability for loss or damage
resulting from any reliance on the Information or use of it (including liability resulting from negligence or where the Group was aware of the possibility of such loss or damage arising) is excluded.
This will not operate to limit or restrict the Group's liability for death or personal injury resulting from its negligence. DURATOOL is the registered trademark of the Group. © Premier Farnell plc 2008.
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