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POWERSTRIP™/25  HEADER

F-209-2

For complete specifi cations 
see www.samtec.com?MPT 
or www.samtec.com?MPS 

Insulator Material: 
Black LCP
Terminal Material:
Copper Alloy
Plating: 
Sn or Au over 50µ" 
(1,27µm) Ni
Current Rating:
Testing Now!
Operating Temp Range:
-55°C to +105°C with Tin
-55°C to +125°C with Gold
RoHS Compliant:
Yes

Processing:
Max Processing Temp:
230°C for 60 seconds, or 
260°C for 20 seconds 3x
Lead–Free Solderable:
Yes
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–02, –04, –06, –08

–02, –04, –06, –08

–01
= Use with 

(1,60mm) .062" 
Thick PCB

–01
= Use with 

(1,60mm) .062" 
Thick PCB
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No. of positions x (5,00) .197 + (7,55) .297

No. of positions x (5,00) .197 + (6,28) .247

(12,45)
.490

(14,81)
.583

(1,88)
.074

(0,41)
.016

(2,54)
.100

(2,72)
.107

(3,25)
.128

(12,27)
.483

(3,56) 
.140 DIA

(6,28)
.247

(5,00)
.197
TYP

ALSO AVAILABLE
• Power/Signal combination 

headers & sockets. 
See MPTC or 
MPSC Series.

• High Power Headers. 
See PET Series.

• High Power Sockets. 
See PES Series.

• Vertical. 
See MPT or MPS Series.

MPT-RA Mates with: 
MPS

MPS-RA Mates with: 
MPT

Note: Some sizes, styles 
and options are non-standard, 
non-returnable.

(–SD SHOWN)

(–SD SHOWN)

–L
= 10µ" (0,25µm) Gold on contact, 

Matte Tin on tail

–T
= Matte Tin

–L
= 10µ" (0,25µm) Gold on contact, 

Matte Tin on tail

–T
= Matte Tin

SPECIFICATIONS

MPT-RA, 
MPS-RA SERIES

STRIP 25
TM

No. of positions x 
(5,00) .197 + (6,28) .247

No. of positions x (5,00) .197 + (12,63) .497

(10,16)
.400

(14,17)
.558

(2,50)
.098

(2,72)
.107

(2,54)
.100

(1,88)
.074

(0,41)
.016

(3,56) 
.140 DIA

(2,39)
.094

(8,81)
.347

(5,00)
.197
TYP

• Locking Clip
Call Samtec.

APPLICATION 
SPECIFIC OPTION


