13 12 I 10 9 7 6 5T 4 3 2 I
PART NO. ENG. NO.
02-09-2133 1376-(P9I3)L .
02-09-2134 1376-A(P9I13)L ~ 55
02-09-6138 1376-(603)L 062 :
02-09-6132 1376-(558)L (157
02-09-6134 1376-A(558)L
OPTIONAL DETENT
.094/.088
L ! 2.39/2.24 DA
I376-%(xxxx)x D
) SELECT GOLD
Kee4 PLATE DEPTH
OPTIONAL DETENT FORM RS (WHEN SPECIFIED)
BLANK=WITH DETENT L=LOOSE oSELECT Sallati
A= WITHOUT DETENT POTE DEPTY ‘ :
(WHEN SPECIFIED) ‘
P=PREPLATE FINISH CODE
BLANK=POSTPLATE !
.142+,003
| (3.610.08)
1.125+.016 — %&?f”
(28.58:0.41) SR
) h
|
|
‘ b
o
| (-2
390 i, seLECT |
(8.89)TIN-LEAD ‘
PLATING AREA
(WHEN SPECIFIED) i
I Il ] ‘ ‘
el e 023 .050
(0.57) —= 20
1 I
NOTES: SECTD Q7Q
. RECOMMENDED P.C. BOARD HOLE SIZE IS .062+.002/(1.57+0.05) DIA. . %E;-ug%ggg-
5721792 RW
2. INSERTION FORCE: 3.5 LBS. MAX. WHEN TERMINAL IS INSERTED 5o toTE 3
INTO AN .093 SERIES HOUSING. MATERIAL: K ECLOOTeE T
3. THIS PART CONFORMS TO PROD. SPEC. 02-09. CARTRIDGE BRASS, ALLOY #C26000, REvO. 8 REDRANN oM
.010/(0.25) THICK, SPRING TEMPER J |CAD. ECR Ul 0390
G 37137917 RW
. |MFG.‘SH.‘ REV. LTR. REVISIONS
FINISH CODES: DIMENSIONS SHOWN METRIC) INGH v= 0 v: 0 ‘ REVISE ONLY ON CAD SYSTEM
913 HOT TIN-LEAD DIP .000100/(0.00254) MIN. URESE OTRERVISE SPECED e
558 SELECT GOLD PLATE .000030/(0.00076) MIN. IN CONTACT AREA, OVER .000050/(0.00127) T MiBLCEE Téé%/IZERSNgNDAILA
MIN. NICKEL OVERALL WITH .000010/(0.00025) MAX. GOLD FLASH, e o1 025 e : .
603 SELECT GOLD PLATE .000030/(0.00076) MIN. IN CONTACT AREA, SELECT TIN-LEAD PLATE v - ]2 0.36] [£3MOLEX INCORPORATED[™ = |7 " =
.000100/(0.00254) MIN. IN TAIL AREA OVER .000050/(0.00127) NICKEL OVERALL WITH SELECT O AT A T pAnTSNIu_:ECHART M.SD 1376
- -
GOLD FLASH HOOOO‘O/(O'OOOZS) MAX“ IN AREA INDICATED. FILE NAME THIS DRANING CONTAINS INFORMATION THAT IS PROPRIETARY TO omv. sizE
SITexT | wltl R o ot B W SR V[mssmul cP|C
13 12 1 10 9 7 6 5 4 ‘ 3 2 ‘ |




