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1SNK 160 020 D0201

- CO Protecting Covers
d ] ]
Terminal Blocks Accessories
Features and Benefits
- Restrict access to your assembly with the protecting cover CO installed with KCO mounting kit (2 end stops,
2 sealing accessories),
- Compatible with SNK feed-through terminal blocks up to 35 mm?2 0 AWG.
Main Technical Data
Material Specifications Insulating material PVC
Flammability V2
NF F 16 101
Ambient temperature min/max Service IEC 60068-2-1 -55 +80 °C -67 +176 F
Storage -55 480 °C -67 +176 F
Installing -5 +40 °C -283 4104 F
Ordering Details
CO Protecting Covers
Description Type Order Code Pack™@ Weight
pieces g (1pce)
1 m 39.4 in length Transparent 7] CO 1SNK 900 604 RO000 1 300.00
77 3.08" 5 CO Accessories
N Description Type Order Code Pack™® Weight
S pieces g (1pce)
1 Protecting Cover Kits Dark Grey [ll KCO 1SNK 900 624 R0000 1 47,8
@ } 2 Terminal Block Markers Label White ]  PAM43020 1SNA 235 106 R2600 20 27.80

CO Mounting Instructions

Restrict access to the circuit by sealing the cover:
- Drill on the CO center line at 5 mm 0.797 in from
the extremity with 5 mm 0.797 in diameter drill,
- Pass the sealing collar through the CO and KCO

holes.

All terminal blocks are certified with its compatible accessories. See complete information in "Technical Data Sheet"



