9155 MOBO™ Battery Connector I\VH(

A KYOCERA GROUP COMPANY

GENERAL DESCRIPTION:

The standard battery connector is specifically designed for
mobile equipment.

The connectors are available in 3, 4, and 5 contact
positions all on a 2.50mm pitch. The insulator height
provides a 3mm spacing, with various contact nose heights
from 1.20mm to 2.60mm, to provide spacing options to the
end user.

All contacts are stamped and are rated to 3A, with plating
options in Tin or Gold. Parts are supplied in tape and reel
for automatic pick and place. Optional retaining brackets
are available to provide greater strength when connected to
the PCB.

Whatever your requirements, the 9155 series Battery
Connector can also be customised to suit your application.

APPLICATIONS KEY FEATURES AND BENEFITS
* Mobile Phones, * Suitable for 5000 mechanical cycles.

* PDA, » Variety of contact heights offered to suit different
 Medical, mechanical designs.

« PMR, » Connectors can be end to end stackable.

* Industrial.
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9155 MOBO™ Battery Connector

3 WAY PCB BOARD LAYOUT
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HOW TO ORDER

00

9155

003

PREFIX SERIES NO. OF WAYS
00 = Standard 3=003
58 = Special 4 =004
5=005

00

CONTACT FORCE CONTACT HEIGHT

00 = Standard Force

1=120/1.50
2=1.80/2.10
3=2.30/2.60

00

BRACKET
00 = No Bracket
01 = With Bracket

PLATING OPTION
1 =0.4 um Selective
Gold, Tin Tail
2 = Tin All Over

NOTICE: Specifications are subject to change without notice. Contact your nearest AVX Sales Olffice for the latest specifications. All statements,
information and data given herein are believed to be accurate and reliable, but are presented without guarantee, warranty, or responsibility of any kind,
expressed or implied. Statements or suggestions concerning possible use of our products are made without representation or warranty that any such use
is free of patent infringement and are not recommendations to infringe any patent. The user should not assume that all safety measures are indicated or
that other measures are indicated or that other measures may not be required. Specifications are typical and may not apply to all applications.
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