
Caution: Refer to Terminal Block Accessories Compatibility

All terminal blocks are certified with its compatible accessories. See complete information in "Technical Data Sheet"

TP Test Adapters
Terminal Blocks Accessories

Features and Benefits
- Insulated test adapter that enables individual voltage control, 
- Direct plug-in solution into the jumpers channels, 
- Compatible with isolated or non isolated test plugs DIA 2 mm 0.079 in and 2.3 mm 0.090 in, 
- Withstand more than 10000 operations according to ABB test standards..

Main Technical Data Mounting Instructions Plug in

IEC cULus - CSA Tool

Rated current 10 A
Rated voltage 1000 V 600 V Torque
Impulse withstand voltage 8000 V
Protection IP 20 NEMA 1

Material Specifications Insulating material Polyamide
Flammability V0
NF F 16 101 I2F2

Ambient temperature min/max Service IEC 60068-2-1 -55 +110 °C -67 +230 F
Storage -55 +110 °C -67 +230 F
Installing -5 +40 °C -23 +104 F

Ordering Details

TP Test Adapters
Description Type Order Code Pack(ing) Weight

pieces g (1 pce)

For test plugs DIA 2 mm 0.079 in Dark Grey TP2 1SNK 900 203 R0000 20 1.73

TP Accessories

Description Type Order Code Pack(ing) Weight
pieces g (1 pce)

1 Test Plugs FC2.MC 1SNA 107 239 R0300 10 1.00
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TP Test Adapters
Terminal Blocks Accessories

Features and Benefits
- Isolated test adapter that enables individual voltage control, 
- Direct plug-in solution into the jumpers channels, 
- Compatible with insulated or non isolated test plugs DIA 4 mm 0.160 in, 
- Withstand more than 10000 operations according to ABB test standards..

Main Technical Data Mounting Instructions Plug in

IEC cULus - CSA Tool

Rated current 16 A
Rated voltage 1000 V 600 V Torque
Impulse withstand voltage 8000 V
Protection IP 20 NEMA 1

Material Specifications Insulating material Polyamide
Flammability V0
NF F 16 101 I2F2

Ambient temperature min/max Service IEC 60068-2-1 -55 +110 °C -67 +230 F
Storage -55 +110 °C -67 +230 F
Installing -5 +40 °C -23 +104 F

Ordering Details

TP Test Adapters
Description Type Order Code Pack(ing) Weight

pieces g (1 pce)

For test plugs DIA 4 mm 0.160 in Dark Grey TP4 1SNK 900 205 R0000 20 2.42

TP Accessories

Description Type Order Code Pack(ing) Weight
pieces g (1 pce)

1 Test Plugs FC4-2 1SNA 167 928 R2100 10 4.00


