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2 = FEMALE
RECOMMENDED TERMINATION
PCB LAYOUT 1=PC MOUNT
SHELL PLATING
3 = NICKEL
HARDWARE OPTIONS
MATERIAL: SEE PAGE 2
SHELL: STEEL, NICKEL PLATED P"ﬁTlNGGOEET;&"SSH
INSULATOR: UL 94V-O RATED, BLACK, 260° NYLON 5= 300" GOLD
CONTACT: BRASS OR PHPSPHOR BRONZE
ELECTRICAL: DO NOT SCALE FROM DRAWING
CURRENT RATING: 5 AMPS THESE DRAWINGS AND SPECIFICATIONS ARE DRAWN: DATE:
DIELECTRIC STRENGTHf 1,000VACrms THE PROPERTY OF NorComp AND SHALL NOT | PAM JENKINS 03-17-05
INSULATION RESISTANCE: 1,000 MOHMS Min BE REPRODUGED, COPIED OR USED AS THE
TEMPERATURE: -55°C TO +105°C BASIS FOR THE MANUFACTURE OF SALE OF | CHECKED: DATE:
CERTIFICATION: UL RECOGNIZED TO CATEGORY CODE ECBT2 APPARATUS WITHOUT WRITTEN PERMISSION.
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DESCRIPTION:

RIGHT ANGLE HARDWARE OPTIONS
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BASIS FOR THE MANUFACTURE OF SALE OF | CHECKED: DATE:
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