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MicroMate™ (MMCX) Amphenol®

PCB Mount

11
Amphenol Corporation  Tel: 800-627-7100 www.amphenolrf.com

Fig. 1

Fig. 3

Fig. 2

MMCX Right Angle PCB Mount Jack - Thru-Hole
908-24100

MMCX Straight PCB Mount Plug - Thru-Hole
908-21103▲

MMCX Straight PCB Mount Jack - Thru-Hole
908-22106
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MICROMATE (MMCX)
JACK INTERFACE

MicroMateTM (MMCX) EDGECARD AND PCB MOUNTS
Construction Amphenol

Description Plt. Ins. Contact Mtg. Patterns/Page No. Notes Number Fig.

R/A Jack, PCB P11 D1 BeCu Fig. M1/6 1 Piece Contact ▲908-24100 2

Straight PCB Plug P11 D1 Brass Fig. M1/6 Machined ▲ 908-21103 1

Straight Jack PCB P11 D1 BeCu Fig. M1/6 Machined ▲ 908-22106 3
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Tape and Reel Packaging*

* Blister tape packaged uniformly for edgecard mounting and supplied in accordance with IEC 286-3/EIA 481

Reel Dimensions*

Ø.787 ±.039 (20.0)

Ø.512 ±.020 (13.0)

3x .079 ±.015 (2)

Ø13.00 ±.05 (330.0) 2x .079 ±.020 (2)
.709 ±.062 (18.0)

Ø4.00 ±.05 (101.6)

▲ Distributor Stocked


