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SYLVANIA

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z
Part Number SLI/118/T8 SLI/136/T8 SLI/158/T8 SLI/170/T8
Number of Lamps 1 1 1 1
System Power (w) (typical) 18 35 55 66
Lamps Power (w) (typical) 16 32 50 60

220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264

0.08 0.16 0.25 0.28
50-60 50-60 50-60 50-60

23 25 25 27
Power Factor (Cos. Phi) >0.95 >0.95 >0.95 >0.96
Lamp Voltage (v) 55 100 110 129

0.29 0.32 0.46 0.47
Lamp Starting Delay (s) 1.9 1.9 1.9 1.9
Pre-Heat Duration (s) 1.3 1.2 0.9 1.3
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 65 65 70 70

<0.5 <0.5 <0.5 <0.5
0.280 0.310 0.310 0.310

Maximum Relative Humidity : No Condensation     Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

6LQJOH�/DPS�/8;/,1( 81,47521,&���%DOODVWV

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z
Part Number SLI/218/T8S SLI/236/T8S SLI/258/T8S SLI/270/T8S
Number of Lamps 2 2 2 2
System Power (w) (typical) 35 71 110 133
Lamps Power (w) (typical) 16 32 50 60

220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264

0.16 0.31 0.49 0.57
50 50 50 50
23 23 25 27

Power Factor (Cos. Phi) > 0.95 > 0.95 >0.97 >0.97
Lamp Voltage (v) 55 100 110 129

0.29 0.32 0.46 0.47
Lamp Starting Delay (s) 1.9 2 1.9 2
Pre-Heat Duration (s) 1.2 1.3 1.3 1.4
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 65 70 75 75

< 0.5 < 0.5 < 0.5 <0.5
0.300 0.310 0.350 0.350

Maximum Relative Humidity : No Condensation.   Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

7ZLQ��/DPS /8;/,1( 81,47521,&���%DOODVWV

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z
Part Number SLI/318/T8S SLI/336/T8S SLI/418/T8S SLI/436/T8
Number of Lamps 3 3 4 4
System Power (w) (typical) 53 108 74 146
Lamps Power (w) (typical) 16 32 16 32

220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264

0.23 0.48 0.32 0.62
50 50 50 50
24 29 22.5 27

Power Factor (Cos. Phi) > 0.95 >0.97 > 0.95 >0.98
Lamp Voltage (v) 55 100 55 100

0.29 0.32 0.29 0.32
Lamp Starting Delay (s) 1.9 3 2.2 3.2
Pre-Heat Duration (s) 1.3 2.4 1.7 2.3
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 70 70 70 75

< 0.5 < 0.5 < 0.5 <0.5
0.320 0.320 0.310 0.400

Maximum Relative Humidity : No Condensation    Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

7ULSOH�DQG�)RXU�/DPS�/8;/,1( 81,47521,&���%DOODVWV

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6LQJOH�DQG�7ZLQ�'LPPDEOH���:���:���:�	���:��%DOODVWV

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z �[��Z �[��Z �[��Z �[��Z
Part Number CLT/118/T8D CLT/136/T8D CLT/158/T8D CLT/170/T8D CLT218/T8D CLT/236/T8D CLT/258/T8D CLT/270/T8D
Number of Lamps 1 1 1 1 2 2 2 2
System Power (w) 20 38 58 68 38 72 116 134
Lamps Power (w) 16 32 50 60 16 32 50 60

230-240 230-240 230-240 230-240 230-240 230-240 230-240 230-240
180-300 180-300 180-300 180-300 180-300 180-300 180-300 180-300

0.11 0.17 0.26 0.31 0.18 0.32 0.50 0.60
50-60 50-60 50-60 50-60 50-60 50-60 50-60 50-60
32-70 40-70 40-70 30-70 34-62 30-60 30-60 30-70

Power Factor (Cos. 0) 0.98 0.98 0.98 0.98 0.98 0.98 0.98 0.98
Lamp Voltage (v) 55 100 111 129 55 100 111 129

290 320 455 470 290 320 455 470
Lamp Starting Delay (s) <2 <2 <2 <2 <2 <2 <2 <2
Pre-Heat Duration (s) <2 <2 <2 <2 <2 <2 <2 <2
Operating Temperature (°c) 0…+50 0…+50 0…+50 15…+50 0…+50 0…+50 0…+50 15…+50
Max. Housing Temperature (°c) 75 / 80 75 / 80 75 / 80 75 75 / 80 75 / 80 75 / 80 75

<0.5 <0.5 <0.5 0.3 <0.5 <0.5 <0.5 0.3
Control Voltage (VDC) 1-10 1-10 1-10 1-10 1-10 1-10 1-10 1-10
Control Current (mA) <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Dimming Range 5-100% 5-100% 5-100% 5-100% 5-100% 5-100% 5-100% 5-100%

320 320 320 320 400 400 400 600

Maximum Relative Humidity : No Condensation         Installation Wiring : 0.75 - 1.5mm

Clalight reserves the right to modify the above specifications without prior notification

* Clalight's ballasts are specified for INDOOR use only.

Input voltage range (VAC)

Input voltage range (VDC)

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (mA)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

&RPSDFW�3/�/�/DPSV
6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z �[��Z �[��Z

Part Number SLI/118/T8 SLI/136/T8 SLI/218/T8S SLI/236/CBS SLI/240/CBS SLI/255/CBS
Number of Lamps 1 1 2 2 2 2
System Power (w) (typical) 18 35 35 70 87.4 121
Lamps Power (w) (typical) 16 32 16 32 40 55

220-240 220-240 220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264 198-264 198-264

0.08 0.15 0.16 0.33 0.40 0.54
50-60 50-60 50 50 50 50

23 25 23 26.4 25 23.4
Power Factor (Cos. Phi) >0.95 >0.95 > 0.95 > 0.95 > 0.95 > 0.97
Lamp Voltage (v) 55 100 55 89 126 100

0.29 0.32 0.29 0.36 0.32 0.55
Lamp Starting Delay (s) 1.9 1.9 1.9 2 2.1 2.3
Pre-Heat Duration (s) 1.3 1.2 1.2 1.4 1.6 1.8
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 65 70 65 70 70 70

<0.5 <0.5 < 0.5 < 0.5 < 05 < 0.5
0.280 0.310 0.300 0.310 0.350 0.350

Maximum Relative Humidity : No Condensation.        Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

6LQJOH�DQG�7ZLQ�&RPSDFW���Z����Z�DQG���Z�/8;/,1(81,47521,&��%DOODVWV

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6LQJOH�DQG�7ZLQ�&RPSDFW�/RQJ�'LPPDEOH�%DOODVWV

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z �[��Z
Part Number CLT/136/CBD CLT/140/CBD CLT/155/CBD CLT/236/CBD CLT/255/CBD
Number of Lamps 1 1 1 2 2
System Power (w) 37 44 64 72 123
Lamps Power (w) 32 40 55 32 55

230-240 230-240 230-240 230-240 230-240
180-300 180-300 180-300 180-300 180-300

0.17 0.20 0.28 0.32 0.55
50-60 50-60 50-60 50-60 50-60
40-56 45-73 40-70 40-74 27-74

Power Factor (Cos. Phi) 0.98 0.98 0.98 0.98 0.98
Lamp Voltage (v) 98 126 101 90 101

320 320 550 360 550
Lamp Starting Delay (s) <2 <2 <2 <2 <2
Pre-Heat Duration (s) <2 <2 <2 <2 <2
Operating Temperature (°c) 0…+50 +15…+50 +15…+50 0…+50 +15…+50
Max. Housing Temperature (°c) 75/80 75/80 75/80 75/80 75/80

0.3 0.3 0.3 0.3 0.3
Control Voltage (VDC) 1-10 1-10 1-10 1-10 1-10
Control Current (mA) <1.0 <1.0 <1.0 <1.0 <1.0
Dimming Range 5-100% 5-100% 5-100% 5-100% 5-100%

320 320 320 400 600

Maximum Relative Humidity : No Condensation   Installation Wiring : 0.75 - 1.5mm

Clalight reserves the right to modify the above specifications without prior notification

* Clalight's ballasts are specified for INDOOR use only.

Input voltage range (VAC)

Input voltage range (VDC)

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (mA)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z
Part Number SLI/11435/T5 SLI/11435/T5 SLI/11435/T5 SLI/11435/T5
Number of Lamps 1 1 1 1
System Power (w) 17 24.5 32 40
Lamp Power (w) 14 21 28 35

220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264

0.08 0.11 0.15 0.18
50 50 50 50
22 22 22 22

Power Factor (Cos Phi) >0.95 >0.96 >0.97 >0.98
Lamp Voltage (v) 82 123 167 209

0.17 0.17 0.17 0.17
Lamp Starting Delay (sec.) 2.1 2.1 2.1 2.1
Pre-Heat Duration (sec.) 1.5 1.5 1.5 1.5
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 70 70 70 70

<0.5 <0.5 <0.5 <0.5

Maximum Relative Humidity : No Condensation   Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

6LQJOH�8QLYHUVDO�7����Z����Z����Z�DQG���Z�/8;/,1( 81,47521,&��%DOODVW

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)



SYLVANIA

6SHFLILFDWLRQ �[��Z �[��Z �[��Z �[��Z
Part Number SLI/21428/T5 SLI/21428/T5 SLI/21428/T5 SLI/235/T5
Number of Lamps 2 2 2 2
System Power (w) 32 48 64 80
Lamp Power (w) 14 21 28 35

220-240 220-240 220-240 220-240
Input Voltage (v) 198-264 198-264 198-264 198-264

0.15 0.22 0.29 0.36
50 50 50 50
30 30 30 30

Power Factor (Cos Phi) >0.95 >0.96 >0.97 >0.98
Lamp Voltage (v) 82 123 167 209

0.17 0.17 0.17 0.17
Lamp Starting Delay (sec.) 2.1 2.1 2.1 2.1
Pre-Heat Duration (sec.) 1.5 1.5 1.5 1.5
Operating Temperature (°c) -15 to +50 -15 to +50 -15 to +50 -15 to +50
Max. Housing Temperature (°c) 75 75 75 75

<0.5 <0.5 <0.5 <0.5
0.300 0.300 0.300 0.340

Maximum Relative Humidity : No Condensation.      Installation Wiring : 0.75 - 1.5mm

Sylvania reserves the right to modify the above specifications without prior notification

* Sylvania's ballasts are specified for INDOOR use only.

7ZLQ�8QLYHUVDO�7����Z����Z�DQG����Z�/8;/,1( 81,47521,&���%DOODVW

Voltage  AC/DC

Input Current (A)
Input Frequency (Hz)
Operating Frequency (kHz)

Lamp Current (A)

Earth Leakage Current (mA)

Weight (Kg)


