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CONDUCTOR SPECIFICATIONS: CONDUCTOR SPECIFICATIONS:
CONDUCTOR No. n - NUMBER OF CIRCUITS VOLTAGE RATING max. 300 V
CONDUCTOR: CURRENT RATING 12 A
MATERIAL STRANDED TINNED COOPER INSULATION RESISTANCE 20 M ohms x Kmmin.
AWG. 28 DIELECTRIC WITHSTAND 2000 V
STRANDING QTY/mm 7/0.127 CONDUCTOR RESISTANCE 230 ohms/Km
TENSILE STRENGTH N/A CAPACITANGCE 45 pF/m
INSUL ATION:
MATERIAL PVC
MIN. WALL THICKNESS N/A
COLOR N/A
POLARITY N/A A= nx 127 TOLERANCES: n = 20: +/-0.20
OUTSDE DIAMETER 092 + 005 B-[n-1)x127] + OD. n = 40: +/-0.30
DIRECTION OF LAY N/A n = 64: +/-0.40
LENGTH OF LAY N/A
UL. RATING 2651 INSULATION
FLAME RATING VDE 0472 _
TEMPERATURE RATING -20°C o +105°C o
MARKINGS N/A ©
PITCH 127 + 0.05 .
BRIDGE / WEB THICKNESS 0.18 (REF.) CONDUGTOR é
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