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GENERAL TOLERANCES

(UNLESS SPECIFIED)

LENGTH: X.±1

        .X±0.2

        .XX±0.10

ANGLE: X°.±1°

       .X°±0°30'
PAGESIZE

CUSTOMER

PRODUCT NO.

PIN ASSIGNMENT

ROLLED UP CABLE 

NOTE:

2000±20

1,HD 15PIN PLUG TO HD 15PIN SOCKET,

  NICKEL PLATED,LINE COLOR BLACK;

2,WIRING: (28AWG+Foam PE+28/0.12Cu)*3COXA+(7/0.10Cu+PVC)*4C+

          96/0.10 Cu BRAID+7/0.12TCu DRAIN+AL/Mylar+PVC;
  OD: 8.0mm±0.15mm;

  LENGTH: 2.0m;

3,PRINTING: E119932-T    AWM 2919 80°C  30V  VW-1 LOW VOLTAGE 

            COMPUTER CABLE COPARTNER;

4,100%OPEN,SHORT & MISWIRE TEST;

5,PACKING: 1 PCS/POLYBAG WITH LABEL;

           WITHIN OUTER CARTON(480mmL*320mmW*320mmH);50 PCS/CARTON;

6,ALL MATERIALS MUST BE IN LINE WITH RoHS.

HD 15P M

CS14490

C P C

 SIGNAL

PSG90149

pro-  SPC

HENTEK NO. VC0042-BK

LABEL:

40

2
0

pro-  SPC  SIGNAL

HOT OBTURATE

LABEL

TIED LINE 

PSG90149

φ155±5

HD 15P M/HD 15P F

HD 15P M

15

11 1

5

6

10
11

155

1

10

6

HD 15P F

1 1

6 6

2 2

7 7

3 3

8 8

5 5

10 10

13 13

14 14

SHELL SHELL
DRAIN

HD 15P F

CONDUCTOR OF COAX

SHIELD OF COAX


	布局1

