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NOTES:

1 MATERIAL:
HOUSING: NYLON(PA), GLASS FILLED, UL94V-0, COLOR: BLACK
TERMINALS: PHOSPHOR BRONZE

2) FINISH:
620 TERMINAL St
575 SELECT GOLD IN CONTACT AREA: 50 MICROINCHES M.,
- RJ-TT KEEPOUT FEATURE *SELECT TIN IN PC TAIL AREA: 100 MICROINCHES MIN.,
595 WITH OVERALL NICKEL UNDERPLATE: 50 MICROINCHES MNN.
B «THE PRIMARY SHIPPING CARTON WILL BE LABELED "COMPLIANT TO RoHS

DIRECTIVE 2002/95/EC AND ELV ANNEX I OF DIRECTIVE 2000/53/EC".
CARTONS WITHOUT THIS LABEL MAY CONTAIN PRODUCT WITH TIN-LEAD

T IN THE PC TALS.
SiEx 3) PRODUCT SPECIFICATION AND PROCESSING PARAMETERS: PS-43860-003.
%) PACKAGING SPECIFICATION:
CONNECTOR ASSEMBLIES PACKAGED IN EXTRUDED TUBES PER MOLEX
520 PACKAGING SPECIFICATION PK-43860-004.
Eon 5) ALL UNTOLERANCED DIMENSIONS ARE SHOWN FOR REFERENCE ONLY.
: 6) CONFORMS TO FCC REGULATION PART 685 FOR MODULAR JACKS.
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I PC BOARD LAYOUT

COMPONENT SIDE OF BOARD
RECOMMENDED PCB THICKNESS: .062/157
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5 [\\f ; tf E mm ‘NCH DIMENSION STYLE TITLE
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Cals g o~ E v: 0 [3 PLACES|+-—-- + - DRAWN BY DATE JACK ASSEMBLY WlTH
WS ETIg 2 PLACES|*——  [*-—  |MKAMAR 00/03/07 RJ-11 KEEPOUT FEATURE
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NOTES:
1 MATERIAL:
HOUSING: NYLON(PA), GLASS FILLED, ULS4V-0, COLOR: BLACK
TERMINALS: PHOSPHOR BRONZE
SHIELD: BRASS
FINISH:
TERMINALS:
SELECT GOLD IN CONTACT AREA: 50 MICROINCHES MIN.,
xSELECT TIN IN PC TAIL AREA: 100 MICROINCHES MIN,,
WITH OVERALL NICKEL UNDERPLATE: 50 MICROINCHES MIN.
SHIELD:
%100 MICROINCHES NICKEL OVER 50 MICROINCHES COPPER UNDERPLATE
PCB GROUND TABS DIPPED IN TIN
xTHE PRIMARY SHIPPING CARTON WILL BE LABELED "COMPLIANT TO RoHS
DIRECTIVE 2002/95/EC AND ELV ANNEX Il OF DIRECTIVE 2000/53/EC".
CARTONS WITHOUT THIS LABEL MAY CONTAIN PRODUCT WITH TIN-LEAD
IN' THE PC TAILS AND/OR SHIELD

S

230 3) PRODUCT SPECIFICATION AND PROCESSING PARAMETERS: PS-43860-003.
13.46 @ 4) PACKAGING SPECIFICATION:
CONNECTOR ASSEMBLIES PACKAGED IN THERMOFORMED TRAYS PER MOLEX
PACKAGING SPECIFICATION PK-43860-005.
110+.010 Typ 2 ALL UNTOLERANCED DIMENSIONS ARE SHOWN FOR REFERENCE ONLY.
[279-025 6) CONFORMS TO FCC REGULATION PART 685 FOR MODULAR JACKS,
- 7) AVAILABLE WITH THE (2) SPECIFIED PANEL GROUND TABS OMITTED FOR
OPTIONAL PANEL
GROUND TAB {1 SIDE TO SIDE STACKABILITY, PER THE ASSEMBLY MATERIAL NUMBER TABLE.
SEE NOTE 7 — T
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PC BOARD LAYOUT
COMPONENT SIDE OF BOARD
RECOMMENDED PCB THICKNESS: .062/157
[ o k=) SCALE DESIGN UNITS
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NOTES:
15.75 595 1) MATERIAL:
[~ RI-T KEEPOUT FEATURE B HOUSING: NYLON(PA), GLASS FILLED, UL94V-0, COLOR: BLACK
: TERMINALS: PHOSPHOR BRONZE
LIGHT PIPES:
POLYCARBONATE-HEAT DEFLECTION TEMPERATURE: 270°F (132°C)
POLYSULFONE-HEAT DEFLECTION TEMPERATURE: 345°F (174°C)
O ([ 2) FINISH:
TERMINALS:
SELECT GOLD IN CONTACT AREA: 50 MICROINCHES MIN.,
520 «SELECT TIN IN PC TALL AREA: 100 MICROINCHES MN.,
o 067 CLEARANCE HEIGHT ~ WITH OVERALL NICKEL UNDERPLATE: 50 MICRONCHES MN.
j 770 FOR LED CHPS *THE PRIMARY SHIPPING CARTON WILL BE LABELED "COMPLIANT TO RoHS
DIRECTIVE 2002/95/EC AND ELV ANNEX Il OF DIRECTIVE 2000/53/EC".
M0+010 |y CARTONS WITHOUT THIS LABEL MAY CONTAIN PRODUCT WITH TIN-LEAD
(2.7%0.25 IN THE PC TALS,
3) PRODUCT SPECIFICATION AND PROCESSING PARAMETERS: PS-43860-003.
T 4) PACKAGING SPECIFICATION:
CONNECTOR ASSEMBLIES PACKAGED IN EXTRUDED TUBES PER MOLEX
— PACKAGING SPECIFICATION PK-43860-004.
5) ALL UNTOLERANCED DIMENSIONS ARE SHOWN FOR REFERENCE ONLY.
018002 . 100 L 6) CONFORMS TO FCC REGULATION PART 68.5 FOR MODULAR JACKS,
0.46:0.05 Ses 7) FOR CROSS REFERENCE OF RECOMMENDED LED'S. SEE MOLEX WEBSITE.
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LED SQLDER PATTERN
PC BOARD LAYOUT SCALE 1041
COMPONENT SIDE OF BOARD (SEE NOTE 7)

RECOMMENDED PCB THICKNESS: .062/1.57
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NOTES:
1) MATERIAL:

645 HOUSING: NYLON(PA), GLASS FILLED, UL94V-0, COLOR: BLACK
— PANEL GROUND 620 TERMINALS: PHOSPHOR BRONZE
16.38 TABS e SHIELD: BRASS
RJ-11 KEEPOUT 575 LIGHT PPES:
FEATURE OPTIONAL PANEL POLYCARBONATE-HEAT DEFLECTION TEMPERATURE: 270°F (132°C)
GROUND TAB POLYSULFONE-HEAT DEFLECTION TEMPERATURE: 345°F (174°0)
SEE NOTE 7 2) FINISH:
TERMINALS:
([ SELECT GOLD IN CONTACT AREA: 50 MICROINCHES MIN.,
067 *SELECT TIN IN PC TAIL AREA: 100 MICRONCHES MIN.,
067 WITH OVERALL NICKEL UNDERPLATE: 50 MICROINCHES MN,
530 170 SHIELD:
56 CLEARANCE HEIGHT *100 MICROINCHES NICKEL OVER 50 MICROINCHES COPPER UNDERPLATE
' E FOR LED CHIPS PCB GROUND TABS DIPPED N TN
*THE PRIMARY SHIPPING CARTON WILL BE LABELED 'COMPLIANT TQO RoHS
110010 DIRECTIVE 2002/95/EC AND ELV ANNEX Il OF DIRECTIVE 2000/53/EC".
— 775205 1P CARTONS WITHOUT THIS LABEL MAY CONTAIN PRODUCT WITH TIN-LEAD
i F ST IN THE PC TALS AND/OR SHIELD.
OPTIONAL PANEL f 3) PRODUCT SPECIFICATION AND PROCESSING PARAMETERS: PS-43860-003.
GROUND TAB 4) PACKAGING SPECIFICATION:
SEE NOTE 7 EE— CONNECTOR ASSEMBLIES PACKAGED N THERMOFORMED TRAYS PER MOLEX
018 +.002 PACKAGING SPECFICATION PK-43860-005.
02600517 135010 100 015 £.002 5) ALL UNTOLERANCED DIMENSIONS ARE SHOWN FOR REFERENCE ONLY.
400 020:005__3.43:025 = 036.005 11 6) CONFORMS TO FCC REGULATION PART 685 FOR MODULAR JACKS.
—5mon 2.54 oo 7) AVAILABLE WITH THE (2) SPECIFIED PANEL GROUND TABS OMITTED FOR SIDE
637 21 135 048:005 TO SIDE STACKABILITY, PER THE ASSEMBLY MATERIAL NUMBER TABLE.
e 5 122+013 8) FOR CROSS REFERENCE OF RECOMMENDED LED'S, SEE MOLEX WEBSITE.
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{ RECOMMENDED_SMT
PC BOARD LAYOUT LED SOLDER PATTERN
o / 005 COMPONENT SIDE_OF BOARD SCALE 104
R0 Pﬁl%?_MgEEREu% e RECOMMENDED PCB THICKNESS: .062/157 (SEE NOTE 8)
: TOP OF CIRCUIT
SCALE: NTS BOARD
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