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FEATURES TECHNICAL DATA

SERIES 160/163 plug and socket connectors are Mouldings: Nylon 6.6 (PA6/6) block Ul94
available in 2, 3 and 5 pole lengths. The I Vl2

k.nserts: P ug & s t -Tinned brass
shrouding of the plug connectors prevent the two s M3 I . I d dcrews: stee ZinC p ate on
parts being incorrectly assembled. yellow chromoted

The plug section (163ST) has a leading earth pin Wire protectors :' (where fiNed) Stainless steel

which is 2mm longer, situated in the centre pole. Maximum working temp: 1000 (continous

The socket section (160BU) has a shroud to ensure Current rating: 10 amps

that the plugs are totally enclosed before the earth Voltage rating: 380V -c

connection is made. Tracking distance: CTI > 600

Covers & base plates,163ZEL/ABK are Conductorsize:" Withoutw/p-4mmsq.
...With w/p-2.5mm sq.

available In 3 and 5 pole versions only. T h e St ' , I th 65 7 .
ripping eng : .-mm

cover (163ABK) can be used by snapping onto ':..'" ".'

the plug or socket or both. The base plate

(163ZEl) is supplied complete with an integral APPROVALS

cord grip and screws which are supplied loose. IMQ @ @ @ @ EN 60320-1

PART NUMBER CODE PART NUMBER CODE

Without protectors
Leave blank

.With protectors .
Plug sectIon Enter DS Cover 3 Pole
Enter 3ST Enter ABK Enter 03
Socket section Base plate 5 pole
Enter OBU Enter ZEL Enter 05


