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Dimensions : Millimetres

PCB Layout

Specifications:
Current rating : 1.0A ac, dc.
Voltage rating : 125V ac, dc.
Maximum contact resistance : 20mΩ.
Withstanding voltage : 250V ac/minute.
Minimum insulation resistance : 100MΩ.
Temperature rating : -40°C to +85°C.
Material:
Insulator : Nylon 6T.
Contacts material : Phosphor bronze.
Finish : Tin plated.
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Specification Table
Description Number of Position A B Part Number

Header, Vertical, 3 Way 3 2.50 5.50 MC34687

Header, Vertical, 4 Way   4 3.75 6.75 MC34719

Header, Vertical, 5 Way   5 5.00 8.00 MC34689

Header, Vertical, 6 Way   6 6.25 9.25 MC34721

Header, Vertical, 7 Way   7 7.50 10.50 MC34691

Header, Vertical, 8 Way   8 8.75 11.75 MC34345

Header, Vertical, 9 Way   9 10.00 13.00 MC34693

Header, Vertical, 10 Way   10 11.25 14.25 MC34723

Header, Vertical, 12 Way   12 13.75 16.75 MC34695

Header, Vertical, 13 Way   13 15.00 18.00 MC34319

Header, Vertical, 14 Way   14 16.25 19.25 MC34697

Dimensions : Millimetres


