FUSES / FUSIBLES

NON RESETTABLE / NON REARMABLES

5 X 20 mm

Pigtail miniature

fuse-links

Type SP 5 x 20

quick acting F
high breaking capacity

Fusibles miniatures

Pigtail

Type SP 5 < 20

rapide F

haut pouvoir de coupure

Pigtail miniature
fuse-links
Type SPT 5 x 20

time-lag T
high breaking capacity

Fusibles miniatures
Pigtail
Type SPT 5% 20

temporisé T
haut pouvoir de coupure

x

Order No. / No de commande I,/U,  Order No./ No de commande I,/U,
0001.1001.PT 0001.1001.TR 500 mA/250V  0001.2504.PT 0001.2504.TR 1 A/250V
0001.1002.PT 0001.1002.TR 630 mA/250V  0001.2505.PT 0001.2505.TR 1,25 A/250V
0001.1003.PT 0001.1003.TR 800 mA/250V  0001.2506.PT 0001.2506.TR 1,6 A/250V
0001.1004.PT 0001.1004.TR 1 A/250V  0001.2507.PT 0001.2507.TR 2 A/250V
0001.1005.PT 0001.1005.TR 1,25 A/250V  0001.2508.PT 0001.2508.TR 2,5 A/250V
0001.1006.PT 0001.1006.TR 1,6 A/250V  0001.2509.PT 0001.2509.TR 3,15 A/250V
0001.1007.PT 0001.1007.TR 2 A/250V  0001.2510.PT 0001.2510.TR 4 A/250V
0001.1008.PT 0001.1008.TR 2,5 A/250V  0001.2511.PT 0001.2511.TR 5 A/250V
0001.1009.PT 0001.1009.TR 3,15 A/250V  0001.2512.PT 0001.2512.TR 6,3 A/250V
0001.1010.PT 0001.1010.TR 4 A/250V  0001.2513.PT 0001.2513.TR 8 A/250V
0001.1011.PT 0001.1011.TR 5 A/250V ; 5 : ;

0001 1012 PT 0001 1012.TR 63 A 7550V Technical data see page 93 / Données techniques voir page 93
0001.1013.PT 0001.1013.TR 8 A/250V

Technical data see page 92 / Données techniques voir page 92

Rigtail miniature

- . S

Fusibles miniatures

Pigtail

Type FSF 5 < 20

rapide F

bas pouvoir de coupure

Pigtail miniature
fuse-links
Type FST 5 x 20

time-lag T
low breaking capacity

Fusibles miniatures
Pigtail

Type FST 5 x 20
temporisé T

bas pouvoir de coupure

e y
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Ui . - No de commande I,/ U, Order No. / No de commande In/AUs
0034.1513.TR 500 mA/250V  0034.3104.PT 0034.3104.TR mA /250 V
0034.1514.TR 630 mA/250V  0034.3105.PT 0034.3105.TR mA /250 V
0034.1515.TR 800 mA/250V  0034.3106.PT 0034.3106.TR mA /250 V
0034.1516.TR 1 A/250V  0034.3107.PT 0034.3107.TR mA /250 V
0034.1517.TR 1,25 A/250V  0034.3108.PT 0034.3108.TR mA /250 V
0034.1518.TR 1,6 A/250V  0034.3109.PT 0034.3109.TR mA /250 V
0034.1519.TR 2 A/250V  0034.3110.PT 0034.3110.TR mA /250 V
0034.1520.TR 2,5 A/250V  0034.3111.PT 0034.3111.TR mA /250 V
0034.1521.TR 3,15 A/250V  0034.3112.PT 0034.3112.TR mA /250 V
0034.1522.TR 4 A/250V  0034.3113.PT 0034.3113.TR mA /250 V
0034.1523.TR B A/250V  0034.3114.PT 0034.3114.TR mA /250 V
0034.1524.TR 6,3 A/250V  0034.3115.PT 0034.3115.TR mA /250 V
0034.1525.TR 8 A/250V  0034.3116.PT 0034.3116.TR mA /250 V
- Tr 5 ; ; : 0034.3117.PT 0034.3117.TR A/ 250V
lszmmical data see page 85 / Données techniques voir page 85 0034 3118 BT 0034 3118 TR A/ 950V
0034.3165.PT 0034.3165.TR A/250V
0034.3119.PT 0034.3119.TR A/250V
: 0034.3120.PT 0034.3120.TR A/ 250V
Fackaging / Emballage: : - " 0034.3121.PT 0034.3121.TR A/ 250V
MM XOXKX.PT Boxes of 1000 pleces / Boite de 1000 pleces 0034.3122.PT 0034.3122.TR A/ 250V
MO XXX TR Taped and reeled / Sur bande et bobine 0034.3123.PT 0034.3123.TR A/ 250V
0034.3124.PT 0034.3124.TR A/250V
= according / selom IEC 60286-1 0034.3125.PT 0034.3125.TR A/250V
of 0034.3126.PT 0034.3126.TR A/250V

« Q00 0Ia0g

Technical data see page 86 / Données techniques voir page 86

Dimensions / dimensions

—
——

$0,65

40

258

max. 21,2 40

Notes: see page 116 / Indications: voir page 116
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