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FE FEM 12.50 1640
FE FEM 10.00 950
FE FEM 12.00 2510
FE FEM 12.50 740
FE FEM 20.00 1600
FE FEM 20.00 530
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Note

Industry standard procedures 
regarding static must be observed 
when handling product produced 
with blue and green (518nm) die 
material.
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M-7901R0300GW  !
M-7901R0100GW  !
M-7901Y05500GW
M-7901G0100GW  !
M-7901G0500GW  !
M-7901B0500GW  !
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ules by interlocking

gment colour

Available options: 
� Black face and red segment colour

ent     Ta = 25°°°° C ( Derate above 25°°°° C ) 

t Number
mon Anode Emitting Colour Wavelength

Peak λP

Segment  F
typical

-7902R0300GW  ! Red 660 10.50
-7902R0100GW  ! Red 660 9.25
-7902Y05500GW Yellow 591 10.25
-7902G0100GW  ! Green 568 10.50
-7902G0500GW  !  * Green 518 18.50
-7902B0500GW  !  * Blue 465 18.50

nm

Condition Symbol Rating Unit
0.1 duty cycle @ 1KHz    ( B05 & G05 ) IFP 400  (140) mA

( B05 & G05 ) IF 100  (60) mA
IR = 10 µA VR 20 V

Topr - 25 to + 80 ° C
Tstg - 30 to + 85 ° C

1.6 mm from body - max 3 seconds 260 ° C

7.9" ( 200 mm ) Interlockinange

!  Also available from 

ristics
 & G05

IF = 80 mA / segment    20 mA DP    Ta = 25°°°° C
IF = 40 mA / segment   10 mA DP     Ta = 25°°°° C
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7.9" ( 200 mm ) Interlocking 7 segment displaysFEM-790XX00GW Range

FEM-790XX00GW


	FEM-790XX00GW Range
	Electro / Optical Characteristics
	*B05 & G05
	IF = 80 mA / segment 20 mA DP Ta = 25° C
	IF = 40 mA / segment 10 mA DP Ta = 25° C

	FEM-790XX00GW Range
	Features:
	• High segment intensity
	• Extra wide viewing angle
	• Single or multiple digit modules by interlocking
	• Lightweight
	• Grey face colour, White segment colour

	Available options:
	• Black face and red segment colour
	7.9" ( 200 mm ) Interlocking 7 segment displays with DP
	7.9" ( 200 mm ) Interlocking 7 segment displays



