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l Black anodised aluminium housing

l RIA 12 approved versions available

l Sealed to IP67

l Large LED indication

l AC versions available upon request

PROFESSIONAL LED INDICATORS Ø25.4mm Mounting

SAMPLES AVAILABLE© MARL INTERNATIONAL LTD 2007 : DS 048/06  Issue 1

Ordering Information & Typical Technical Characteristics (Ta = 25°C)
Mean Time Between Failure = 100,000 Hours.  Luminous intensity figures refer to the unmodified discrete LED.

FEATURES

SPECIFICATION

671 SERIES
PACK QUANTITY = 1 PIECE
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PART NUMBER COLOUR LENS VOLTAGE CURRENT LUMINOUS WAVE OPERATING STORAGE
DC (Vdc) DC (mA) INTENSITY LENGTH TEMP TEMP
Vopr lopr lv@20mA (mcd) λp (nm) Topr Tstg

671-290-22 Red Colour Diffused 24 19 30 625 -40 ~ +85^ -40 ~ +85 Yes

671-291-22 Yellow Colour Diffused 24 19 20 590 -40 ~ +85^ -40 ~ +85 Yes

671-292-22 Green Colour Diffused 24 19 200 565 -40 ~ +85^ -40 ~ +85 Yes

671-290-25 Red Colour Diffused 110 19 30 625 -40 ~ +85^ -40 ~ +85 Yes

671-291-25 Yellow Colour Diffused 110 19 20 590 -40 ~ +85^ -40 ~ +85 Yes

671-292-25 Green Colour Diffused 110 10 200 565 -40 ~ +85^ -40 ~ +85 Yes

671-289-22 Red Colour Diffused 24 19 400 660 -40 ~ +85^ -40 ~ +85 Yes

671-293-22 Yellow Colour Diffused 24 19 820 590 -40 ~ +85^ -40 ~ +85 Yes

671-294-22 Blue Colour Diffused 24 19 19 468 -40 ~ +85^ -40 ~ +85 Yes

671-295-22 Cool White Colour Diffused 24 19 890 see below -40 ~ +85^ -40 ~ +85 Yes

671-289-25 Red Colour Diffused 110 10 400 660 -40 ~ +85^ -40 ~ +85 Yes

671-293-25 Yellow Colour Diffused 110 10 820 590 -40 ~ +85^ -40 ~ +85 Yes

671-294-25 Blue Colour Diffused 110 10 19 468 -40 ~ +85^ -40 ~ +85 Yes

671-295-25 Cool White Colour Diffused 110 10 890 see below -40 ~ +85^ -40 ~ +85 Yes

UNITS Vdc mA mcd nm °C °C

H I G H  I N T E N S I T Y

A N D A R D  I N T E N S I T Y

O t h e r  v o l t

*

T x  1 3 9 1  1 3 8 0

 1 2 8 0

y 3 8 2 7 9  1 4 3 6  1 3 8 1

 1 2 8 4



671 Series

MATERIALS
Body Black Anodised Aluminium Lens Epoxy

Encapsulation PC5430 Resin Terminations Zinc Plated Steel

Header Nylon 66 Panel Seal Neoprene

Lock Washer Spring Steel Nut Aluminium

TECHNICAL CHARACTERISTICS
SERIES MAXIMUM PANEL NUT MINIMUM MIN/MAX.

POWER CUTOUT MOUNTING MOUNTING PANEL
DISSIPATION TORQUE CENTRES THICKNESS

671 2500 25.4 1.2 x,y = 41.0 2.0-10.0

UNITS mw mm Nm mm mm
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BS EN ISO 9001:2000
Approved Manufacturer
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Dimensions in mm (Typical)
Not to scale

Mounting hole to clean and burr free
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Mounting Hole

DERATING INFORMATION

289, 290, 291, 293, 294 & 295 292


