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MA215HT/MA315HT Series M12 [3/8 in] Sealed Front-
End Hi-Temp VRS Sensors

For high temperature speed sensing applications 
in which the sensor tip is exposed to liquids, oils, 
or fluids.

VP/P

For Applications up to 205 °C [400 °F]

Specifications

Parameter Value

Vibration Meets Mil-Std 202F Method 204D

Test Condition A

Output Voltage 15 V P-P min. 

Coil Resistance 68 OHMS max. 

Inductance 16 mH max. 

Gear Pitch Range 26 DP (Module 0.98) or Coarser Optimum 24 (Module 
1.06) 

Min. Surface speed 30 IPS (0.75 m/Sec) Typical 

Max. Oper. Freq. 60 KHz Typical 

Oper. Temp. Range -40 °C to 205 °C [-40 °F to 400 °F] 

Pole Piece Dia. 2,36 mm [0.093 in]

Dimensions

Part Number Thread Length Weight

MA215HT 22 mm [0.9 in] 28 g [1.0 oz]

*For Metric Mounting Thread Versions, add “M” as the first character of the model 
number. 
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For Applications up to 260 °C [500 °F]

Specifications

Parameter Value

Vibration Meets Mil-Std 202F Method 204D

Test Condition A

Output Voltage 15 V P-P min. 

Coil Resistance 110 OHMS Typical 

Inductance 31 mH max. 

Gear Pitch Range 32 DP (Module 0.8) or Coarser Optimum 26 (Module 
0.98) 

Min. Surface speed 20 IPS (.75 m/Sec) Typical 

Max. Oper. Freq. 50 KHz Typical 

Oper. Temp. Range -40 °C to 260 °C [-40 °F to 500 °F] 

Pole Piece Dia. 1,57 mm [0.062 in]

Dimensions

Part Number Thread Length Weight

MA315HT 25 mm [1.0 in] 28 g [1.0 oz]

*For Metric Mounting Thread Versions, add “M” as the first character of the model 
number. 
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