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TENMA 72-7765

Palm Size Digital Multimeters

SPECIFICATIONS
Basic Functions Range Best Accuracy
= DC \Voltage 400mV/4V/40V/400V/500V +(0.8%+1)

= AC Current 400pA/4000pA40MA/400mA/AA/T0A  +(1.5%+5)

= Resistnce 1000/4kQ /0KQ/A00KQ /AMQ 40M  +(1%+2)
= Auto Ran.ging v

e T A —
= Continuity Buzzer s sessomsm sensSis st n S
= Transistor v

= LowBattery Display v o

= Input Impedance for DC  Around 10MQ
Voltage Measurement

= Max. Display 3999

GENERAL CHARACTERISTICS

....... Power o 1VBattery(MAAX2)
_______ LCDSize oo X B T e
_______ Product Colour . Redend Grey
Product Net Weight Around 156g
L ProductSee o T30xT38x3mm
Standard Accessories Test Lead, Batteries, English Manual, Holster
© Optional Accessories™ Clip-On Test Lead Light (UT-TL), Built-In Test Lead Light (UT-L1),
Built-InTest Lead Light Plus (UT-L2)
© Standard Individual Packing Gt Box
© Standard Quantity Per Carton~~ 60pes
© Standard Carton Measurement ~ Around 486 x 345 x 310 mm
(Around 0.052CBM Per Standard Carton)
"""" Standard Carton Gross Weight ~ Around 18g

* Available at Extra Cost
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TENMA 72-77170

SPECIFICATIONS
St e g
ACVohage 20W500V sk g
DC Current 2000pA/20mA/200mA/10A +(1%+2) L]
""'R"é's}'séé}{c'é """"""""""""""""" 2000/20000/20k2/200kQ/20MQ/200Me  +(08%+2) =
B o e e et E et e |
Continuity Buzzer v g
SquareV\/aveOutput ........................................................................................... S :
CDetaHold v x
© Display Backight =~~~ v a
*Low Battery Display v "
*Input Impedance for Around TOMQ v s
DC Voltage Measurement
© Max Display 199 v 3

72-7770

C€

UL /cUL Pending

Registered Design MNb.: 0211977.6M004

GENERAL CHARACTERISTICS
Power 9V Battery (6F22)

Optional Accessories™ Clip-OnTest Lead Light (UT-TL), Built-In Test Lead Light (UT-L1),
Built-In Test Lead Light Plus (UT-1.2)
""" Standard Indvidual Packing ~~~ GitBox |
""" Standard Quantity Per Carton ~~ 60pes
""" Standard Carton Measurement ~ Around 486 x 345 x 310 mm |
(Around 0.052 CBM Per Standard Carton)
""" Standard Carton GrossWeight ~ Around 18k |

* Available at Extra Cost
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TENMA 72-7935

Modern Pocket-Size
Digital Multimeters

72-7935

 TENMA®
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SPECIFICATIONS

Basic Functions

= DCVoltage 400mV/4V/40V/400V/500V +(0.8%+1)

= Frequency 10Hz-100kHz +(0.5%+3)

= Auto Ranging v

= DuyCyle 01%-999%
= Diode Y
u Continuity Buzzer v

R Nods
= Data Hold v

= Fullcon Disply £
= SleepMode v
= Low Battery Display . T
= lnputlmpedancefor DC TOMQ@

Voltage Measurement
= Max Display 399

GENERAL CHARACTERISTICS

Power 3V Battery (CR2032)
T Y 771
_______ Product Colowr  RedandGrey .
Product Net \Weight 62g

Around 545 x 305 x 425mm
(Around 0.071CBM Per Standard Carton)

Standard Carton Gross Weight ~ Around 11.25kg




TENMA 72-7940

Pocket-Size Digital Multimeters

www.mcminone.com

Model 72-7940

SPECIFICATIONS

Basic Functions

_DCVoltage . 200mV/i2000mV/20V/200V/300V  +(1.5%+2) -
_AC\Voltage . 200V/300V o x(25%+15) N
_DCCurrent . 2000pA20mA200mA o x(25%+10) .
Resistance 2000 /20000 /20kQ /200kQ /2000kQ +(2.5%+5) o
Battery Test 1.5V, 9v +(2.5%+2) =

Input Impedance for DC Around TMQ v =
Voltage Measurement
Max. Display 1999 v o

GENERAL CHARACTERISTICS

_____ POWE e OV BTy (A2S) e

,,,,, LCDSze X IEmMm ]

_____ Product Colour  RedandGrey ]

_____ Product NetWeight 3009

AAAAA POOQUELSIZE oo DBXDERIOMM oo
Standard Accessories Test Lead, Battery, English Manual

"""" Standard Individual Packing ~ Blisteer

S QP Carton
Standard Carton Measurement 560 x 370 x 302 mm (0.063CBM Per Standard Carton)

""" Standard Carton Gross\Weigt 113 |
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