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DR 4/6

Spacing 6 mm + 0,05 (.238")

Standard block 6 mm

DR 4/6.

Spacing 6 mm + 0,05 (.238")

1

DR 4/6 with partition

DR 4/6.P

Spacing 6 mm + 0,05 (238")

Terminal block for ground wire same size as DR 4/6 block.

NE  © ¢ (Ewme @ €«  (Ewme © € C€
Color Type Part number | Color Type Part number | Color Type Part number
Grey 0O DR4/6 1SNA 110 251 RO500 | Grey 0O DR4/6.1 1SNA 110 491 R1700 | Green/Yellow I DR 4/6.P 1SNA 160 496 R2600
Blue O DR4/6.N 1SNA 120 251 RO700 | Blue O DR4/6.1.N 1SNA 120 491 R1100
Characteristics Characteristics Characteristics
Wire size Wire size Wire size

IEC IEC IEC
NFC DIN uL CSA NFC DIN UL CSA NFC DIN UL CSA
Screw Solid wire | 0,2-4 mm? 18-12 AWG 18-12 AWG Screw Solid wire | 0,2-4 mm? 18-12 AWG 18-12 AWG Screw Solid wire |  0,2-4 mm? 18-12 AWG 18-12 AWG
Stranded wire | 0,22-4 mm? 18-12 AWG 18-12 AWG Stranded wire | 0,22-4 mm? 18-12 AWG 18-12 AWG Stranded wire | 0,22-4 mm? 18-12 AWG 18-12 AWG
Voltage Voltage Voltage
Rated 500 V Gr.C 250 V 300V /150 V | Rated 500V Gr.C 250 V 300V /150V | Rated
Pulse Pulse Pulse
Pollution degree Pollution degree Pollution degree
Current Current Current
Rated [ 30A [ 20A | 10A/25A |Rated |  30A | 20A | 10A/25A | Rated [ [ [
Wire size Wire size Wire size
Rated / Gauge [ 4mm? | 12AWG | 12AWG | Rated/ Gauge [ 4mme [ 12AWG | 12AWG | Rated / Gauge [ amm | 12AWG | 12AWG
Wire strip. Recomm. Recommended Protection Wire strip. Recomm. Recommended Protection Wire strip. Recomm. Recommended Protection
length screwdriver torque length screwdriver torque length screwdriver torque
9,5 mm 4 mm 0,5-0,8 Nm IP 20 9,5 mm 4 mm 0,5-0,8 Nm IP 20 9,5 mm 4 mm 0,5-0,8 Nm IP 20
37" 16" 4.4-7.1 ib.in NEMA 1 37" 16" 4.4-7.1ib.in NEMA 1 37" 16" 4.4-7.1ib.in NEMA 1
Type Part number | Type Part number | Type Part number

FEDR61 th. 1 mm 1SNA 117 600 RO300 | FEDR61 th. 1 mm 1SNA 117 600 RO300

FEDR61 th. 1 mm 1SNA 127 600 RO500 | FEDR61 th. 1 mm 1SNA 127 600 RO500
FEDR63 th. 1 mm 1SNA 103 975 R2100

SCDR61 th. 0,3mm  1SNA 173 016 R1000 | SCDR61 th. 0,3mm  1SNA 173 016 R1000 | SCDR61 th. 0,3 mm  1SNA 173 016 R1000
AL2 DIA. 2mm 1SNA 167 319 RO600 | AL2 DIA. 2 mm 1SNA 167 319 R0O600
FC2(2) DIA. 2 mm 1SNA 007 865 R2600 | FC2 (2) DIA. 2 mm 1SNA 007 865 R2600
BIM62 (1) 32A 2 poles 1SNA 173 217 R2600 | BIM62 (1) 32 A 2 poles 1SNA 173 217 R2600
BIM62 (1) 32A 3 poles 1SNA 173 218 RO700 | BIJM62 (1) 32 A 3 poles 1SNA 173 218 R0O700
BIJM62 (1) 32 A 4 poles 1SNA 173 219 RO000 | BIJM62 (1) 32 A 4 poles 1SNA 173 219 RO000
BJM62 (1) 32 A 5 poles 1SNA 173 221 R2200 | BIJM62 (1) 32 A 5 poles 1SNA 173 221 R2200
BIM62 (1) 32A 6 poles 1SNA 174 112 R1600 [ BIM62 (1) 32 A 6 poles 1SNA 174 112 R1600
BIM62 (1) 32A 7 poles 1SNA 174 113 R1700[BJM62 (1) 32 A 7 poles 1SNA 174 113 R1700
BIM62 (1) 32A 8 poles 1SNA 174 114 R1000 | BIM62 (1) 32 A 8 poles 1SNA 174 114 R1000
BIM62 (1) 32A 9 poles 1SNA 174 115 R1100 | BIM62 (1) 32 A 9 poles 1SNA 174 115 R1100
BJM62 (1) 32 A 10 poles 1SNA 173 226 R2700 | BJIM62 (1) 32 A 10 poles 1SNA 173 226 R2700
BJPD6 1SNA 173 223 R2400 | BJPD6 1SNA 173 223 R2400
PC61 35A 10 poles 1SNA 163 311 R2200 | PC61 35A 10 poles 1SNA 163 311 R2200 | PC61 35A 10 poles 1SNA 163 311 R2200
EPD61 1SNA 173 206 R0400 | EPD61 1SNA 173 206 R0400
VSPD61 1SNA 173 207 RO500 | VSPD61 1SNA 173 207 RO500
RC65 On sides RC65 On sides RC65 On sides

Notes: (1) Use of these accessories requires the user to cut out the partition.
(2) For terminal blocks with test socket.
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