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SAMSON BRAND

SAMSON ELECTRIC WIRE CO., LTD.

T Wire & Cable Specification

Conductor

dielectric

Braid

/__Sheath
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Type Coaxial Cable (RG-58C/U)
Code CF0032N/BK
Description 19/0.19TC+16/7/0.12mmTC(Braid) $5.0mm
Conductor 19/0.19+/-0.003mm TC
Stranding Direction: Right/ Max. Distance 40mm/ Nom. O.D 0.96mm
PE
Min. Thickness 0.77mm / Ovality 0.45mm‘/ Average Thickness 0.97mm
Dielectric
Nominal O.D 2.9+/-0.1mm
Spark Voltage 3000V a.c
16/7/0.12+/-0.003mm TC
Braiding
Distance 25 mm/ Angular 68.5 degree/ 92.8% Coverage / Nom. Dia. 3.38mm
PVC / Color: Black
Sheath Min. Thickness 0.64mm / Ovality 0.77mm / Average Thickness 0.80 mm
ea

Nom. Dia. 5.0+/-0.15mm

Spark Voltage 4000V a.c

Physical Properties

Unage Tensile strength  8N/mm?
Sheath

Unage elongation 100%

Flame Test : VW-1

Electrical Properties

Voltage between conductor and shield: 2300V/1 min, No breakdown

Nominal Conductor DC Resistance : 35.40/km 20

Nominal Velocity of Propagation: 66%

Nominal Shield DC Resistance : 15.0 /km 20

Impedance : 50+/-2Q

Maximum Capacitance: 101 pF/m

(dB)

Frequency
Max. 1 10 50 100 | 200 | 400 | 700 | 900 | 1000
(MHz)
Attenuation
Attenuation
(dB/100m) 1.4 46 | 10.8 | 16.1 | 23.9 | 37.7 | 55.8 | 65.5 | 70.5




