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MicroMate™ (MMCX) Amphenol®

Surface Mount
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MMCX Surface Mount Jacks
908-22101▲

908-22101B
908-22101T▲

908-22101-TC

.025

.025

 MICROMATE INTERFACE
TO ACCEPT ANY STANDARD

MMCX PLUG

 CORNERS REMOVED TO
INDICATE "SIGNAL PIN"

(0.64)

(0.64)

.142

.045

.050

.026

∅  .130

(1.14)

(1.27)

(3.30)

(1.14)

(3.61)

(2 PLACES)
.035 TYP.

(2 PLACES)
.030 TYP.

.170

.170

"SIGNAL PIN"

"GND PIN"

"GND PIN" "GND PIN"

(4.32)

(4.32)

(0.89)

(0.76)

MicroMateTM (MMCX) SURFACE MOUNTS
Amphenol

Description Plt. Ins. Contact & Body Mtg. Patterns/Page No. Number Fig.

SMT Jack, Single Packed P11 L1 Stamped Beryllium Copper Fig. M3/8 or M4/8 ▲ 908-22101 1

SMT Jack, Bulk Packed P11 L1 Stamped Beryllium Copper Fig. M3/8 or M4/8 908-22101B 1

SMT Jack, Tape & Reel P11 L1 Stamped Beryllium Copper Fig. M3/8 or M4/8 ▲ 908-22101T 1

SMT Jack, Tape & Reel w/cap P11 L1 Stamped Beryllium Copper Fig. M3/8 or M4/8 908-22101-TC 1

(7.5)
.295

(16.0)
.630

(4.32)
.170 ±.015

.315
(8)

Tape and Reel Packaging*

* Blister tape packaged uniformly for vertical mounting and supplied in accordance with IEC 286-3/EIA 481

Reel Dimensions*

Ø.787 ±.039 (20.0)

Ø.512 ±.020 (13.0)

3x .079 ±.015 (2)

Ø13.00 ±.05 (330.0) 2x .079 ±.020 (2)
.709 ±.062 (18.0)

Ø4.00 ±.05 (101.6)

▲ Distributor Stocked


